LEGAL DESCRIPTION

PARCEL 1

ALL OF BLOCK 40, HOLLYWOOD HILLS NORTH SECTION ONE, ACCORDING TO THE PLAT THEREOF, RECORDED
IN PLAT BOOK 66, PAGE 20, PUBLIC RECORDS OF BROWARD COUNTY, FLORIDA, LESS AND EXCEPT
THEREFROM THE FOLLOWING DESCRIBED PARCEL:

BEGINNING AT THE EASTERNMOST CORNER OF LOT 31 OF BLOCK 41 OF SAID PLAT, THE FOLLOWING THREE
(3) COURSES BEING ALONG THE NORTHEASTERLY, EASTERLY AND SOUTHEASTERLY LINE OF SAID BLOCK 40;
(L) THENCE SOUTH 52'15'00" EAST (PLAT BEARING) 25.00 FEET TO A POINT OF CURVATURE OF A 25.00
FOOT RADIUS CURVE CONCAVE WESTERLY; (2) THENCE SOUTHEASTERLY, SOUTHERLY AND SOUTHWESTERLY
ALONG SAID CURVE THROUGH A CENTRAL ANGLE OF 90°00°00", AN ARC DISTANCE OF 38.27 FEET; (3)
THENCE SOUTH 37°45'00" WEST 7.99 FEET; THENCE NORTH 88417°54” WEST 61.84 FEET; THENCE NORTH
37°45'00" EAST ALONG THE SOUTHEASTERLY LINE OF SAID LOT 31 A DISTANCE OF 69.38 FEET TO THE
POINT OF BEGINNING.

PARCEL 2

ALL OF BLOCK 61, HOLLYWOOD HILLS NORTH SECTION ONE, ACCORDING TO THE PLAT THEREOF, RECORDED
IN PLAT BOOK 66, PAGE 20, PUBLIC RECORDS OF BROWARD COUNTY, FLORIDA, LESS AND EXCEPT
THEREFROM THE FOLLOWING DESCRIBED PARCELS:

1. THE NORTH 5.00 FEET OF THAT PART OF SAID BLOCK 61 ABUTTING LOTS L, 2, 3, AND 4 OF BLOCK
83.

2. BEGINNING AT THE NORTHWEST COMER OF BLOCK 60, THENCE DUE SOUTH ALONG THE WEST LINE OF
BLOCK 60, A DISTANCE OF 25.00 FEET; THENCE DUE WEST 25.00 FEET, THENCE DUE NORTH 23.06
FEET, MORE OR LESS, TO THE NORTH LINE OF BLOCK 61; THENCE EASTERLY ALONG SAID NORTH
LINE ON A CURVE TO THE LEFT, HAVING A RADIUS OF 685.00 FEET, A CENTRAL ANGLE OF 0205'51",
AND ARC DISTANCE OF 25.00 FEET TO THE POINT OF BEGINNING.

3. COMMENCING AT THE NORTHWEST CORNER OF BLOCK 60, THENCE DUE SOUTH ALONG THE WEST LINE
OF SAID BLOCK 60, A DISTANCE OF 25.00 FEET TO THE POINT OF BEGINNING; THENCE DUE WEST
43.00 FEET; THENCE DUE SOUTH 155.00 FEET; THENCE DUE EAST 18.00 FEET; THENCE DUE SOUTH
18.00 FEET; THENCE DUE EAST 25.00 FEET TO SAID WEST LINE OF BLOCK 60; THENCE DUE NORTH
ALONG SAID WEST LINE 173.00 FEET TO THE POINT OF BEGINNING.

4. BEGINNING AT THE SOUTHEAST CORNER OF BLOCK 60, THENCE SOUTHERLY ALONG THE WEST
RIGHT-OF—WAY LINE OF NORTH 36TH AVENUE ON A CURVE TO THE RIGHT, HAVING A RADIUS OF 1
177.12 FEET, A CENTRAL ANGLE OF 00°45'10", AN ARC DISTANCE OF 15.47 FEET; THENCE SOUTH
76°01'40" WEST ALONG THE NORTH BOUNDARY OF BLOCK 62, A DISTANCE OF 125.30 FEET TO A
POINT OF CURVATURE; THENCE ON A CURVE TO THE LEFT HAVING A RADIUS OF 25.00 FEET, A
CENTRAL ANGLE OF 75'00°00", AN ARC DISTANCE 32.72 FEET TO A POINT OF TANGENCY AND CUSP;
THENCE NORTH 01°01'40” EAST 34.78 FEET; THENCE NORTH 76'01’40" EAST 143.94 FEET TO THE
POINT OF BEGINNING.

5. BEGINNING AT A POINT ON THE NORTH RIGHT—OF—WAY LINE OF THE C—10 CANAL, BEING THE POINT
OF INTERSECTION OF A 355 FOOT RADIUS CURVE WITH THE 1927 COUNTY SURVEY SECTION LINE AS
SHOWN ON SHEET 2 OF SAID PLAT BOOK 66, PAGE 20; THENCE WESTERLY ALONG SAID NORTH
RIGHT-OF—WAY LINE, AND ALONG SAID 355 FOOT RADIUS CURVE TO THE LEFT THROUGH A CENTRAL
ANGLE OF 0225'26", AN ARC DISTANCE OF 15.02 FEET; THENCE NORTH 00°05°20° WEST 165.33
FEET; THENCE NORTH 72'24'44" EAST 36.58 FEET; THENCE SOUTH 75°30'53" EAST 51.66 FEET;
THENCE SOUTH 10°31°35" EAST 38.64 FEET; THENCE SOUTH 57°01'06" EAST 51.31 FEET; THENCE
SOUTH 74°26'48" EAST 51.92 FEET; THENCE SOUTH 61°43'11" EAST 56.82 FEET; THENCE NORTH
80°49'15" EAST 50.63 FEET; THENCE NORTH 85°54'25" EAST 100.25 FEET; THENCE NORTH 89°20'17"
EAST 100.01 FEET; THENCE NORTH 71°07'59™ EAST 105.62 FEET; THENCE NORTH 85'54'25" EAST
100.25 FEET; THENCE SOUTH 77°40'53" EAST 102.39 FEET; THENCE SOUTH 70°47'56" EAST 105.95
FEET; THENCE SOUTH 57'11°25" EAST 93.90 FEET TO SAID NORTH RIGHT—OF—WAY LINE; THENCE
SOUTH 89054'40" WEST ALONG SAID NORTH RIGHT—OF—WAY LINE 948.73 FEET TO A POINT ON SAID
1927 COUNTY SURVEY SECTION LINE; THENCE SOUTH 01'14'46™ EAST ALONG SAID 1927 COUNTY
SURVEY SECTION LINE A DISTANCE OF 5.0 FEET TO THE POINT OF BEGINNING.

6. FROM THE SOUTHEAST CORNER OF SAID BLOCK 61 , RUN SOUTH 89'54°40" WEST ALONG THE NORTH
RIGHT-OF—WAY LINE OF THE C—10 CANAL A DISTANCE OF 738.84 FEET TO THE POINT OF BEGINNING;
THENCE NORTH 73'55°00" WEST 17.95 FEET; THENCE NORTH 86°39°19" WEST 100.18 FEET; THENCE
SOUTH 84°46°06” WEST 100.40 FEET; THENCE SOUTH 80°15°47° WEST 11.93 FEET TO SAID NORTH
RIGHT—OF—WAY LINE; THENCE NORTH 89'54°40" EAST ALONG SAID NORTH RIGHT-OF—WAY LINE
229.00 FEET TO THE POINT OF BEGINNING.

7. COMMENCING AT THE SOUTHEAST CORNER OF BLOCK 60 OF SAID PLAT; THE FOLLOWING FIVE (5)
COURSES BEING ALONG THE NORTHERLY LINE OF SAID BLOCK 61; (L) SOUTH 76'01'40" WEST (PLAT
BEARING) 143.95 FEET; (2) NORTH 80°30'48™ WEST 233.35 FEET; (3) SOUTH 70°40'35" WEST 55.90
FEET TO THE POINT OF BEGINNING; (4) SOUTH 70°40'35" WEST 444.10 FEET; (5) SOUTH 61'11'35"
WEST 8.13 FEET; THENCE NORTH 70°56°51" EAST 454.12 FEET; THENCE NORTH 19419'25" WEST 3.49
FEET TO THE POINT OF BEGINNING.

8. BEGINNING AT THE NORTHWEST CORNER OF LOT 4, BLOCK 38 OF SAID PLAT; THENCE NORTH
46'54'40° EAST (PLAT BEARING) ALONG THE NORTHWESTERLY LINE OF SAID LOT 4, A DISTANCE OF
100.00 FEET TO THE NORTHEAST COMER OF SAID LOT 4; THENCE NORTH 43'05'20" WEST ALONG THE
NORTHWESTERLY EXTENSION OF THE NORTHEASTERLY LINE OF SAID LOT 4, A DISTANCE OF 13.00
FEET: THENCE SOUTH 49%12'08" WEST 100.00 FEET; THENCE SOUTH 43'05°20" EAST, 17.00 FEET TO
THE POINT OF BEGINNING.

9. BEGINNING AT THE NORTHWEST CORNER OF LOT 5, BLOCK 38 OF SAID PLAT; THENCE NORTH
46°54'40" EAST (PLAT BEARING) ALONG THE NORTHWESTERLY LINE OF SAID LOT 5, A DISTANCE OF
100.00 FEET TO THE NORTHEAST CORNER OF SAID LOT 5; THENCE NORTH 43'05'20" WEST ALONG
THE NORTHWESTERLY EXTENSION OF THE NORTHEASTERLY LINE OF SAID LOT 5, A DISTANCE OF 9.00
FEET; THENCE SOUTH 49%12'06" WEST 100.08 FEET; THENCE SOUTH 43'05'20" EAST 13.00 FEET TO
THE POINT OF BEGINNING.

10. COMMENCE AT A POINT MARKING THE SOUTHWEST COMER OF BLOCK 61 OF THE PLAT OF
"HOLLYWOOD HILLS NORTH SECTION ONE", AS RECORDED IN PLAT BOOK 66, PAGE 20 OF THE PUBLIC
RECORDS OF BROWARD COUNTY, FLORIDA; THENCE NORTH 37°45°00" EAST ALONG THE WEST LINE OF
BLOCK 61; SAID WEST LINE ALSO BEING THE EAST RIGHT—OF—WAY OF KEYSER AVENUE, A DISTANCE
OF 408.55 FEET TO A POINT OF TANGENCY; THENCE IN A GENERALLY EASTERLY DIRECTION ON A
CURVE TO THE RIGHT WITH A RADIUS OF 25.00 FEET AND CENTRAL ANGLE OF 84'15'57", AND ARC
LENGTH OF 36.77 FEET TO A POINT OF REVERSE CURVATURE ON THE SOUTH RIGHT-OF—WAY OF
NORTH HILLS DRIVE; ON A GENERALLY SOUTHEASTERLY DIRECTION ALONG THE SOUTH RIGHT—-OF—WAY
OF NORTH HILLS DRIVE, ON A CURVE TO THE LEFT WITH A RADIUS OF 685.00 FEET AND A CENTRAL
ANGLE OF 12°39°26", AN ARC LENGTH OF 128.66 FEET TO THE POINT OF BEGINNING; THENCE STILL
ALONG THE SOUTH RIGHT—OF—WAY OF NORTH HILLS DRIVE, ON A CURVE WITH A RADIUS OF 685.00
FEET AND A CENTRAL ANGLE OF 08'13'32", AN ARC LENGTH OF 103.88 FEET TO A POINT; THENCE
SOUTHERLY AND PERPENDICULAR TO THE SOUTH RIGHT—OF—WAY OF NORTH HILLS DRIVE, A DISTANCE
OF 0.56 FEET TO A POINT OF TANGENCY; THENCE ON A GENERALLY SOUTHWESTERLY DIRECTION ON
A CURVE TO THE LEFT WITH A RADIUS OF 15.00 FEET AND A CENTRAL ANGLE OF 43728'12", AN ARC
LENGTH OF 11.38 FEET TO A POINT; THENCE SOUTH 59117°00" WEST, 14.42 FEET, TO A POINT OF
TANGENCY; THENCE ON A GENERALLY WESTERLY DIRECTION ON A CURVE TO THE LEFT WTH A
RADIUS OF 15.00 FEET AND CENTRAL ANGLE OF 30°43'25", AN ARC LENGTH OF 8.04 FEET TO A
POINT; THENCE WESTERLY NORTH 90°00'00" WEST, 21.88 FEET TO A POINT OF TANGENCY; THENCE
ON A GENERALLY NORTHWESTERLY DIRECTION ON CURVE TO THE LEFT WMITH A RADIUS OF 15.00 FEET
AND CENTRAL ANGLE OF 475510, AN ARC LENGTH OF 12.54 FEET TO A POINT; THENCE SOUTH
42°07'00" EAST, 45.03 FEET TO A POINT OF TANGENCY; THENCE ON A GENERALLY WESTERLY
DIRECTION ON A CURVE WITH A RADIUS OF 15.00 FEET AND A CENTRAL ANGLE 23'20'54", AN ARC
LENGTH OF 6.11 FEET TO A POINT; THENCE IN A NORTHERLY DIRECTION SOUTH 21°22°00" WEST, 0.53
FEET TO THE POINT AND PLACE OF BEGINNING.

PARCEL 3:

ALL OF BLOCK 61—A, HOLLYWOOD HILLS NORTH SECTION ONE, ACCORDING TO THE PLAT THEREOF,

RECORDED IN PLAT BOOK 66, PAGE 20, PUBLIC RECORDS OF BROWARD COUNTY, FLORIDA, LESS AND

EXCEPT THEREFROM THE FOLLOWING DESCRIBED PARCELS:

I BEGINNING AT THE SOUTHWEST CORNER OF SAID BLOCK 61—A; THENCE DUE NORTH ALONG THE WEST
LINE OF SAID BLOCK 61—A, A DISTANCE OF 100.00 FEET; THENCE SOUTH 73'42'59" EAST 25.00
FEET; THENCE DUE SOUTH 100.00 FEET TO THE SOUTH LINE OF SAID BLOCK 61—A; THENCE NORTH
7342'59" WEST ALONG SAID SOUTH LINE 25.00 FEET TO THE POINT OF BEGINNING.

2, FROM THE NORTHWEST CORNER OF SAID BLOCK 61—A, BEING THE INTERSECTION OF THE EAST
RIGHT-OF—-WAY LINE OF NORTH 46TH AVENUE WITH THE SOUTH RIGHT-OF—WAY LINE OF THE C-10
CANAL, RUN NORTH 89'44'59" EAST ALONG SAID SOUTH RIGHT—OF—WAY LINE 82.03 FEET TO THE
POINT OF BEGINNING; THENCE SOUTH 76°57°06" EAST 56.52 FEET; THENCE NORTH 76°27°04" EAST
56.52 FEET TO SAID SOUTH RIGHT—OF—WAY LINE; THENCE SOUTH 89°44'59" WEST ALONG SAID
SOUTH RIGHT—OF—WAY LINE A DISTANCE OF 110.00 FEET TO THE POINT OF BEGINNING.

3. FROM THE NORTHERNMOST CORNER OF LOT 1, BLOCK 36, OF SAID PLAT, RUN NORTH 46%54'40"
EAST, ALONG THE SOUTHERLY RIGHT—OF—WAY LINE OF THE C—10 CANAL A DISTANCE OF 161.56
FEET TO THE POINT OF BEGINNING; THENCE NORTH 68'4245° EAST 94.24 FEET; THENCE NORTH
59'19'07" EAST 102.39 FEET; THENCE NORTH 44'02°55" EAST 100.12 FEET; THENCE NORTH 36'4226"
EAST 101.61 FEET; THENCE NORTH 28°07'59™ EAST 105.62 FEET TO SAID SOUTHEASTERLY
RIGHT—OF—WAY LINE; THENCE SOUTH 46'54'40° WEST ALONG SAID SOUTHEASTERLY RIGHT—OF—WAY
LINE A DISTANCE OF 487.50 FEET TO THE POINT OF BEGINNING.

4. FROM THE NORTHERNMOST CORNER OF LOT , BLOCK 36, OF SAID PLAT, RUN NORTH 46'54'40" EAST,
ALONG THE SOUTHERLY RIGHT—OF—WAY LINE OF THE C—10 CANAL A DISTANCE OF 949.06 FEET TO
THE POINT OF BEGINNING; THENCE NORTH 54'52'51" EAST 50.49 FEET; THENCE NORTH 39°31'30"
EAST 54.45 FEET TO SAID SOUTHEASTERLY RIGHT—OF—WAY LINE; THENCE SOUTH 46°54'40" WEST
ALONG SAID SOUTHEASTERLY RIGHT-OF—WAY LINE 104.00 FEET TO THE POINT OF BEGINNING.

5. COMMENCING AT THE SOUTHWEST CORNER OF LOT 1 , BLOCK 34, OF SAID PLAT, THENCE NORTH
09°35'20" WEST ALONG THE WEST LINE OF SAID LOT 1 (PLAT BEARING) 11.00 FEET TO THE POINT OF
BEGINNING; THENCE NORTH 64'52'07" WEST 3.02 FEET; THENCE NORTH 17°40'38" WEST 23.71 FEET;
THENCE NORTH 02'56'33" WEST 50.66 FEET; THENCE NORTH 19°55'29" EAST 52.29 FEET:; THENCE
SOUTH 66°53'05" EAST RADIAL TO THE FOLLOWMING DESCRIBED NON—TANGENT 175.00 FOOT RADIUS
CURVE CONCAVE EASTERLY, 2.30 FEET TO THE NORTHERNMOST CORNER OF SAID LOT 1; THENCE
SOUTHERLY ALONG SAID CURVE (BEING THE WESTERLY BOUNDARY OF SAID LOT 1), THROUGH A
CENTRAL ANGLE OF 32°42°15", AN ARC DISTANCE OF 99.89 FEET; THENCE SOUTH 09°35'20" EAST
CONTINUING ALONG SAID WESTERLY BOUNDARY, 25.22 FEET TO THE POINT OF BEGINNING.

6. COMMENCING AT THE NORTHEAST CORNER OF BLOCK 33 OF SAID PLAT, THENCE SOUTH 62'55'06"
WEST (PLAT BEARING) ALONG THE NORTHERLY LINE OF SAID BLOCK 33 A DISTANCE OF 191.83 FEET
TO THE POINT OF BEGINNING; THENCE CONTINUE SOUTH 62°55'06" WEST ALONG THE LAST DESCRIBED
COURSE 856.48 FEET; THENCE NORTH 73'42°59" WEST ALONG SAID NORTHERLY LINE 1047.00 FEET
TO A POINT ON THE EASTERLY RIGHT—OF—WAY LINE OF NORTH 46TH AVENUE; THENCE NORTH,
ALONG SAID RIGHT-OF—WAY LINE 14.55 FEET; THENCE SOUTH 74'18'48" EAST 466.83 FEET; THENCE
SOUTH 7310'10" EAST 150.22 FEET; THENCE SOUTH 71°34'40" EAST 240.87 FEET; THENCE SOUTH
79°36'21" EAST 169.26 FEET; THENCE NORTH 68°38°37" EAST 139.87 FEET; THENCE NORTH 6750°22"
WEST 69.91 FEET; THENCE NORTH 71°00°29" EAST 103.40 FEET; THENCE NORTH 6335°35" EAST
109.09 FEET; THENCE NORTH 60°21 '02" EAST 99.40 FEET; THENCE NORTH 64'59'28" EAST 123.12
FEET; THENCE NORTH 60°00'19” EAST 69.50 FEET; THENCE NORTH 55'01'15" EAST 10.33 FEET;
THENCE NORTH 45'29'54" EAST 141.09 FEET; THENCE SOUTH 27°04'54" EAST 47.29 FEET TO THE
POINT OF BEGINNING.

7. BEGINNING AT THE NORTHEAST CORNER OF LOT 1, BLOCK 36 OF SAID PLAT (SAID CORNER BEING A
POINT ON A 335 FOOT RADIUS CURVE CONCAVE NORTHEASTERLY, RADIAL TO SAID POINT BEARS
SOUTH 320240 WEST), THENCE ALONG THE NORTHEASTERLY LINE OF SAID LOT | ALONG SAID
CURVE THROUGH A CENTRAL ANGLE OF 14°48°01", AN ARC DISTANCE OF 86.34 FEET; THENCE NORTH
46°54'40" EAST ALONG THE NORTHEASTERLY EXTENSION OF THE NORTHWESTERLY LINE OF SAID LOT |
AND RADIAL TO THE PRECEDING COURSE A DISTANCE OF 45.00 FEET; THENCE SOUTH 21°24'51 "
EAST A DISTANCE OF 91.88 FEET TO THE POINT OF BEGINNING.

8. BEGINNING AT THE NORTHWESTERLY CORNER OF LOT 2, BLOCK 34 OF SAID PLAT, THENCE NORTH
66°53'05" WEST (PLAT BEARING) ALONG THE NORTHWESTERLY EXTENSION OF THE SOUTHWESTERLY
LINE OF SAID LOT 2 A DISTANCE OF 0.50 FEET TO A POINT ON THE ARC OF A NON—TANGENT
175.00 FOOT RADIUS CURVE CONCAVE SOUTHERLY (RADIAL TO SAID POINT BEARS NORTH 66°29'34"
WEST); THENCE NORTHEASTERLY ALONG SAID CURVE THROUGH A CENTRAL ANGLE OF 13'48'00", AN
ARC DISTANCE OF 42.15 FEET TO A POINT OF NON—TANGENCY; THENCE SOUTH 53'06°46' EAST,
RADIAL TO THE FOLLOWING DESCRIBED NON—TANGENT 175.00 FOOT RADIUS CURVE CONCAVE
SOUTHEASTERLY 0.20 FEET; THENCE SOUTHWESTERLY ALONG SAID CURVE (BEING THE
NORTHWESTERLY LINE OF SAID LOT 2) THROUGH A CENTRAL ANGLE OF 13°46"19", AN ARC DISTANCE
OF 42.08 FEET TO THE POINT OF BEGINNING.

9. THAT PORTION OF BLOCK 61—A OF "HOLLYWOOD HILLS NORTH SECTION ONE®, ACCORDING TO THE
PLAT THEREOF, AS RECORDED IN PLAT BOOK 66, PAGE 20, OF THE PUBLIC RECORDS OF BROWARD
COUNTY, FLORIDA, MORE PARTICULARLY DESCRIBED AS FOLLOWS: BEGINNING AT THE NORTHWESTERLY
CORNER OF LOT 3, BLOCK 34 OF SAID "HOLLYWOOD HILLS NORTH SECTION ONE", ALSO BEING A
POINT ON A 175.00 FOOT RADIUS CURVE CONCAVE SOUTHWESTERLY (RADIAL TO SAID POINT HAS A
PLAT BEARING OF NORTH 09°35'20" WEST); THENCE EASTERLY AND SOUTHEASTERLY ALONG SAID
CURVE (BEING THE NORTHEASTERLY BOUNDARY OF SAID LOT 3) THROUGH A CENTRAL ANGLE OF
5717'45", AN ARC DISTANCE OF 175.00 FEET TO THE NORTHEASTERLY CORNER OF SAID LOT 3;
THENCE NORTH 47°42'25" EAST, ALONG THE NORTHEASTERLY EXTENSION OF THE SOUTHEASTERLY
LINE OF SAID LOT 3, A DISTANCE OF 34.13 FEET; THENCE NORTH 35'32'55" WEST 53.40 FEET;
THENCE SOUTH 89°37'12" WEST 113.54 FEET; THENCE SOUTH 77°20'09" WEST 40.58 FEET; THENCE
SOUTH 09°35'20" EAST 2.00 FEET TO THE POINT OF BEGINNING. 10. COMMENCING AT THE SOUTHEAST
CORNER OF LOT OF BLOCK 35 OF SAID PLAT; THENCE SOUTH 30°59'15" EAST (PLAT BEARING) 1.32
FEET TO THE POINT OF BEGINNING; THENCE SOUTH 63'06°56" WEST 40.42 FEET; THENCE SOUTH
75'2'54" WEST 62.29 FEET; THENCE NORTH 84'09'37" WEST 24.66 FEET; THENCE NORTH 70°53'31"
WEST 37.37 FEET; THENCE NORTH 66'15°56™ WEST 29.68 FEET; THENCE NORTH 26718'30" EAST
ALONG A LINE RADIAL TO THE FOLLOWING DESCRIBED CURVE 1.31 FEET TO THE SOUTHWEST CORNER
OF SAID LOT 6, BEING ON THE ARC OF A NON—TANGENT 190.00 FOOT RADIUS CURVE CONCAVE
NORTHERLY; THENCE SOUTHEASTERLY, EASTERLY AND NORTHEASTERLY ALONG SAID CURVE (BEING
THE SOUTHERLY LINE OF SAID LOT 6) THROUGH A CENTRAL ANGLE OF 57'17'45%, AN ARC DISTANCE
OF 190.00 FEET TO THE POINT OF BEGINNING.

PARCEL 4:

ALL OF BLOCK 29—A, EMERALD HILLS, ACCORDING TO THE PLAT THEREOF, RECORDED IN PLAT BOOK 68,
PAGE 26, PUBLIC RECORDS OF BROWARD COUNTY, FLORIDA, LESS AND EXCEPT THEREFROM THE FOLLOWING
DESCRIBED PARCELS:

[ ALL THAT PORTION OF SAID BLOCK 29—A LYING SOUTH OF AN EASTERLY EXTENSION OF THE NORTH
glt‘OECI?FZSLOCK 29 OF SAID PLAT, SAID EXTENSION COMMENCING AT THE NORTHEAST COMER OF SAID

2. BEGINNING AT THE WESTERNMOST CORNER OF LOT 30, BLOCK 21 OF SAID PLAT, THENCE SOUTH
45°00'00"EAST ALONG THE SOUTHWEST LINE OF SAID LOT 30, A DISTANCE OF 45.00 FEET; THENCE
SOUTH 45°00°00" WEST 20.00 FEET; THENCE NORTH 45700°00" WEST 45.00 FEET TO THE BOUNDARY
LINE OF SAID BLOCK 29—A; THENCE NORTH 45'00°00" EAST ALONG SAID BOUNDARY LINE 20.00 FEET
TO THE POINT OF BEGINNING.

3. BEGINNING AT THE REAR COMMON CORNER OF LOTS 8 AND 9, BLOCK 5 OF SAID PLAT, THENCE
SOUTH 45'59'18" EAST ALONG THE WESTERLY LINE OF SAID LOT 9, A DISTANCE OF 68.93 FEET TO A
POINT OF CURVATURE; THENCE ON A 240.00 FOOT RADIUS CURVE TO THE LEFT, THROUGH A
CENTRAL ANGLE OF 18°21°08", AN ARC DISTANCE OF 76.87 FEET TO THE SOUTHEAST CORNER OF
SAID LOT 9; THENCE SOUTH 25'39'34" WEST ON AN EXTENSION OF THE EAST LINE OF SAID LOT 9
AND RADIAL TO THE LAST DESCRIBED CURVE, A DISTANCE OF 14.00 FEET TO A POINT ON A
NON—TANGENT CURVE WHOSE CENTER BEARS SOUTH 26°35°40° WEST FROM SAID POINT; THENCE
WESTERLY ALONG SAID NON—TANGENT CURVE TO THE LEFT (SAID CURVE BEING PARALLEL WITH AND
0.20 FEET NORTHERLY OF AN EXISTING CHAIN LINK FENCE), HAVING A RADIUS OF 164.50 FEET, MORE
OR LESS, THROUGH A CENTRAL ANGLE OF 37°54°'44", AN ARC DISTANCE OF 108.85 FEET TO THE
WEST LINE OF SAID BLOCK 29—A; THENCE NORTH 00*15'56" WEST ALONG SAID WEST LINE 90.04
FEET TO THE POINT OF BEGINNING.

4. COMMENCING AT THE SOUTHERNMOST CORNER OF LOT 31 OF BLOCK 5 OF SAID PLAT, THE
FOLLOWING TWO (2) COURSES BEING ALONG THE NORTHEASTERLY LINE OF SAID BLOCK 28-A; (1)
NORTH 45°00°00" WEST (PLAT BEARING) 110.00 FEET TO THE SOUTHERNMOST CORNER OF LOT 30 OF
SAID BLOCK 5, ALSO BEING THE POINT OF BEGINNING; (2) CONTINUE NORTH 45°00'00" WEST 100.00
FEET TO THE WESTERNMOST CORNER OF SAID LOT 30; THENCE SOUTH 45°00°00" WEST 8.60 FEET;
THENCE SOUTH 45°00'00" EAST ALONG A LINE 8.60 FEET SOUTHWESTERLY OF AND PARALLEL WITH
THE SAID NORTHEASTERLY LINE OF SAID BLOCK 29—A, FOR A DISTANCE OF 100.00 FEET; THENCE
NORTH 45°00'00" EAST 8.80 FEET TO THE POINT OF BEGINNING.

5. BEGINNING AT A POINT ON THE EASTERLY RIGHT—OF—WAY LINE OF NORTH 56TH AVENUE, BEING THE
MOST WESTERLY CORNER OF LOT 9, BLOCK 5 OF SAID PLAT; THENCE SOUTH 45%59'18" EAST (PLAT
BEARING) ALONG THE SOUTHWESTERLY LINE OF SAID LOT 9 A DISTANCE OF 68.93 FEET TO THE
POINT OF CURVATURE OF A 240.00 FOOT RADIUS CURVE CONCAVE NORTHEASTERLY; THENCE
SOUTHEASTERLY AND EASTERLY ALONG THE SOUTHERLY LINE OF LOTS 9 AND 10, OF SAID BLOCK 5,
THROUGH A CENTRAL ANGLE OF 34'32'23" AN ARC DISTANCE OF 144.68 FEET: THENCE SOUTH
09°39'40" WEST (NON—RADIAL TO THE PRECEDING COURSE) A DISTANCE OF 102.08 FEET; THENCE
SOUTH 89°09'02" WEST A DISTANCE OF 158.72 FEET TO A POINT ON SAID EASTERLY RIGHT—OF-WAY
OF NORTH 56TH AVENUE; THENCE NORTH 00"15'56" WEST ALONG SAID EASTERLY RIGHT—OF—WAY
LINE A DISTANCE OF 215.00 FEET TO THE POINT OF BEGINNING.

LESS AND EXCEPT THE FOLLOWING:

OQUTPARCEL 1, OFFICIAL RECORDS BOOK 5458, PAGE 824, BROWARD COUNTY RECORDS, OUTPARCEL 2,

OFFICIAL RECORDS BOOK 16544, PAGE 313, BROWARD COUNTY RECORDS, OUTPARCEL 3, OFFICIAL RECORDS
BOOK 18557, PAGE 384, BROWARD COUNTY RECORDS, OUTPARCEL 4, OFFICIAL RECORDS BOOK 16875,
PAGE 863, BROWARD COUNTY RECORDS, OUTPARCEL 5, OFFICIAL RECORDS BOOK 16716, PAGE 078,
BROWARD COUNTY RECORDS, OUTPARCEL 6, OFFICIAL RECORDS BOOK 16917, PAGE 235, BROWARD COUNTY
RECORDS, OUTPARCEL 7, OFFICIAL RECORDS BOOK 17045, PAGE 988, BROWARD COUNTY RECORDS,
QUTPARCEL 8, OFFICIAL RECORDS BOOK 17147, PAGE 986, BROWARD COUNTY RECORDS, OUTPARCEL 9,
OFFICIAL RECORDS BOOK 17172, PAGE 336, BROWARD COUNTY RECORDS, OUTPARCEL 10, OFFICIAL RECORDS
BOOK 17411, PAGE 806, BROWARD COUNTY RECORDS, OUTPARCEL 11, OFFICIAL RECORDS BOOK 18088,
PAGE 687, BROWARD COUNTY RECORDS, OUTPARCEL 12, OFFICIAL RECORDS BOOK 20590, PAGE 311,
BROWARD COUNTY RECORDS, OUTPARCEL 13, OFFICIAL RECORDS BOOK 28613, PAGE274, BROWARD COUNTY
RECORDS, OUTPARCEL 14, OFFICIAL RECORDS BOOK 33111, PAGE 1420, BROWARD COUNTY RECORDS,
OQUTPARCEL 15, OFFICIAL RECORDS BOOK 36810, PAGE 001, BROWARD COUNTY RECORDS, SAID LANDS LYING
IN THE CITY OF HOLLYWOOD, BROWARD COUNTY, FLORIDA.

SAID_LANDS LYING AND BEING IN THE CITY OF HOLLYWOOD, BROWARD COUNTY, FLORIDA, AND CONTAINING
7,237,734 SQUARE FEET (166.156 ACRES), MORE OR LESS.
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PRELIMINARY PLANS - NOT FOR CONSTRUCTION



GENERAL NOTE

m oow>

SoPINDORUNT

THIS CONSTRUCTION PROJECT MAY OR MAY NOT INCLUDE ALL
ITEMS COVERED BY THESE NOTES AND SPECIFICATIONS, IE
PAVING, GRADING, DRAINAGE LINES, WATER LINES, OR SANITARY
SEWER LINES. SEE PLANS FOR DETAILED PROJECT SCOPE.
NOTES AND SPECIFICATIONS ON THIS SHEET REFER TO PAVING,
GRADING, DRAINAGE, WATER, AND SANITARY SEWER, AND ARE
INTENDED FOR THIS PROJECTS SCOPE OF WORK AND FOR
REFERENCE PURPOSES FOR OTHER WORK ITEMS THAT MAY BE
REQUIRED DUE TO UNFORESEEN EXISTING CONDITIONS OR
REQUIRED REMEDIAL WORK.

SPECIFIC SITE NOTES

"CITY” IN THESE NOTES REFERS TO THE CITY OF HOLLYWOOD
"COUNTY" IN THESE NOTES REFERS TO BROWARD COUNTY
"STATE" IN THESE NOTES REFERS TO THE STATE OF FLORIDA
SURVEY: PLANS ARE BASED ON THE SURVEY BY PULICE LAND
SURVEYORS, INC.

DATUM: ALL ELEVATIONS ON THE PLANS ARE REFERENCED TO
NAVD 1988

APPLICABLE CODES

ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO THE
STANDARDS AND SPECIFICATIONS OF THE CITY, COUNTY AND ALL
OTHER LOCAL, STATE AND NATIONAL CODES WHERE APPLICABLE.

IN THE EVENT OF A CONFLICT BETWEEN THE GENERAL NOTES AND
CONSTRUCTION SPECIFICATIONS IN THESE PLANS, AND THE
CONTRACT DOCUMENTS AND SPECIFICATIONS IN THE SPECIFICATION
BOOKLET, THE CONTRACT DOCUMENTS AND SPECIFICATIONS IN THE
SPECIFICATION BOOKLET SHALL GOVERN. IN THE EVENT OF A
CONFLICT BETWEEN THESE CONTRACT DOCUMENTS AND THE CITY
SPECIFICATIONS, THE CITY SPECIFICATIONS SHALL GOVERN.

ALL CONSTRUCTION SHALL BE DONE IN A SAFE MANNER AND IN
STRICT COMPLIANCE WITH ALL THE REQUIREMENTS OF THE
FEDERAL OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970, AND
ALL STATE AND LOCAL SAFETY AND HEALTH REGULATIONS.

THE CONTRACTOR SHALL BE REQUIRED TO COMPLY WITH THE
LAWS OF FLORIDA, AND THE CITY AND COUNTY CODES.

ALL HANDICAP ACCESSIBLE AREAS TO CONFORM WITH THE
REQUIREMENTS OF THE AMERICANS WITH DISABILITIES ACT, LATEST
EDITION.

TRENCH SAFETY ACT:

ALL TRENCH EXCAVATION SHALL BE PERFORMED IN
ACCORDANCE WITH CHAPTER 90-96 OF THE LAWS OF FLORIDA
(THE TRENCH SAFETY ACT).

ALL TRENCH EXCAVATION IN EXCESS OF 5 FEET IN DEPTH
SHALL BE UNDERTAKEN IN ACCORDANCE WTH 0O.S.H.A.
STANDARD 29 CFR. SECTION 1926.650 SUBPART P.

THE CONTRACTOR SHALL SUBMIT WITH HIS CONTRACT A
COMPLETED, SIGNED, AND NOTARIZED COPY OF THE TRENCH
SAFETY ACT COMPLIANCE STATEMENT. THE CONTRACTOR SHALL
ALSO SUBMIT A SEPARATE COST ITEM IDENTIFYING THE COST
OF COMPLIANCE WITH THE APPLICABLE TRENCH SAFETY CODES.
A TRENCH SAFETY SYSTEM, IF REQUIRED, SHALL BE DESIGNED
BY THE CONTRACTOR.

ASBESTOS CEMENT PIPE (ACP), AND TRANSIT PIPE, CONTAIN
ASBESTOS MATERIAL. ALL ASBESTOS CONTAINING MATERIALS
SHALL BE HANDLED AND DISPOSED OF IN ACCORDANCE WITH THE
CURRENT LOCAL, STATE AND FEDERAL REGULATIONS. THIS
INCLUDES THE CUTTING, PLUGGING AND DISPOSAL OF EXISTING
ACP OR TRANSITE WATER MAIN PIPES.

PRECONSTRUCTION RESPONSIBILITIES

UPON THE RECEIPT OF THE "NOTICE TO PROCEED”, THE
CONTRACTOR SHALL CONTACT THE ENGINEER OF RECORD AND
ARRANGE A PRECONSTRUCTION CONFERENCE TO INCLUDE ALL
INVOLVED GOVERNMENTAL AGENCIES, UTILITY OWNERS AND THE
ENGINEER OF RECORD.

THE CONTRACTOR SHALL NOTIFY AND OBTAIN AN UNDERGROUND
CLEARANCE FROM ALL UTILITY COMPANIES AND GOVERNMENTAL
AGENCIES AT LEAST 48 HOURS PRIOR TO BEGINNING ANY
CONSTRUCTION. THE CONTRACTOR SHALL OBTAIN A SUNSHINE
STATE ONE CALL OF FLORIDA, INC. CERTIFICATION CLEARANCE
NUMBER AND FIELD MARKINGS AT LEAST 48 HOURS PRIOR TO
BEGINNING ANY EXCAVATION. CLEARANCE SHALL BE FOR ALL
UTILITES  INCLUDING GAS, ELECTRIC, TELEPHONE, CABLE
TELEVISION, WATER, AND SEWER, TRAFFIC LIGHT COMMUNICATION
CABLES, ETC. ON BOTH PUBLIC AND PRIVATE PROPERTY IN THE
VICINITY OF THE CONSTRUCTION PROJECT, INCLUDING, BUT NOT
LIMITED TO THE FOLLOWING UTILITY COMPANIES, WHERE
APPLICABLE:

FLORIDA POWER AND LIGHT COMPANY

LOCAL GAS COMPANY

LOCAL WATER AND SEWER UTILITY COMPANY(S)
LOCAL CABLE / COMMUNICATION COMPANY(S)
CITY ENGINEERING / UTILITY DEPARTMENTS
SPECIAL DISTRICT UTILITY DEPARTMENT
COUNTY TRAFFIC ENGINEERING DEPARTMENT
FLORIDA DEPARTMENT OF TRANSPORTATION
SUNSHINE STATE ONE CALL OF FLORIDA

FOR STREET EXCAVATION OR CLOSING OR FOR ALTERATION OF
ACCESS TO PUBLIC OR PRIVATE PROPERTY:

LOCAL POLICE TRAFFIC SERGEANT—

LOCAL FIRE DEPARTMENT DISPATCH

THE CONTRACTOR SHALL USE EXTREME CAUTION WORKING UNDER,
OVER AND AROUND EXISTING ELECTRIC LINES. THE CONTRACTOR
SHALL CONTACT THE ELECTRIC SUPPLY COMPANY TO VERIFY
LOCATIONS, VOLTAGE AND REQUIRED CLEARANCES, ONSITE, IN
RIGHT-OF-WAYS AND IN EASEMENTS, PRIOR TO ANY
CONSTRUCTION IN THE VICINITY OF EXISTING LINES.

ALL UTILITY / ACCESS EASEMENTS TO BE SECURED PRIOR TO
CONSTRUCTION.

LOCATION AND SIZE OF ALL EXISTING UTILITIES AND TOPOGRAPHY
(FACILITIES) AS SHOWN ON CONSTRUCTION DRAWINGS ARE DRAWN
FROM AVAILABLE RECORDS. THE ENGINEER ASSUMES NO
RESPONSIBILITY FOR THE ACCURACY OF THE FACILITIES SHOWN OR
FOR ANY FACILITY NOT SHOWN. IT IS THE CONTRACTOR’'S
RESPONSIBILITY TO DETERMINE THE EXACT LOCATION (VERTICAL &
HORIZONTAL) OF ANY EXISTING UTILITIES AND TOPOGRAPHY PRIOR
TO CONSTRUCTION. THE CONTRACTOR SHALL VERIFY THE
ELEVATIONS AND LOCATIONS OF ALL EXISTING FACILITIES, BY
ELECTRONIC METHODS, VACUUM EXCAVATION, TEST HOLES AND BY
HAND EXCAVATIONS AS REQUIRED, IN COORDINATION WITH ALL
UTILITY COMPANIES, PRIOR TO BEGINNING ANY CONSTRUCTION
OPERATIONS. THIS WORK BY THE CONTRACTOR SHALL BE
CONSIDERED INCIDENTAL TO THE CONTRACT AND NO ADDITIONAL
COMPENSATION SHALL BE ALLOWED. IF AN EXISTING FACILITY IS
FOUND TO CONFLICT WITH THE PROPOSED CONSTRUCTION, THE
CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ENGINEER OF
RECORD SO THAT APPROPRIATE MEASURES CAN BE TAKEN TO
RESOLVE THE CONFLICT.

NO CONSTRUCTION MAY COMMENCE UNTIL THE APPROPRIATE
PERMITS HAVE BEEN OBTAINED FROM ALL LOCAL, STATE, AND
FEDERAL AGENCIES.

ALL REQUIRED GOVERNMENTAL AGENCY BUILDING PERMITS TO BE
OBTAINED BY THE CONTRACTOR PRIOR TO ANY CONSTRUCTION
ACTIVITY. THE CONTRACTOR SHALL BE RESPONSIBLE TO PAY ALL
ASSOCIATED PERMIT FEES INCLUDING WATER AND SEWER
CONNECTION AND METER FEES.

CONTRACTOR TO COORDINATE CONSTRUCTION SCHEDULING FOR
CONNECTION TO THE EXISTING WATER AND SEWER LINES WITH THE
UTILITY DEPARTMENT THAT OWNS AND/OR MAINTAINS THE WATER
AND SEWER LINES.

THE CONTRACTOR SHALL COORDINATE THE WORK WTH OTHER
CONTRACTORS IN THE AREA AND ANY OTHER UNDERGROUND
CONDUIT REQUIRED FOR FP&L, BELL SOUTH, IRRIGATION SYSTEM,
ETC., PRIOR TO BEGINNING SUBGRADE. THE CONTRACTOR SHALL
COORDINATE RELOCATION OF ALL EXISTING UTILITES WITH
APPLICABLE UTILITY COMPANIES.

AT LEAST TWO (2) DAYS PRIOR TO THE START OF CONSTRUCTION,
THE OWNER SHALL SUBMIT A CGP "NOTICE OF INTENT (N.O.L.) TO
USE GENERIC PERMIT FOR STORMWATER DISCHARGE FROM
CONSTRUCTION ACTIVITIES THAT DISTURB ONE OR MORE ACRES
OF LAND” FORM (DEP FORM 62-621.300(4)(B)) TO FDEP NOTICES
CENTER. THE CONTRACTOR WILL BE RESPONSIBLE FOR (1)
IMPLEMENTATION OF THE STORM WATER POLLUTION PREVENTION
PLAN (SWPPP) THAT WAS REQUIRED TO BE DEVELOPED PRIOR TO
NOI SUBMITTAL, AND (2) RETENTION OF RECORDS REQUIRED BY
THE PERMIT, INCLUDING RETENTION OF A COPY OF THE SWPPP AT
THE CONSTRUCTION SITE FROM THE DATE OF PROJECT INITIATION
TO THE DATE OF FINAL SITE STABILIZATION. A "NOTICE OF
TERMINATION (N.O.T.) OF GENERIC PERMIT COVERAGE” FORM (DEP
FORM 62-621.300(6)) MUST BE SUBMITTED TO FDEP TO
DISCONTINUE PERMIT COVERAGE, SUBSEQUENT TO COMPLETION OF
CONSTRUCTION. FOR ADDITIONAL INFORMATION SEE FDEP WEBSITE:
http: //www.dep.state.fl.us/water/stormwater/npdes/index.htm

THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING AND COMPLYING
WITH ALL ACTIVITES RELATED TO DEWATERING PERMITS, INCLUDING
DESIGN PLANS.

. INSPECTIONS / TESTING:

THE CONTRACTOR SHALL NOTIFY IN WRITING THE CITY, THE
COUNTY, THE ENGINEER OF RECORD, & ANY OTHER
GOVERNMENTAL AGENCIES HAVING JURISDICTION AT LEAST 48
HOURS PRIOR TO BEGINNING CONSTRUCTION AND PRIOR TO
REQUIRED INSPECTIONS OF THE FOLLOWING ITEMS, WHERE
APPLICABLE:

CLEARING AND EARTHWORK
STORM DRAINAGE SYSTEMS
SANITARY SEWER SYSTEMS
WATER DISTRIBUTION SYSTEMS
LIMEROCK BASE
ASPHALT OR CONCRETE PAVEMENT
SIDEWALKS
LANDSCAPING
SITE LIGHTING

. ELECTRICAL AND COMMUNICATION LINES
UTILITY CONDUITS

12. IRRIGATION
13, FINAL

THE OWNER, ENGINEER AND LOCAL PERMITTING AGENCIES MAY
MAKE INSPECTIONS OF THE WORK AT ANY TIME. THE CONTRACTOR
SHALL COOPERATE FULLY WITH ALL INSPECTIONS

TESTING — ALL TESTING REQUIRED BY THE PLANS AND
SPECIFICATIONS SHALL BE PERFORMED BY AN INDEPENDENT
LICENSED TESTING COMPANY. ALL TESTING COSTS (SITE CIVIL)
SHALL BE PAID FOR BY THE OWNER/OR CONTRACTOR (AS

SPECIFIED IN THE CONSTRUCTION CONTRACT), EXCEPT THOSE
TESTS FAILNG TO MEET THE SPECIFIED REQUIREMENTS, WHICH
ARE TO BE PAID BY THE CONTRACTOR UNLESS OTHERWISE
INDICATED ON THE PLANS OR SPECIFICATIONS. REQUIRED TEST
FOR ASPHALT AND LIMEROCK SHALL BE TAKEN AT THE DIRECTION
OF THE ENGINEER OR THE LOCAL GOVERNMENTAL AGENCY.

SHOP DRAWINGS

PRIOR TO CONSTRUCTION OR INSTALLATION, SHOP DRAWINGS
SHALL BE SUBMITTED TO AND REVIEWED BY THE ENGINEER OF
RECORD FOR THE FOLLOWING (IF APPLICABLE): LIFT/ PUMP
STATION EQUIPMENT, SANITARY MANHOLES, CATCH BASINS, FIRE
HYDRANTS, VALVES, PIPE MATERIAL AND ALL REQUIRED
ACCESSORIES. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO
OBTAIN ALL OTHER AGENCY APPROVALS IF REQUIRED.

VI. TEMPORARY FACILITIES

1.

C.

GENERAL:

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO ARRANGE
FOR OR SUPPLY TEMPORARY WATER SERVICE, SANITARY
FACILITIES, COMMUNICATIONS AND ELECTRICITY.

TRAFFIC REGULATION:

MAINTENANCE OF TRAFFIC IN THE PUBLIC RIGHT-OF—WAY
SHALL BE IN ACCORDANCE WITH THE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES (M.U.T.C.D.). A MAINTENANCE OF
TRAFFIC PLAN MUST BE APPROVED BY THE GOVERNMENTAL
ENGINEERING DIVISION HAVING JURISDICTION FOR THE SECTION
OF ROADWAY BEFORE STARTING WORK IN THE PUBLIC
RIGHT—OF—WAY.

ALL OPEN TRENCHES AND HOLES ADJACENT TO ROADWAYS OR
WALKWAYS SHALL BE PROPERLY MARKED AND BARRICADED TO
ASSURE THE SAFETY OF BOTH VEHICULAR AND PEDESTRIAN
TRAFFIC.

NO TRENCHES OR HOLES NEAR WALKWAYS, IN ROADWAYS OR
THEIR SHOULDERS ARE TO BE LEFT OPEN DURING NIGHTTIME
HOURS, UNLESS IN ACCORDANCE WITH METHODS APPROVED BY
THE GOVERNMENTAL ENGINEERING DIVISION HAVING JURISDICTION
FOR THE SECTION OF ROADWAY.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR FOR
ANY NECESSARY CONSTRUCTION, PAVEMENT MARKING AND
SIGNAGE OR PEDESTRIAN SIGNALIZATION AND/OR SIGNAL
MODIFICATION TO ACCOMMODATE AN ALTERNATE SAFE WALK
ROUTE.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
ENSURE CONTINUOUS ACCESS TO THE ADJACENT SITES DURING
CONSTRUCTION.

SECURITY FENCE:

CONTRACTOR SHALL CONSTRUCT TEMPORARY FENCING TO
SECURE THE SITE AT ALL TIMES.

THE CONTRACTOR'S ONSITE EQUIPMENT, STOCKPILED MATERIAL
AND SUPPLIES SHALL BE KEPT IN A SECURE FENCED AND
LOCKED LOCATION WHEN CONTRACTOR IS NOT ONSITE.

Vil. PROJECT PROGRESS AND CLOSEQUT

A.

CLEANING UP:

DURING CONSTRUCTION, THE PROJECT SITE AND ALL ADJACENT
AREAS SHALL BE MAINTAINED IN A NEAT AND CLEAN MANNER,
AND UPON FINAL CLEAN-UP, THE PROJECT SITE SHALL BE
LEFT CLEAR OF ALL SURPLUS MATERIAL OR TRASH. THE PAVED
AREAS SHALL BE BROOM SWEPT CLEAN.

THE CONTRACTOR SHALL RESTORE OR REPLACE, WHEN AND AS
DIRECTED BY THE ENGINEER OF RECORD, ANY PUBLIC OR
PRIVATE ~ PROPERTY  (HIGHWAY, DRIVEWAY, WALK  AND
LANDSCAPING, ETC.), DAMAGED BY HIS WORK, EQUIPMENT, OR
EMPLOYEES, TO A CONDITION AT LEAST EQUAL TO THAT
EXISTING IMMEDIATELY PRIOR TO THE BEGINNING OF
OPERATIONS. SUITABLE MATERIALS AND METHODS SHALL BE
USED FOR SUCH RESTORATION.

WHERE MATERIAL OR DEBRIS HAS WASHED OR FLOWED INTO OR
HAS BEEN PLACED IN WATER COURSES, DITCHES, DRAINS,
CATCH BASINS, OR ELSEWHERE AS A RESULT OF THE
CONTRACTOR'S OPERATIONS, SUCH MATERIAL OR DEBRIS SHALL
BE REMOVED AND SATISFACTORILY DISPOSED OF DURING THE
PROGRESS OF THE WORK AND THE AREA KEPT IN A CLEAN
AND NEAT CONDITION.

ALL LAND SURVEY PROPERTY MONUMENTS OR PERMANENT
REFERENCE MARKERS, REMOVED OR DESTROYED BY THE
CONTRACTOR DURING CONSTRUCTION SHALL BE RESTORED BY A
STATE OF FLORIDA REGISTERED LAND SURVEYOR AT THE
CONTRACTOR’S EXPENSE.

ALL UNPAVED SURFACES DISTURBED AS A RESULT OF
CONSTRUCTION ACTIVITES SHALL BE RESTORED TO A CONDITION
EQUAL TO OR BETTER THAN THAT WHICH EXISTED BEFORE THE
CONSTRUCTION.

PROJECT RECORD DOCUMENTS:

DURING THE DAILY PROGRESS OF THE JOB, THE CONTRACTOR SHALL
RECORD ON HIS SET OF CONSTRUCTION DRAWINGS THE EXACT
LOCATION, LENGTH, MATERIAL AND ELEVATION OF ANY  FACILITY
NOT BUILT EXACTLY ACCORDING TO PLANS.

1.

UPON COMPLETION OF DRAINAGE IMPROVEMENTS AND LIMEROCK
BASE CONSTRUCTION (AT LEAST 48 HOURS BEFORE PLACING
ASPHALT PAVEMENT) THE CONTRACTOR SHALL FURNISH THE
ENGINEER OF RECORD "AS—BUILT" PLANS FOR THESE
IMPROVEMENTS, SHOWING THE LOCATIONS AND PERTINENT
GRADES OF ALL DRAINAGE INSTALLATIONS AND THE FINISHED
ROCK GRADES OF THE ROAD CROWN AND EDGES OF PAVEMENT
AT 50 FOOT INTERVALS, INCLUDING LOCATIONS AND
ELEVATIONS OF ALL HIGH AND LOW POINTS.

UPON COMPLETION OF CONSTRUCTION, AND PRIOR TO FINAL
PAYMENT, THE CONTRACTOR SHALL SUBMIT TO THE ENGINEER
OF RECORD ONE COMPLETE SET OF ALL "AS—BUILT" CONTRACT
DRAWINGS. THESE DRAWINGS SHALL BE MARKED TO SHOW
"AS—BUILT" CONSTRUCTION CHANGES AND  DIMENSIONS,
LOCATIONS, AND ELEVATIONS OF ALL IMPROVEMENTS.

AS—BUILTS OF WATER LINES SHALL INCLUDE THE FOLLOWING
INFORMATION:

TOP OF PIPE ELEVATIONS EVERY 100 LF.

LOCATIONS AND ELEVATIONS OF ALL FITTINGS INCLUDING
BENDS, TEES, VALVES, DOUBLE DETECTOR CHECK VALVES, FIRE
HYDRANTS, ETC.

ALL TIE INS TO EXISTING LINES SHALL BE AS—BUILT.

THE TAP AND TERMINAL END AT ALL WATER SERVICES SHALL
BE AS—BUILT.

e. AS BUILT DATA SHALL INCLUDE GPS DATA.

ca

ao

AS—BUILTS OF ALL GRAVITY SANITARY SEWER LINES SHALL
INCLUDE THE  FOLLOWING INFORMATION:

a. RIMS, INVERTS AND LENGTH OF PIPING BETWEEN STRUCTURES
AS WELL AS SLOPES.

b. THE TAP AND STUB ENDS OF ALL SEWER LATERALS SHALL BE
LOCATED AND IF THERE ARE ANY CLEANOUTS INSTALLED ON
THE SEWER LATERALS THEN THE INVERT ELEVATION OF THESE
CLEANOUTS SHALL BE OBTAINED.

c. LIFT STATION AS—BUILTS SHALL CONSIST OF TOP OF WET
WELL ELEVATION, INVERT ELEVATION OF THE INCOMING LINE,
BOTTOM OF THE WET WELL AND AS—BUILTS OF THE COMPOUND
AREA.

d. AS BUILT DATA SHALL INCLUDE GPS DATA.

FORCE MAIN AS-BUILTS SHALL BE PREPARED THE SAME AS
THE WATER LINE AS—-BUILTS.

AS—BUILTS OF ALL DRAINAGE LINES SHALL INCLUDE THE
FOLLOWING INFORMATION:

a. RIMS, INVERTS AND LENGTH OF PIPING BETWEEN STRUCTURES
AND WEIR ELEVATIONS IF APPLICABLE.

b. THE SIZE OF THE PIPING SHALL BE VERIFIED BY THE SURVEY
CREW AT THE TIME OF AS—BUILT. DRAINAGE WELL STRUCTURE
AS—BUILTS SHALL INCLUDE, BUT NOT BE LIMITED TO, TOP OF
CASING ELEVATION, TOP AND BOTTOM ELEVATIONS OF THE
BAFFLE WALLS, RIM ELEVATIONS AND INVERTS OF PIPING.

c. EXFILTRATION TRENCH LENGTH, WIDTH, BOTTOM ELEVATION
AND TOP ELEVATION

ALL ROCK AS—-BUILTS FOR PARKING LOT AREAS SHALL
CONSIST OF THE FOLLOWING:

a. ROCK ELEVATIONS AT ALL HIGH AND LOW POINTS, AND AT
ENOUGH INTERMEDIATE ~ POINTS  TO  CONFIRM SLOPE
CONSISTENCY.

b. ROCK AS—BUILTS SHALL BE TAKEN AT ALL LOCATIONS WHERE
THERE IS A FINISH GRADE ELEVATION SHOWN ON THE DESIGN
PLANS.

c. ALL CATCH BASIN AND MANHOLE RIM ELEVATIONS SHALL BE

SHOWN.

ELEVATIONS AROUND ISLAND AREAS WILL ALSO BE REQUIRED.
WHERE CONCRETE IS TO BE USED AS A FINISHED PRODUCT

FOR THE ROADWAY OR PARKING LOT ROCK AS—BUILTS WILL BE

REQUIRED AS INDICTED ABOVE AS WELL AS AS—-BUILTS ON THE

FINISHED CONCRETE AT LOCATIONS WHERE THERE IS A FINISH

GRADE ELEVATION SHOWN ON THE DESIGN PLANS.

f. AS—-BUILTS SHALL BE TAKEN ON ALL PAVED AND UNPAVED
SWALES, PRIOR TO PLACEMENT OF ASPHALT OR TOPSOIL/SOD,
AT ENOUGH INTERMEDIATE POINTS TO CONFIRM SLOPE
CONSISTENCY AND CONFORMANCE TO THE PLAN DETAILS.

LS

LAKE AND CANAL BANK AS—BUILTS SHALL INCLUDE A KEY
SHEET OF THE LAKE FOR THE LOCATION OF CROSS SECTIONS.
LAKE AND CANAL BANK CROSS SECTIONS SHALL BE PLOTTED
AT A MINIMUM OF EVERY 100 LF, UNLESS OTHERWSE
SPECIFIED. AS—BUILTS SHALL CONSIST OF THE LOCATION AND
ELEVATION OF THE TOP OF BANK, EDGE OF WATER AND THE
DEEP CUT LINE, WITH THE DISTANCE BETWEEN EACH SHOWN ON
THE DRAWING.

RETENTION AREA AS—BUILT ELEVATIONS SHALL BE TAKEN AT
THE BOTTOM OF THE RETENTION AREA AND AT THE TOP OF
BANK. IF THERE ARE CONTOURS INDICATED ON THE DESIGN
PLANS, THEN THEY SHALL BE AS—BUILT AS WELL.

10. UPON COMPLETION OF THE WORK, THE CONTRACTOR SHALL

PREPARE RECORD DRAWINGS, "AS—BUILTS”, ON FULL SIZE, 24"
X 36" REPRODUCIBLE MATERIAL. ALL RECORD DRAWING,
"AS—BUILT", INFORMATION SHALL BE PUT ON THE LATEST
ENGINEERING DRAWINGS. ONE (1) SET OF REPRODUCIBLE
RECORD DRAWINGS, "AS—BUILTS", SHALL BE SUBMITTED ALONG
WITH THREE (3) SETS OF BLUE OR BLACK LINE DRAWINGS.
THESE DRAWINGS SHALL BE SIGNED AND SEALED BY A FLORIDA
REGISTERED PROFESSIONAL LAND SURVEYOR. ADDITIONALLY, AN
ELECTRONIC COPY OF THESE RECORD DRAWINGS, "AS—BUILTS”,

SHALL BE SUBMITTED TO THE ENGINEER OF RECORD IN
AUTOCAD FORMAT

Vill. GENERAL

A.

IT IS THE INTENT OF THESE SPECIFICATIONS TO DESCRIBE THE
MINIMUM ~ ACCEPTABLE  TECHNICAL REQUIREMENTS FOR THE
MATERIALS AND WORKMANSHIP FOR CONSTRUCTION OF SITE
IMPROVEMENTS FOR THIS PROJECT.

IT IS THE INTENT THAT THE FDOT "STANDARD SPECIFICATIONS
FOR ROAD AND BRIDGE CONSTRUCTION" (LATEST EDITION)
TOGETHER WITH  "SUPPLEMENTAL SPECIFICATIONS TO THE
STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION” (CURRENT EDITION), AND THE FDOT "ROADWAY
AND TRAFFIC DESIGN STANDARDS” (CURRENT EDITION) BE USED
WHERE APPLICABLE FOR THE VARIOUS WORK, AND THAT WHERE
SUCH WORDING THEREIN REFERS TO THE STATE OF FLORIDA AND
ITS DEPARTMENT OF TRANSPORTATION AND PERSONNEL, SUCH
WORDING IS INTENDED TO BE REPLACED WITH THE WORDING WHICH
WOULD PROVIDE PROPER TERMINOLOGY; THEREBY MAKING SUCH
"STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION” TOGETHER WTH THE "FDOT ROADWAY AND
TRAFFIC DESIGN STANDARDS” AS THE "STANDARD
SPECIFICATIONS” FOR THIS PROJECT. IF WITHIN A PARTICULAR
SECTION, ANOTHER SECTION, ARTICLE OR PARAGRAPH IS
REFERRED TO, IT SHALL BE PART OF THE STANDARD
SPECIFICATIONS ALSO. THE CONTRACTOR SHALL ABIDE BY ALL
LOCAL AND STATE LAWS, REGULATIONS AND BUILDING CODES
WHICH HAVE JURISDICTION IN THE AREA.

THE CONTRACTOR SHALL FURNISH ALL LABOR, MATERIALS AND
EQUIPMENT AND PERFORM ALL OPERATIONS REQUIRED TO
COMPLETE THE CONSTRUCTION OF SITE DEVELOPMENT INCLUDING
PAVING, GRADING, DRAINAGE, WATER AND SANITARY SEWER AS
SHOWN ON THE PLANS, SPECIFIED HEREIN, OR BOTH. IT IS THE
INTENT TO PROVIDE A COMPLETE AND OPERATING FACILITY IN
ACCORDANCE WITH THESE SPECIFICATIONS AND THE
CONSTRUCTION DRAWINGS. THE MATERIAL AND EQUIPMENT SHOWN
OR SPECIFIED SHALL NOT BE TAKEN TO EXCLUDE ANY OTHER
INCIDENTALS NECESSARY TO COMPLETE THE WORK.

ALL LABOR, MATERIALS, AND METHODS OF CONSTRUCTION SHALL
BE IN STRICT ACCORDANCE WITH THE PLANS AND CONSTRUCTION
SPECIFICATIONS AND THE  MINIMUM ENGINEERING ~ AND
CONSTRUCTION ~ STANDARDS ADOPTED BY THE UNIT OF
GOVERNMENT WHICH HAS JURISDICTION AND RESPONSIBILITY FOR
THE CONSTRUCTION. WHERE CONFLICTS OR OMISSIONS EXIST, THE
JURISDICTIONAL GOVERNMENT ENGINEERING DEPARTMENT'S
STANDARDS SHALL GOVERN. SUBSTITUTIONS AND DEVIATIONS
FROM PLANS AND SPECIFICATIONS SHALL BE PERMITTED ONLY
WHEN WRITTEN APPROVAL HAS BEEN ISSUED BY THE ENGINEER.

GUARANTEE — ALL MATERIALS AND EQUIPMENT TO BE FURNISHED
AND/OR INSTALLED BY THE CONTRACTOR UNDER THIS CONTRACT,
SHALL BE GUARANTEED FOR A PERIOD OF (1) ONE YEAR FROM
THE DATE OF FINAL ACCEPTANCE THEREOF, AGAINST DEFECTIVE
MATERIALS, DESIGN AND WORKMANSHIP. UPON RECEIPT OF NOTICE
FROM THE OWNER OF FAILURE OF ANY PART OF THE
GUARANTEED EQUIPMENT OR MATERIALS, DURING THE GUARANTEE
PERIOD, THE AFFECTED PART OR MATERIALS SHALL BE REPLACED
PROMPTLY WITH NEW PARTS OR MATERIALS BY THE CONTRACTOR,
AT NO EXPENSE TO THE OWNER. IN THE EVENT THE CONTRACTOR
FAILS TO MAKE NECESSARY REPLACEMENT OR REPAIRS WITHIN (7)
SEVEN DAYS AFTER NOTIFICATION BY THE OWNER, THE OWNER
MAY ACCOMPLISH THE WORK AT THE EXPENSE OF THE
CONTRACTOR.

IX. EARTHWORK

A.

ALL AREAS TO BE CONSTRUCTED UPON WTH STRUCTURES,
PAVEMENT, CURB, SIDEWALK, FENCING ETC. SHALL BE CLEARED
AND GRUBBED PRIOR TO CONSTRUCTION. THIS SHALL CONSIST OF
THE COMPLETE REMOVAL AND DISPOSAL OF ALL TREES, BRUSH,
STUMPS, ROOTS, GRASS, WEEDS, RUBBISH AND ALL OTHER
OBSTRUCTIONS RESTING ON OR PROTRUDING THROUGH THE
SURFACE OF THE EXISTING GROUND TO A DEPTH OF 1. ITEMS
DESIGNATED TO REMAIN OR TO BE RELOCATED OR TO BE
ADJUSTED SHALL BE PROTECTED FROM THE CONSTRUCTION
OPERATION. ALL WORK SHALL BE IN ACCORDANCE WITH SECTION
110 OF THE FDOT STANDARD SPECIFICATIONS FOR ROAD AND
BRIDGE CONSTRUCTION (LATEST EDITION).

NONE OF THE EXISTING LIMEROCK MATERIAL FROM DEMOLISHED
PAVEMENT IS TO BE INCORPORATED IN THE NEW LIMEROCK BASE.
THE EXISTING LIMEROCK MATERIAL FROM DEMOLISHED PAVEMENT
MAY BE INCORPORATED INTO THE STABILIZED SUBGRADE /
SUBBASE, OR STABILIZED SHOULDER.

FILL MATERIAL SHALL BE CLASSIFIED AS A-1, A-3, OR A—2—-4 IN
ACCORDANCE WITH AASHTO N—145 AND SHALL BE FREE FROM
VEGETATION AND ORGANIC MATERIAL. NOT MORE THAN 12% BY
WEIGHT OF FILL MATERIAL SHALL PASS THE NO. 200 SIEVE.

ALL FILL MATERIAL IN AREAS NOT TO BE PAVED SHALL BE
COMPACTED TO 95% OF THE MAXIMUM DENSITY AS DETERMINED
BY AASHTO T-99.

ALL MATERIAL AND CONSTRUCTION SHALL BE SUBJECT TO
INSPECTION AND TESTING TO ESTABLISH CONFORMANCE WITH THE
SPECIFICATIONS AND SUITABLY FOR THE USES INTENDED. THE
CONTRACTOR SHALL NOTIFY THE ENGINEER AT LEAST 48 HOURS
PRIOR TO THE TIME HE WILL BE READY FOR AN INSPECTION OR
TEST. THE CONTRACTOR SHALL FOLLOW STATE, CITY, AND
COUNTY INSPECTION PROCEDURES. THE CONTRACTOR SHALL NOT
PROCEED WITH ANY PHASE OF WORK DEPENDENT ON AN
INSPECTION OR TEST OF AN EARLIER PHASE OF WORK, PRIOR TO
THAT TEST OR INSPECTION PASSING. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR PROVIDING CERTIFIED MATERIAL TEST RESULTS
TO THE ENGINEER OF RECORD PRIOR TO THE RELEASE OF FINAL
CERTIFICATION BY THE ENGINEER. TEST RESULTS MUST INCLUDE,
BUT MAY NOT BE LIMITED TO, DENSITIES FOR SUBGRADE AND
LIMEROCK, UTILITIES, EXCAVATION, ASPHALT GRADATION REPORTS,
CONCRETE CYLINDERS, ETC.

WHEN ENCOUNTERED, MUCK SHALL BE COMPLETELY REMOVED
FROM THE CENTER LINE (10) TEN FEET BEYOND THE EDGE OF
PAVEMENT EACH SIDE. ALL SUCH MATERIAL SHALL BE REPLACED
BY APPROVED GRANULAR FILL, COMPACTED TO 98% OF MAXIMUM
DENSITY (AASHTO T—180).

WHEN ENCOUNTERED WITHIN PROPOSED DRAINAGE SWALES,
HARDPAN SHALL BE REMOVED FOR A WIDTH OF (5) FIVE FEET AT
THE INVERT AND REPLACED WITH GRANULAR MATERIALS.

ALL UNDERGROUND UTILITES AND DRAINAGE INSTALLATIONS
SHALL BE IN PLACE PRIOR TO SUBGRADE COMPACTION AND
PAVEMENT CONSTRUCTION.

GROUND ADJACENT TO ROADWAY/PAVEMENT WHERE STORMWATER
RUNOFF FLOWS FROM PAVEMENT TO GROUND, SHALL BE GRADED
(2) TWO INCHES LOWER THAN THE EDGE OF PAVEMENT TO ALLOW
FOR THE PLACEMENT OF SOD.

SITE GRADING ELEVATIONS SHALL BE WTHIN 0.1' OF THE
REQUIRED ELEVATION AND ALL AREAS SHALL BE GRADED TO
DRAIN WITHOUT PONDING.

THE CONTRACTOR SHALL PERFORM ALL EXCAVATION, FILL,
EMBANKMENT AND GRADING TO ACHIEVE THE PROPOSED PLAN
GRADES INCLUDING TYPICAL ROAD SECTIONS, SIDE SLOPES AND
CANAL SECTIONS. ALL WORK SHALL BE IN ACCORDANCE WITH
SECTION 120 OF THE STANDARD SPECIFICATIONS. IF FILL
MATERIAL IS REQUIRED IN EXCESS OF THAT GENERATED BY THE
EXCAVATION, THE CONTRACTOR SHALL SUPPLY THIS MATERIAL AS
REQUIRED FROM OFF—SITE.

NO TRENCHES OR HOLES NEAR WALKWAYS, IN ROADWAYS OR
THEIR SHOULDERS ARE TO BE LEFT OPEN OVERNIGHT.

ASPHALT PAVING

WHERE NEW ASPHALT MEETS EXISTING ASPHALT, THE EXISTING
ASPHALT SHALL BE SAW CUT TO PROVIDE A STRAIGHT EVEN LINE.
PRIOR TO REMOVING CURB OR GUTTER, THE ADJACENT ASPHALT
SHALL BE SAW CUT TO PROVIDE A STRAIGHT EVEN LINE.

ASPHALT PAVING SHALL BE CONSTRUCTED ON A 12" SUBGRADE,
COMPACTED TO A MINIMUM DENSITY OF 100% MAXIMUM DENSITY
AS DETERMINED BY AASHTO T-99-C. THE COMPACTED SUBGRADE
SHALL BE CONSTRUCTED TO THE LIMITS OF PAVING SHOWN ON
THE PLANS. ALL SUBGRADE SHALL HAVE A MINIMUM LBR OF 40
UNLESS OTHERWISE NOTED.

ASPHALTIC CONCRETE SURFACE COURSE SHALL BE CONSTRUCTED
TO THE LIMITS SHOWN ON THE PLANS. THE SURFACE COURSE
SHALL CONSIST OF THE THICKNESS AND TYPE ASPHALTIC
CONCRETE AS SPECIFIED IN THE PLANS.

LIMEROCK BASE SHALL BE PREPARED, COMPACTED AND GRADED
AND SHALL BE IN ACCORDANCE WITH SECTION 200 OF THE FDOT
STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION
(LATEST EDITION). ALL LIMEROCK SHALL BE COMPACTED TO 98%
PER AASHTO T-180 AND HAVE NOT LESS THAN 70% OF
CARBONATES OF CALCIUM AND MAGNESIUM UNLESS OTHERWISE
DESIGNATED. ALL LIMEROCK SHALL BE PRIMED. THE ENGINEER
SHALL INSPECT THE COMPLETED BASE COURSE AND THE
CONTRACTOR SHALL CORRECT ANY DEFICIENCIES AND CLEAN THE
BASE COURSE PRIOR TO THE PLACEMENT OF THE PRIME COAT. A
TACK COAT WILL ALSO BE REQUIRED IF THE ENGINEER FINDS
THAT THE PRIMED BASE HAS BECOME EXCESSIVELY DIRTY OR THE
PRIME COAT HAS CURED TO THE EXTENT OF LOSING BOUNDING
EFFECT PRIOR TO PLACEMENT OF THE ASPHALTIC CONCRETE
SURFACE COURSE. THE PRIME AND TACK COATS SHALL BE IN
ACCORDANCE WITH SECTION 300 OF THE FDOT STANDARD
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION (LATEST
EDITION)

LIMEROCK BASE MATERIAL SHALL BE PLACED IN MAXIMUM 6"
LIFTS. BASES GREATER THAN 6” SHALL BE PLACED IN TWO
EQUAL LIFTS OR IN ACCORDANCE WITH THE APPLICABLE SECTION
OF THE STANDARD SPECIFICATIONS.

ASPHALT EDGES THAT ARE NOT CURBED SHALL BE SAW CUT TO
PROVIDE A STRAIGHT EVEN LINE TO THE DIMENSIONS SHOWN ON
THE HORIZONTAL CONTROL PLAN.

ALL UNDERGROUND UTILITES SHALL BE COMPLETED PRIOR TO
FINISHED GRADING AND COMPACTION OF SUBGRADE.

EXISTING PAVEMENT, CUT OR DAMAGED BY CONSTRUCTION, SHALL
BE PROPERLY RESTORED AT THE CONTRACTOR'S EXPENSE.

ALL REPAIRS TO EXISTING PAVEMENT SHALL RECEIVE SAW-CUT
EDGES PRIOR TO RELAYING ASPHALT.

UTILITY PIPING OR WRING LESS THAN FOUR (4) INCHES IN
DIAMETER SHALL BE CONSTRUCTED IN A SCHEDULE 40 PVC
CASING PIPE WITH SAND BACKFILLS UNDER PAVED AREAS ONLY.

UNLESS OTHERWISE INDICATED ON THE GRADING PLAN, THE
MINIMUM SLOPE OF PAVEMENT SECTIONS SHALL BE:
TRANSVERSE SLOPE - 2.0% FOR ROADWAYS & 1.0% FOR
PARKING AREAS.
LONGITUDINAL SLOPE - 0.3%.

ASPHALT PAVEMENT SECTIONS FOR ROADWAYS & PARKING LOTS

SHALL CONFORM WITH THE FDOT STANDARD SPECIFICATIONS FOR
ROAD AND BRIDGE CONSTRUCTION (LATEST EDITION) AND THE

FOLLOWING: |F THERE IS A DISCREPANCY BETWEEN THE PLANS,

SPECS AND FDOT STANDARDS. THE FDOT STANDARDS SHALL

PAVEMENT BASE COURSE:
SEE PLAN SHEET AND DETAILS FOR LIMEROCK BASE MINIMUM
THICKNESS.

PAVEMENT SURFACE COURSE:

SEE PLAN SHEET AND DETAILS FOR THICKNESS AND TYPE OF
ASPHALTIC CONCRETE PAVEMENT.

IF PLANS OR DETAILS CALL FOR ASPHALT TO BE CONSTRUCTED
IN TWO LIFTS, A TACK COAT (0.25 GAL./SQ. YD.) SHALL BE
APPLIED BETWEEN PAVING COURSES.

THE FINAL COURSE OF ASPHALT IS NOT BE APPLIED UNTIL ALL
LANDSCAPE CONSTRUCTION, STREET LIGHTING CONSTRUCTION AND
ALL SITE AND BUILDING CONSTRUCTION REQUIRING HEAVY
EQUIPMENT, THAT MAY DAMAGE THE ASPHALT SURFACE, IS
COMPLETE.

TESTING

THE FINISHED SURFACE OF THE BASE COURSE AND THAT OF
THE WEARING SURFACE SHALL NOT VARY MORE THAN 1/4”
FROM THE TEMPLATE. ANY IRREGULARITIES EXCEEDING THIS
LIMIT SHALL BE CORRECTED.

DENSITY TESTS SHALL BE TAKEN BY AN INDEPENDENT TESTING
LABORATORY CERTIFIED BY THE STATE OF FLORIDA, WHERE
DIRECTED BY THE ENGINEER.

DENSITY TESTS ON THE STABILIZED SUBGRADE SHALL BE
SUPPLIED TO THE ENGINEER OF RECORD, AND APPROVED
BEFORE ANY LIMEROCK BASE IS CONSTRUCTED.

DENSITY TESTS (EVERY 7000 SQ. FT.) OF THE BASE AND
SUBGRADE, AND AS—BUILTS ON THE FINISHED LIMEROCK BASE
SHALL BE SUPPLIED TO THE ENGINEER OF RECORD, AND
APPROVED BEFORE ANY ASPHALT PAVEMENT IS CONSTRUCTED.
PROCTOR DENSITIES SHALL BE PERFORMED ON ALL MATERIAL,
SUBGRADE AND BASE OF ANY SUBSEQUENT CHANGES IN
MATERIALS.

LIMEROCK BEARING RATIOS, SIEVE ANALYSIS AND DENSITIES
REQUIRED BY THE CONTRACT DOCUMENTS SHALL BE SUBMITTED
TO THE ENGINEER

XI. CONCRETE CONSTRUCTION

XIl.

Xin

CONCRETE SIDEWALK SHALL BE IN ACCORDANCE WITH SECTION
522 OF THE FDOT STANDARD SPECIFICATIONS FOR ROAD AND
BRIDGE CONSTRUCTION (LATEST EDITION) AND IN ACCORDANCE
WITH FDOT STANDARD PLANS INDEX NO. 522-001 (LATEST
EDITION). CONCRETE SIDEWALK SHALL BE 4" THICK AND
CONSTRUCTED ON COMPACTED SUBGRADE, WITH 1/2” EXPANSION
JOINTS PLACED AT A MAXIMUM OF 75'. CRACK CONTROL JOINTS
SHALL BE 5 ON CENTER. THE BACK OF SIDEWALK ELEVATION
SHALL BE 3" HIGHER THAN THE EDGE OF PAVEMENT, UNLESS
OTHERWISE SPECIFIED BY LOCAL CODES, OR SHOWN ON THE
DRAWINGS. CONCRETE SIDEWALKS THAT CROSS DRIVEWAYS SHALL
BE A MINIMUM OF 6" THICK.

SIDEWALK CURB RAMPS HALL BE IN ACCORDANCE WITH FDOT
STANDARD PLANS INDEX NO. 522—002 (LATEST EDITION).

CONCRETE CURB SHALL BE CONSTRUCTED TO THE LIMITS SHOWN
ON THE PLANS. THE CONCRETE SHALL HAVE A MINIMUM
COMPRESSIVE STRENGTH OF 4000 P.S.I. AT 28 DAYS AND SHALL
BE IN ACCORDANCE WITH SECTION 520 OF THE FDOT STANDARD
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION (LATEST
EDITION). CONCRETE CURBING SHALL BE IN ACCORDANCE WTH
FDOT STANDARD PLANS INDEX NO. 520—001 (LATEST EDITION)

SIGNAGE AND PAVEMENT MARKINGS

THE ROADS AND PARKING AREAS SHALL BE STRIPED |IN
ACCORDANCE WITH THE PLANS. NO STRIPE SHALL BE LESS THAN
THE SPECIFIED WIDTH NOR SHALL IT EXCEED THE SPECIFIED WIDTH
BY MORE THAN 1/2 INCH. STRIPING SHALL BE IN ACCORDANCE
WITH SECTIONS 710 AND 971 OF THE FDOT STANDARD
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION (LATEST
EDITION).

IT SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO
INSTALL AND MAINTAIN ADEQUATE TRAFFIC CONTROL DEVICES,
WARNING DEVICES AND BARRIERS FOR THE PURPOSE OF
PROTECTING THE TRAVELING PUBLIC, HIS WORKMEN AND THE
WORK AREA IN GENERAL. SUCH TRAFFIC CONTROL SHALL BE
MAINTAINED FOR THE DURATION OF THE PROJECT PERIOD,
INCLUDING ANY TEMPORARY SUSPENSIONS OF THE WORK.
MAINTENANCE OF TRAFFIC SHALL BE IN ACCORDANCE WTH
SECTION 102 OF THE FDOT STANDARD SPECIFICATIONS FOR ROAD
AND BRIDGE CONSTRUCTION (LATEST EDITION) AND THE STATE OF
FLORIDA, MANUAL OF TRAFFIC CONTROL AND SAFE PRACTICES
FOR STREET AND HIGHWAY CONSTRUCTION, MAINTENANCE AND
UTILITY OPERATIONS.

ALL STRIPING WTHIN THE PUBLIC RIGHT—-OF—WAY AND AT
DRIVEWAY ACCESS POINTS SHALL BE THERMOPLASTIC IN
ACCORDANCE WITH THE STANDARD SPECIFICATIONS. UNLESS
OTHERWISE NOTED ON THE PLANS.

ALL SIGNING AND MARKINGS SHALL CONFORM TO THE M.U.T.C.D
AND COUNTY TRAFFIC ENGINEERING STANDARDS (LATEST EDITION).

ALL PAVEMENT MARKINGS SHALL BE THERMOPLASTIC UNLESS
OTHERWISE NOTED.

STORM DRAINAGE
GENERAL:

CATCH BASIN GRATES AND RIM ELEVATIONS AS SHOWN ON
PLANS MAY BE ADJUSTED TO CONFORM TO NEW OR EXISTING
GRADES.

DISTANCES AND LENGTHS SHOWN ON PLANS AND PROFILE
DRAWINGS ARE REFERENCED TO THE CENTER OF STRUCTURES.

MATERIALS:

NOTE: WHERE MORE THAN ONE SPECIFIED MATERIAL EXISTS FOR
AN ITEM, IT IS THE CONTRACTORS OPTION TO USE EITHER
MATERIAL.

REINFORCED CONCRETE PIPE (R.C.P.) SHALL MEET THE
REQUIREMENTS OF ASTM C-76, LATEST REVISION. RUBBER
GASKETS OR OTHER MANUFACTURER SUPPLIED JOINT SEALER
SHALL BE USED.

HIGH DENSITY POLYETHYLENE PIPE (HDPE) SIZES 12"-36",
SHALL BE CORRUGATED TYPE, SMOOTH INTERIOR, CONFORMING
TO ASTM F405, ASTM F667, AASHTO M252 AND AASHTO M294
AS MANUFACTURED BY ADVANCED DRAINAGE SYSTEMS, INC. OR
APPROVED EQUAL.

CORRUGATED ALUMINUM PIPE (C.A.P.) IS AN ALUMINUM SPIRAL
PIPE FORMED FROM COILED ALUMINUM SHEETS AND SHALL
CONFORM TO ASTM B745 AND AASHTO M196, AS
MANUFACTURED BY KAISER ALUMINUM, INC.,, OR APPROVED
EQUAL. THE CORRUGATION PATTERN AND GAUGE SHALL BE AS
FOLLOWS:

DIAMETER CORRUGATION GAUGE
12" T0 21" 2 2/3" X 7/16” 16
24" TO 27" 22/3" X 1/2" 16

30" 2 2/3" X 1/2" 14

36" TO 54" 3 x1 14

60" TO 78" X1 12

THE HIGH DENSITY POLYETHYLENE PIPE JOINTS SHALL BE OF A
RUBBER OR NEOPRENE GASKET DESIGN TO SECURE A SOIL
TIGHT JOINT.

PIPE COUPLINGS FOR C.A.P. SHALL BE 12" WIDE (MINIMUM) 24"
FOR 60" DIAMETER OR LARGER. SPLIT BANDS OF THE SAME
ALLOY AS THE PIPE MAY BE ONE GAUGE LIGHTER THAN THE
PIPE. POLYURETHANE OR OTHER MANUFACTURER SUPPLIED
SEALANT SHALL BE USED WITH THE COUPLINGS.

THE RIP RAP HEADWALLS SHALL BE CONSTRUCTED OF
SAND/CEMENT WITH A MINIMUM 2000 P.S.. COMPRESSIVE
STRENGTH TO MEET FLORIDA D.O.T. STANDARDS. THE BAGS
SHALL BE PERMEABLE BURLAP, CLOTH OR PAPER. A CONCRETE
CAP SHALL BE POURED ON TOP OF THE SAND/CEMENT RIP
RAP BAGS WITH A MINIMUM 3000 P.S.. COMPRESSION
STRENGTH.

ALL DRAINAGE CATCH BASINS AND STRUCTURES SHALL BE
PRECAST CONCRETE AS MANUFACTURED BY U.S. PRECAST
CORPORATION OR EQUAL, UNLESS OTHERWISE NOTED IN THE
PLANS. THE MINIMUM WALL AND SLAB THICKNESS SHALL BE 8
INCHES AND THE MINIMUM REINFORCING SHALL BE NO. 4 BARS
AT 12 INCHES EACH WAY UNLESS OTHERWISE INDICATED.
CONCRETE SHALL BE MINIMUM OF FC=4000 P.S.l. AT 28 DAYS.

TRENCH DRAIN SHALL BE POLYCAST PRE—SLOPED 600 SERIES
OR APPROVED EQUAL.

INSTALLATION:

PIPE SHALL BE PLACED ON A MINIMUM OF 8" STABLE
GRANULAR MATERIAL FREE OF ROCK FORMATION AND OTHER
FOREIGN FORMATIONS, AND CONSTRUCTED TO A UNIFORM
GRADE AND LINE.

BACKFILL MATERIAL SHALL BE WELL GRADED GRANULAR
MATERIAL, WELL TAMPED IN LAYERS NOT TO EXCEED 6 INCHES
TO A HEIGHT OF 12 INCHES ABOVE PIPE AS SHOWN ON THE
PLANS.

PROVIDE A MINIMUM PROTECTIVE COVER OF 18 INCHES OVER
STORM SEWER AND AVOID UNNECESSARY CROSSING BY HEAVY
CONSTRUCTION VEHICLES DURING CONSTRUCTION.

THE CONTRACTOR SHALL NOTIFY THE LOCAL ENGINEERING &
UTILITES DEPARTMENT AT LEAST 7 DAYS PRIOR TO THE START
OF THE CONSTRUCTION.

HDPE PIPE SHALL BE INSTALLED IN ACCORDANCE WITH ASTM
D2321.

XIV. WATER DISTRIBUTION / SANITARY FORCE MAINS.

A.

MATERIALS:

NOTE: WHERE MORE THAN ONE SPECIFIED MATERIAL EXISTS FOR AN

ITEM,

IT IS THE CONTRACTORS OPTION TO USE EITHER MATERIAL.,

WHERE THE PLANS DO NOT CALL FOR A PIPE MATERIAL THE MATERIAL
SHALL BE EITHER PVC OR DIP AS SPECIFIED BELOW.

1.

PVC WATERMAINS 4"-12" SHALL BE PLASTIC PRESSURE PIPE

B.

10.

WITH INTEGRAL BELL AND SPIGOT JOINTS FOR THE CONVEYANCE
OF WATER AND OTHER FLUIDS. THIS PIPE SHALL MEET ALL THE
REQUIREMENTS OF AWWA  STANDARD €900, POLYVINYL
CHLORIDE (PVC) WATER DISTRIBUTION PIPE. THE BELL SHALL
CONSIST OF AN INTEGRAL WALL SECTION WITH A FACTORY
INSTALLED  ELASTOMERIC  GASKET WHICH MEETS  THE
REQUIREMENT OF ASTM F477. THE JOINT DESIGN SHALL MEET
THE REQUIREMENTS OF ASTM D3139.

DUCTILE IRON PIPE FOR WATER DISTRIBUTION MAINS SHALL
CONFORM TO ANSI/AWWA STANDARD C151/A21.51—02 LATEST
REVISION, "DUCTILE IRON PIPE CENTRIFUGALLY CAST IN METAL
MOLDS OR SAND-LINED MOLDS” WITH A MINIMUM WALL
THICKNESS OF CLASS 51 (PRESSURE CLASS 350) UNLESS
OTHERWISE DIRECTED BY THE ENGINEER. DUCTILE IRON PIPE
SHALL BE CEMENT LINED AND SEAL COATED IN ACCORDANCE
WITH ANSI/AWWA STANDARD C104/A21.4—95 LATEST REVISION.
THE PIPE SHALL BE ADAPTED FOR USE WITH CLASS 250
FITTINGS FOR ALL SIZES.

DUCTILE IRON PIPE FOR SEWAGE FORCE MAINS SHALL CONFORM
TO ANSI/AWWA STANDARD C151/A21.51—-02 LATEST REVISION,
"DUCTILE IRON PIPE CENTRIFUGALLY CAST IN METAL MOLDS OR
SAND— LINED MOLDS" WITH A MINIMUM WALL THICKNESS OF
CLASS 51 (PRESSURE CLASS 350) UNLESS OTHERWISE
DIRECTED BY THE ENGINEER. DUCTILE IRON PIPE SHALL BE
INTERIOR CERAMIC EPOXY LINED AND EXTERIOR COATED WITH
THE MANUFACTURER'S COATING SYSTEM (PROTECTO 401
CERAMIC EPOXY WITH A MINIMUM DRY FILM THICKNESS OF 40
MILS AND AN OUTSIDE COATING OF EITHER COAL TAR EPOXY
OR ASPHALT.) IN EITHER CASE, THE ENGINEER'S REVIEW AND
APPROVAL IS REQUIRED FOR EITHER ALTERNATIVE PRIOR TO
CONSTRUCTION.  CEMENT  MORTARED LININGS ARE NOT
APPROPRIATE FOR THIS APPLICATION.

DUCTILE IRON FITTINGS FOR WATER DISTRIBUTION MAINS SHALL
CONFORM TO ANSI/AWWA STANDARD C110/A21.10-98 LATEST
REVISION. FITTINGS 4” AND LARGER SHALL BE CEMENT LINED
AND SEAL COATED IN ACCORDANCE WTH ANSI/AWWA
STANDARD C104/A21.4—95 LATEST REVISION.

CAST IRON AND DUCTILE IRON FITTINGS FOR SEWAGE FORCE
MAINS  SHALL  CONFORM TO  ANSI/AWWA  STANDARD
C110/A21.10—98 LATEST REVISION. FITTINGS 4" AND LARGER
SHALL BE COATED IN ACCORDANCE WITH THE REQUIREMENTS
OF DUCTILE IRON PIPE FOR SEWAGE FORCE MAINS.

JOINTS FOR BELL AND SPIGOT DUCTILE IRON PIPE AND FITTINGS
SHALL CONFORM TO ANSI/AWWA STANDARD C111/A21.11-00
LATEST REVISION. MECHANICAL JOINT OR PUSH—ON JOINT TO
BE RUBBER GASKET COMPRESSION—TYPE. SPECIAL FITTINGS
AND JOINTS SHALL BE CONSIDERED FOR SPECIFIC INSTALLATION
SUBJECT TO THE APPROVAL OF THE ENGINEER.

JOINTS FOR PVC PRESSURE PIPE SHALL BE BELL AND SPIGOT
PUSH—ON RUBBER GASKET TYPE ONLY. NO SOLVENT WELD OR
THREADED JOINTS WILL BE PERMITTED.

WATER DISTRIBUTION SYSTEM RESTRAINT: ALL FITTINGS AND
SPECIFIC PIPE JOINTS SHALL BE RESTRAINED AS OUTLINED
BELOW:
JOINT RESTRAINT
PUSH-ON P.V.C. EBBA IRON SERIES 2800 HARNESS
PUSH-ON D.I.P. TR—FLEX BY U.S. PIPE OR
FLEX RING BY AMERICAN
EBBA IRON SERIES 1100 MEGALUG
EBBA IRON SERIES 2000 MEGALUG

FITTINGS W/ D.L.P.
FITTINGS W/ P.V.C.

LENGTH OF RESTRAINED PIPE SHALL BE AS INDICATED ON
RESTRAINED JOINT PIPE DETAIL. (SEE WATER & SEWER DETAIL
SHEET)

SEWAGE FORCE MAIN SYSTEM RESTRAINT: ALL FITTINGS AND
SPECIFIC PIPE JOINTS SHALL BE RESTRAINED AS OUTLINED
BELOW
JOINT RESTRAINT
PUSH-ON P.V.C. EBBA IRON SERIES 2800 HARNESS
PUSH-ON D.I.P. TR—FLEX BY U.S. PIPE OR
FLEX RING BY AMERICAN
EBBA IRON SERIES 1100 MEGALUG
EBBA IRON SERIES 2000 MEGALUG

FITTINGS W/ D.I.P.
FITTINGS W/ P.V.C.

LENGTH OF RESTRAINED PIPE SHALL BE AS INDICATED ON
RESTRAINED JOINT PIPE DETAIL. (SEE WATER & SEWER DETAIL
SHEET)

WATER DISTRIBUTION VALVES SHALL BE GATE VALVES, IRON
BODY, FULLY RESILIENT SEAT BRONZED MOUNTED NON-RISING
STEM, RATED AT 200 P.S.. AND CONFORMING TO ANSI/AWWA
C509—01 OR LATEST REMVSION, AND SHALL HAVE MECHANICAL
JOINTS.

a. GATE VALVES 2” AND LARGER SHALL BE MUELLER
A—-2380-20, AMERICAN 80 LINE OR CLOW F-6100,
CONFORMING TO ANSI/AWWA C500-93, OR, IN EITHER CASE,
APPROVED EQUAL.

b. TAPPING VALVES SHALL BE MUELLER HB67 OR APPROVED

EQUAL.

1.

12.

13.

14,

15.

16.

17.

18.

19.

20.

21.

TAPPING SLEEVES SHALL BE MUELLER H615, CLOW F— 2505 OR
APPROVED EQUAL.

VALVE BOXES SHALL BE U.S. FOUNDRY 7500 OR APPROVED
EQUAL PAINTED BLUE WTH THE DESIGNATION "WATER".
BLUE/WHITE RAISED REFLECTIVE PAVEMENT MARKER SHALL BE
USED TO IDENTIFY VALVE BOX LOCATION.

RETAINER GLANDS FOR D..P. SHALL CONFORM TO ANSI/AWWA
C111/A21.11—00 OR LATEST REMVISION. ALL GLANDS SHALL BE
MANUFACTURED FROM DUCTILE IRON AS LISTED BY
UNDERWRITERS LABORATORIES FOR 250 PSI MINIMUM WATER
PRESSURE RATING. CLOW CORPORATION MODEL F-1058,
STANDARD FIRE PROTECTION EQUIPMENT COMPANY OR
APPROVED EQUAL.

LOCATING WIRE SHALL BE INSTALLED 1 FOOT ABOVE INSTALLED
PVC PRESSURE PIPE TO ENSURE THAT PIPE CAN BE LOCATED
AFTER BURIAL.

DRESSER COUPLINGS SHALL BE REGULAR BLACK COUPLINGS
WITH PLAIN GASKETS FOR GALVANIZED STEEL PIPE. THEY
SHALL BE DRESSER STYLE 90. NO SUBSTITUTIONS ALLOWED.

FIRE HYDRANTS SHALL BE MUELLER CENTURION TRAFFIC TYPE
A—423 WITH 5 1/4" INTERNAL VALVE OPENING OR APPROVED
EQUIVALENT. MAIN VALVE OPENING TO BE DETERMINED BY THE
WATER DEPARTMENT. PUMPER NOZZLE TO BE 18" FROM
FINISHED GRADE. ALL HYDRANTS TO BE INSTALLED WITH
CONTROL VALVE. RETAINER GLANDS ARE PREFERRED FOR
RESTRAINING. FIRE HYDRANT SHALL COMPLY WITH ANSI/AWWA
C502—-94. FIRE HYDRANTS SHALL BE PAINTED YELLOW IN
ACCORDANCE WITH N.F.P.A. #291 OR PER LOCAL/COUNTY
STANDARDS HAVING JURISDICTION. BLUE RAISED REFLECTIVE
PAVEMENT MARKER (RPM) SHALL BE USED TO IDENTIFY FIRE
HYDRANT LOCATION. THE PLACEMENT OF THE RPM TO BE PER
LOCAL/COUNTY STANDARDS HAVING JURISDICTION

SEWAGE FORCE MAIN VALVES SHALL BE PLUG VALVES WHICH
SHALL BE OF THE NON-LUBRICATED, ECCENTRIC TYPE WTH
RESILIENT FACED PLUGS, PORT AREAS FOR VALVES 20 INCHES
AND SMALLER SHALL BE AT LEAST 80% OF FULL PIPE AREA.
PORT AREA OF VALVES 24 INCHES AND LARGER SHALL BE AT
LEAST 70% OF FULL PIPE AREA. THE BODY SHALL BE OF
SEMI-STEEL (ASTM A-126 C1.B) AND SHALL HAVE BOLTED
BONNET WHICH GIVES ACCESS TO THE INTERVALS OF THE
VALVE. SEATS SHALL BE WELDED OVERLAY OF HIGH NICKEL
CONTENT OR A STAINLESS STEEL PLATE LOCKED IN THE BODY
CAVITY. IF A PLATE IS USED, IT SHALL BE REPLACEABLE
THROUGH THE BONNET ACCESS. BEARINGS SHALL BE
PERMANENTLY LUBRICATED OF STAINLESS STEEL, BRONZE OR
TEFLON LINED, FIBER GLASS BACKED DURALON. BEARING AREAS
SHALL BE ISOLATED FROM THE FLOW WITH GRIT SEALS. VALVES
SHALL HAVE PACKING BONNETS WHERE THE SHAFT PROTRUDES
FROM THE VALVE AND THE PACKING SHALL BE
SELF—ADJUSTING CHEVRON TYPE WHICH CAN BE REPLACED
WITHOUT REMOVING THE BONNET. ALL NUTS, BOLTS, SPRINGS
AND WASHERS SHALL BE STAINLESS STEEL.

PLUG VALVES SHALL BE DESIGNED FOR A WORKING PRESSURE
OF 150 P.S.. THE VALVE AND ACTUATOR SHALL BE CAPABLE
OF SATISFACTORY OPERATION IN EITHER DIRECTION OF FLOW
AGAINST PRESSURE DROPS UP TO AND INCLUDING 100 P.S.I.
(FOR PLUG VALVES OVER 12 INCHES IN DIAMETER). VALVES
SHALL BE BUBBLE TIGHT IN BOTH DIRECTIONS AT 100 PS|
DIFFERENTIAL. PLUG VALVES SHALL HAVE WORM GEAR
OPERATORS. THE OPERATING MECHANISM SHALL BE FOR BURIED
SERVICE WITH A 2 INCH SQUARE OPERATING NUT.

PLUG VALVES ARE TO BE INSTALLED WITH THE SEAT POINTED
TOWARDS THE UPSTREAM FLOW, WHEN SPECIFIED.

SWING CHECK VALVES FOR WATER, SEWAGE, SLUDGE, AND
GENERAL SERVICE SHALL BE OF THE OUTSIDE LEVER AND
SPRING OR WEIGHT TYPE, IN ACCORDANCE WITH ANSI/AWWA C
508—01 SWING-CHECK VALVES FOR WATERWORKS SERVICE, 2
IN. THROUGH 24 IN. NPS, UNLESS OTHERWISE INDICATED, WITH
FULL—OPENING PASSAGES, DESIGNED FOR A WATER—WORKING
PRESSURE OF 150 P.S.. THEY SHALL HAVE A FLANGED COVER
PIECE TO PROVIDE ACCESS TO THE DISC.

COLOR CODING OF PIPING AT DRINKING WATER TREATMENT
PLANTS. ALL NEW OR ALTERED, ABOVE GROUND PIPING AT
DRINKING WATER TREATMENT PLANTS SHALL BE COLOR CODED
AND LABELED AS RECOMMENDED IN SECTION 2.14 OF
RECOMMENDED  STANDARDS FOR  WATER WORKS AS
INCORPORATED INTO RULE 62-555.330, F.A.C. IN ADDITION,
ALL UNDERGROUND WATER MAIN PIPE THAT IS INSTALLED AT
DRINKING WATER TREATMENT PLANTS ON OR AFTER AUGUST
28, 2003, AND THAT IS CONVEYING FINISHED DRINKING WATER
SHALL BE COLOR CODED AS REQUIRED UNDER SUBPARAGRAPH
62-555.320(21)(B)3, F.A.C. THIS SUBSECTION DOES NOT APPLY
TO DRINKING WATER TREATMENT PLANT PIPING INSTALLED OR
ALTERED UNDER A CONSTRUCTION PERMIT FOR WHICH THE
DEPARTMENT RECEIVED A COMPLETE APPLICATION BEFORE
AUGUST 28, 2003.

SERVICE CONNECTION:

SERVICE SADDLES SHALL BE EPOXY COATED DUCTILE IRON
(ASTM A536) WITH STAINLESS STEEL STRAPS, SADDLES SHALL
BE DOUBLE STRAP TYPE.

SERVICE LINES SHALL BE POLYETHYLENE (PE 3408), 200 P.S.
RATED, DRS. PIPE JOINTS SHALL BE OF THE COMPRESSION
TYPE TOTALLY CONFINED GRIP SEAL AND COUPLING NUT.

CORPORATION STOPS SHALL BE MANUFACTURED OF BRASS
ALLOY IN ACCORDANCE WITH ASTM B-62 WTH THREADED
ENDS, AS MANUFACTURED BY FORD BALLCORP, CATALOG #
1100 OR APPROVED EQUAL.

CURB STOPS SHALL BE FORD V63—44W—1" & OR APPROVED
EQUAL.

5

[oX

. METER STOPS SHALL BE 900 LOCKWING TYPE AND SHALL BE
OF BRONZE CONSTRUCTION IN ACCORDANCE FV63—-777W-2"
WITH ASTM B-62. METER STOPS SHALL BE CLOSED BOTTOM
DESIGN AND RESILIENT "0” RING SEALED AGAINST EXTERNAL
LEAKAGE AT THE TOP. STOPS SHALL BE EQUIPPED WITH A
METER COUPLING NUT ON THE OUTLET SIDES, AS
MANUFACTURED BY FORD OR APPROVED EQUAL.

INSTALLATION:

WHERE RESTRAINED PIPE JOINTS ARE REQUIRED DUE TO
FITTINGS, APPURTENANCES, ETC., PIPE MATERIAL SHALL BE
D.I.P..

ALL PVC PIPE SHALL BE INSTALLED IN ACCORDANCE WITH THE
UNI-BELL PLASTIC PIPE ASSOCIATION "GUIDE FOR INSTALLATION
OF PVC PRESSURE PIPE FOR MUNICIPAL WATER DISTRIBUTION
SYSTEM,” AND ANSI/AWWA C605—94 STANDARD.

ALL DIP SHALL BE INSTALLED IN ACCORDANCE WITH
ANSI/AWWA C600—05 LATEST REVISION.

ALL WATER MAINS SHALL TYPICALLY BE LAID WITH A MINIMUM
36" COVER FOR PVC AND 30" COVER FOR DIP.

DETECTO TAPE SHALL BE LAID 18 INCHES ABOVE ALL WATER
LINES. A 14 GAUGE MULTI-STRAND WIRE SHALL BE ATTACHED
TO ALL NONCONDUCTIVE WATER MAINS TO FACILITATE
LOCATION. AN EXTRA 4 FEET OF WIRE SHALL BE PROVIDED AT
ALL VALVES, BLOW-OFFS, HYDRANTS, ETC. THE WIRE SHALL BE
TESTED FOR CONTINUITY AT THE PRESSURE TEST.

PIPE DEFLECTION SHALL NOT EXCEED 50% OF THE MAXIMUM
DEFLECTION RECOMMENDED BY THE MANUFACTURER.

A CONTINUOUS AND UNIFORM BEDDING SHALL BE PROVIDED.
BACKFILL MATERIAL SHALL BE TAMPED IN 9" LAYERS AROUND
THE PIPE AS SHOWN ON THE PLANS. STONES FOUND IN THE
TRENCH SHALL BE REMOVED FOR A DEPTH OF AT LEAST 8"
BELOW THE BOTTOM OF THE PIPE.

ALL VALVES SHALL BE INSTALLED WITH ADJUSTABLE CAST IRON
VALVE BOXES WITH THE WORD "WATER”, "SEWER”, "SERVICE",
"FIRE” AS APPLICABLE, CAST IN THE COVER. U.S.F. OR
APPROVED EQUAL.

DETECTO TAPE SHALL BE LAID (18) INCHES BELOW FINAL
GRADE ALONG ALL FORCE MAINS. A 14 GAUGE MULTI-STRAND
WIRE SHALL BE ATTACHED TO ALL PVC FORCE MAINS TO
FACILITATE LOCATION.

TESTING:

BEFORE ANY PHYSICAL CONNECTIONS AND ACCEPTANCE FOR
OPERATION TO THE EXISTING WATER MAINS ARE MADE, THE
COMPLETE WATER SYSTEM SHALL BE PRESSURE TESTED AND
DISINFECTED. COPIES OF PASSING BACTERIOLOGICAL RESULTS
AND PRESSURE TEST RESULTS MUST BE SUBMITTED TO, AND
APPROVED BY, THE ENGINEER, UTILITY OWNER, FLORIDA
DEPARTMENT OF ENVIROMENTAL PROTECTION, AND HEALTH
DEPARTMENT. HYDROSTATIC TESTING OF NEW MAINS SHALL BE
PERFORMED AT A MINIMUM STARTING PRESSURE OF 150 P.S.I.
FOR TWO HOURS IN ACCORDANCE WITH ANSI/AWWA C600-05
OR LATEST REVISION. THE PRESSURE TEST SHALL NOT VARY
MORE THAN 5 P.S.. DURING THE TEST. THE WATER SYSTEM
SHALL BE DISINFECTED IN ACCORDANCE WITH THE ANSI/AWWA
C651-05.

THE PRESSURE TEST SHALL BE WTNESSED BY A
REPRESENTATIVE OF THE UTILITY OWNER AND THE ENGINEER OF
RECORD.

SAMPLING POINTS SHALL BE PROVIDED BY THE CONTRACTOR
AT THE LOCATIONS SHOWN ON THE PLANS IF BACTERIOLOGICAL
SAMPLES ARE CONDUCTED BY THE UTILITY OWNER. THE UTILITY
OWNER SHALL BE REIMBURSED BY THE CONTRACTOR.

BACTERIOLOGICAL TESTING SHALL BE IN ACCORDANCE WITH
AWWA /ANSI C651—05. MAXIMUM DISTANCE BETWEEN SAMPLING
POINTS SHALL BE AS FOLLOWS:

TRANSMISSION MAINS: EVERY 1200 FEET

BRANCH MAINS: EVERY 1000 FEET

ISOLATED MAINS < 1000 FEET: 2 SAMPLE POINTS

ISOLATED MAINS > 1000 FEET: 3 SAMPLE POINTS

THE ALLOWABLE LEAKAGE DURING THE PRESSURE TEST SHALL
BE LESS
THAN THE NUMBER OF GALLONS PER HOUR AS DETERMINED BY

THE

FORMULA:

Q = LDVP / 148,000

IN WHICH Q EQUALS THE QUANTITY OF MAKEUP WATER IN
GALLONS PER HOUR. L EQUALS LENGTH OF PIPE (LINEAR
FEET), D EQUALS NOMINAL DIAMETER OF PIPE (INCHES) AND P
EQUALS THE AVERAGE TEST PRESSURE (POUNDS PER SQUARE
INCH GAUGE). MAXIMUM LENGTH OF TEST PIPE SECTION SHOULD
BE 2000 FEET. REPUMPING OF LINE DURING PRESSURE TEST IS
NOT ALLOWED.

SAMPLES ARE TO COMPLY WITH FLORIDA ADMINISTRATIVE CODE
CHAPTER 62-—555.340(2) WHICH REQUIRES AT LEAST TWO
SAMPLES FOR NEW OR ALTERED TREATMENT OR STORAGE
FACILITES AND WATERMAINS TO BE TAKEN IN TWO CONSECUTIVE
DAYS (ONE PER DAY) AT EACH OF THE LOCATIONS. SAMPLES
ARE TO BE ANALYZED FOR TOTAL RESIDUAL CHLORINE AND
FOR THE PRESENCE OF TOTAL COLIFORM. CHAPTER
62-555.340(2) ALSO STATES:‘IF ANY SAMPLE CONTAINS MORE
THAN FOUR MILLIGRAMS PER LITER OF TOTAL CHLORINE, THE
SAMPLE SHALL BE CONSIDERED INVALID. BACTERIOLOGICAL TEST
RESULTS SHALL BE CONSIDERED UNACCEPTABLE IF THE TESTS
WERE COMPLETED MORE THAN 60 DAYS BEFORE THE
DEPARTMENT RECEIVED THE RESULTS.”

XV. GRAVITY SEWER COLLECTION SYSTEM

A

9.

GENERAL:

MANHOLE RIM ELEVATIONS AS SHOWN ON PLANS MAY BE
ADJUSTED TO CONFORM TO NEW OR EXISTING GRADES.

DISTANCE AND LENGTHS SHOWN ON PLANS AND PROFILE
DRAWINGS ARE REFERENCED TO THE CENTER OF STRUCTURES.

MATERIALS:

NOTE: WHERE MORE THAN ONE SPECIFIED MATERIAL EXISTS FOR
AN ITEM, IT IS THE CONTRACTORS OPTION TO USE EITHER
MATERIAL.

ALL PVC SEWER PIPE AND FITTINGS SHALL BE NON—PRESSURE
POLYVINYL CHLORIDE (PVC) PIPE CONFORMING TO ASTM D
3034, SDR 35, WITH PUSH—ON RUBBER GASKET JOINTS.

DUCTILE IRON PIPE SHALL CONFORM TO  ANSI/AWWA
C151/A21.51-02 LATEST REMVSION, "DUCTILE IRON PIPE
CENTRIFUGALLY CAST IN METAL MOLDS OR SAND—LINED MOLDS”
WITH WALL THICKNESS CLASS 50 FOR 8" AND ABOVE, CLASS
52 FOR 4" AND 6", UNLESS OTHERWISE DIRECTED BY THE
ENGINEER. DUCTILE IRON PIPE SHALL BE EPOXY LINED OR
COATED WITH THE MANUFACTURER'S COATING SYSTEM AS
APPROVED BY THE ENGINEER OF RECORD AND THE CITY
ENGINEER. IN EITHER CASE, THE ENGINEER'S REVIEW AND
APPROVAL IS REQUIRED FOR EITHER ALTERNATIVE PRIOR TO
CONSTRUCTION. CEMENT MORTARED LININGS ARE NOT
APPROPRIATE FOR THIS APPLICATION.

ALL DUCTILE IRON FITTINGS SHALL CONFORM TO ANSI/AWWA
STANDARD C110/A21.10—98 LATEST REVISION. ALL FITTINGS
AND ACCESSORIES SHALL BE EPOXY LINED AND AS
MANUFACTURED OR SUPPLIED BY THE PIPE MANUFACTURER OR
APPROVED EQUAL.

MANHOLES SHALL BE PRECAST PER ASTM C 478 WITH 4,000
P.S.I. CONCRETE, 8" MINIMUM WALL THICKNESS AND GRADE 60
STEEL. MONOLITHICALLY POURED BASES ONLY (8" MIN.
THICKNESS).

MANHOLES ARE TO BE SEALED WITH TYPE |l SULPHATE
RESISTANT CEMENT OR APPROVED EQUAL — NO MOLDING
PLASTER.

JOINTS FOR BELL AND SPIGOT DUCTILE IRON PIPE AND FITTINGS
SHALL CONFORM TO ANSI/AWWA STANDARD C111/A21.11-00
LATEST REVISION. MECHANICAL JOINT OR PUSH-ON JOINT TO
BE RUBBER GSKET COMPRESSION— TYPE. SPECIAL FITTINGS
AND JOINTS SHALL BE CONSIDERED FOR SPECIFIC INSTALLATION
SUBJECT TO THE APPROVAL OF THE ENGINEER.

P.V.C. CLEAN—OUTS TO HAVE SCREW TYPE ACCESS PLUG. LONG
RADIUS WYE CONNECTIONS AND FITTINGS SHALL BE USED IN
ORDER TO ACCESS CLEAN—OUT OPERATIONS.

CLEANOUTS SHALL BE INSTALLED AT ALL SEWER SERVICES
EXCEEDING 75’ IN LENGTH (EVERY 75') WITH A CLEANOUT AT
THE PROPERTY LINE, EASEMENT LINE, OR 5 FROM A BUILDING.
THE CONTRACTOR SHALL COORDINATE THE LOCATION OF THE
BUILDING CLEANOUT AND

ELEVATION OF THE END OF THE SEWER SERVICE WITH THE
BUILDING PLUMBING CONTRACTOR. CLEANOUTS SHALL BE THE
SAME SIZE AS THE SERVICE LATERAL IN WHICH THEY ARE
INSTALLED.

CLEANOUTS LOCATED IN ROADWAY ARE TO BE TRAFFIC RATED.
INSTALLATION:

PVC SEWER PIPE SHALL BE LAID IN ACCORDANCE WITH ASTM D
2321 AND THE UNI-BELL PLASTIC PIPE ASSOCIATION'S
"RECOMMENDED PRACTICE FOR THE INSTALLATION OF PVC
SEWER PIPE.”

D..P. SHALL BE INSTALLED IN ACCORDANCE WITH ANSI/AWWA
C—600—-99 OR LATEST REVISION.

PIPE TO MANHOLE CONNECTION TO BE FERNCO NEOPRENE
BOOT COUPLINGS WITH STAINLESS STEEL ACCESSORIES OR
APPROVED EQUAL.

MANHOLES SHALL BE SET PLUMB TO LINE AND GRADE ON FIRM
SUBGRADE PROVIDING UNIFORM BEARING UNDER THE BASE.

ALL OPENINGS AND JOINTS SHALL BE SEALED WATERTIGHT.

TWO COATS OF KOPPERS 300-M, FIRST RED, SECOND ONE
BLACK, SHALL BE APPLIED TO THE INSIDE OF ALL MANHOLES
AND SHALL BE APPLIED IN ACCORDANCE WTH THE
MANUFACTURER'S SPECIFICATIONS (16 MILS PER COAT). ONE
COAT OF BLACK KOPPERS 300-M SHALL BE APPLIED TO THE
OUTSIDE OF THE MANHOLE. THE INTERIOR COATS SHALL BE
APPLIED AFTER SEWER LAMPING OF LINES. AFTER THE
APPLICATION OF EACH COAT, THE UTILITY OWNER AND SHALL
INSPECT THE MANHOLES. THE INSPECTION SHALL BE

D.

SCHEDULED A MINIMUM OF 48 HOURS PRIOR TO INSPECTION.

7. PROVIDE A MINIMUM (6) INCH BED OF 3/4" WASHED ROCK FOR
ALL SUB—AQUEOUS GRAVITY SEWER PIPES.

TESTING:

1. AFTER CONSTRUCTION OF THE SEWER SYSTEM, THE ENGINEER
MAY REQUIRE A VISUAL INFILTRATION AND/OR EXFILTRATION
TEST TO BE PERFORMED ON THE ENTIRE SYSTEM OR ANY PART
THEREOF.

2. AN AR TEST MAY BE SUBSTITUTED FOR THE WATER
EXFILTRATION TEST, UPON APPROVAL OF THE ENGINEER.

3. MANHOLE LEAKAGE TEST SHALL NOT EXCEED FOUR GALLONS
PER DAY PER UNIT. NO VISIBLE LEAKAGE ALLOWED.

4. THE ALLOWABLE LIMITS OF SEWER PIPE LEAKAGE FOR GRAVITY
SEWER MAINS SHALL NOT EXCEED 100 GALLONS PER INCH OF
INSIDE PIPE DIAMETER PER MILE PER DAY FOR ANY SECTION
TESTED. NO WVSIBLE LEAKAGE SHALL BE ALLOWED AND LINES
MAY BE T.V. INSPECTED AT NO EXPENSE TO THE CONTRACTOR.

5. TESTING OF GRAVITY SEWER MAINS AND LATERALS SHALL BE IN
ACCORDANCE WITH THE UTILITY OWNER’S MINIMUM DESIGN AND
CONSTRUCTION STANDARDS LATEST REVISION.

6. THE INSTALLED SEWERS SHALL UNDERGO  TELEVSION
INSPECTION AT (2) TIMES. THE FIRST SHALL BE PRIOR TO THE
FINAL ACCEPTANCE BY THE UTILITY OWNER AND THE OTHER
SHALL BE JUST PRIOR TO THE RELEASE OF THE ONE-YEAR
MAINTENANCE BOND.

XVI. SEPARATION OF WATER AND SEWER MAINS

A.

C.

SANITARY SEWERS, STORM SEWERS, AND FORCE MAINS SHOULD
CROSS UNDER WATER MAINS WHENEVER POSSIBLE. SANITARY
SEWERS, STORM SEWERS, AND FORCE MAINS CROSSING WATER
MAINS SHALL BE LAID TO PROVIDE A MINIMUM VERTICAL DISTANCE
OF 18 INCHES BETWEEN THE INVERT OF THE UPPER PIPE AND
THE CROWN OF THE LOWER PIPE WHENEVER POSSIBLE. WHERE
SANITARY SEWERS, STORM SEWERS, OR FORCE MAINS MUST
CROSS A WATER MAIN WITH LESS THAN 18 INCHES VERTICAL
DISTANCE, THE WATER MAIN SHALL BE CONSTRUCTED OF DUCTILE
IRON PIPE (DIP) AT THE CROSSING. SEWER LINES SHALL BE
CONSTRUCTED OF PVC—SDR-26. SUFFICIENT LENGTHS OF DIP AND
PVC-SDR—26 MUST BE TO PROVIDE A MINIMUM SEPARATION OF
10 FEET BETWEEN ANY TWO JOINTS. ALL JOINTS ON THE WATER
MAIN WITHIN 20 FEET OF THE CROSSING MUST BE MECHANICALLY
RESTRAINED. A MINIMUM VERTICAL CLEARANCE OF 12 INCHES
MUST BE MAINTAINED AT ALL CROSSINGS. ALL CROSSING SHALL
BE ARRANGED SO THAT THE SEWER PIPE JOINTS AND THE WATER
MAIN PIPE JOINTS ARE EQUIDISTANT FROM THE POINT OF
CROSSING (PIPES CENTERED ON THE CROSSING). WHERE A NEW
PIPE CONFLICTS WITH AN EXISTING PIPE WITH LESS THAN 18
INCHES VERTICAL CLEARANCE, THE NEW PIPE SHALL BE
CONSTRUCTED OF DIP, AND THE CROSSING SHALL BE ARRANGED
TO MEET THE REQUIREMENTS ABOVE.

A MINIMUM 10—FOOT HORIZONTAL SEPARATION SHALL BE
MAINTAINED BETWEEN ANY TYPE OF SEWER AND WATER MAIN IN
PARALLEL INSTALLATIONS WHENEVER POSSIBLE.

IN CASES WHERE IT IS NOT POSSIBLE TO MAINTAIN A 10 FOOT
HORIZONTAL SEPARATION, THE WATER MAIN MUST BE LAID IN A
SEPARATE TRENCH OR ON AN UNDISTURBED EARTH SHELF
LOCATED ON ONE SIDE OF THE SEWER OR FORCE MAIN AT SUCH
AN ELEVATION THAT THE BOTTOM OF THE WATER IS AT LEAST 18
INCHES ABOVE THE TOP OF THE SEWER.

WHERE IT IS NOT POSSIBLE TO MAINTAIN A VERTICAL DISTANCE
OF 18 INCHES IN PARALLEL INSTALLATIONS, THE WATER MAIN
SHALL BE CONSTRUCTED OF DIP AND THE SANITARY SEWER OR
THE FORCE MAIN SHALL BE CONSTRUCTED OF DIP WITH A MINIMUM
VERTICAL DISTANCE OF 12 INCHES. THE WATER MAIN SHOULD
ALWAYS BE ABOVE THE SEWER. JOINTS ON THE WATER MAIN
SHALL BE LOCATED AS FAR APART AS POSSIBLE FROM JOINTS ON
THE SEWER OR FORCE MAIN (STAGGERED JOINTS).

ALL DIP SHALL BE CLASS 51 OR HIGHER. ADEQUATE PROTECTIVE
MEASURES AGAINST CORROSION SHALL BE USED AS DETERMINED
BY THE DESIGN.
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GENERAL PAVING AND GRADING NOTES:

1. CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W.

2. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

3. CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
SURFACE.

4. ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE

GENERAL DRAINAGE NOTES:

1. UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR
CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN
AFFECTED BY THE CONSTRUCTION.

2. DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED
FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO
POLLUTION/EROSION CONTROL PLAN.

3. SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.

4. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R. ASSUMES NO
RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

5. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

CITY NOTES:

1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS
TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF
RESTORATION DETAIL

2. FORALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4” BUT NOT GREATER THAN %2’
WILL BE BEVELED TO MEET ADA REQUIREMENTS

GOLF COURSE HATCH LEGEND

- PROP. 4" CONC. CART
PATH

PROP. 4" CONC.
SIDEWALK WALKING
PATH

PROP. NEW LAKE AREA

POD HATCH LEGEND (SHOWN
FOR REFERENCE - NOT IN GOLF
COURSE PROJECT SCOPE)

SYMBOL |DESCRIPTION

CONCRETE SIDEWALK

VEHICULAR RATED CONCRETE
PAVERS

STONE PAVERS

POOL DECK CONCRETE
PAVERS

WOOD DECK

CRUSHED SEASHELL

PEDESTRIAN CONCRETE
PAVERS

SYNTHETIC LAWN

MATCHLINE - SEE SHEET
CG-ENG-2.4
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Always call 811 two full business days before you dig to
have underground utilities located and marked.
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GENERAL PAVING AND GRADING NOTES:
1.

CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W.

ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
SURFACE.

4. ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE

GENERAL DRAINAGE NOTES:

1.

UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR
CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN
AFFECTED BY THE CONSTRUCTION.

DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED
FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO
POLLUTION/EROSION CONTROL PLAN.

SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.

ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R. ASSUMES NO
RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

CITY NOTES:

1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS

TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF
RESTORATION DETAIL

FOR ALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4” BUT NOT GREATER THAN %"
WILL BE BEVELED TO MEET ADA REQUIREMENTS

2.
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GRAPHIC SCALE IN FEET

Always call 811 two full business days before you dig to
have underground utilities located and marked.
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EXIST. SANITARY SEWER PIPE

—SS(E) — — — —SS(E) — — ———

EXIST. STORM PIPE o PROP. CLEAN OUT
—SME)— — — —SM(E)— — ————

EXIST. ATT UNDERGROUND PROP. DRAINAGE PIPE
—ATI(E)— — — —ATIe)— — ——— ’

EXIST. BROWARD TRAFFIC COMMUNICATIONS L
— BCTEDCOE) — — ————————

GENERAL PAVING AND GRADING NOTES:

1. CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W.

2. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

3. CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING

SURFACE.
4. ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE

GENERAL DRAINAGE NOTES:

1. UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR
CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN
AFFECTED BY THE CONSTRUCTION.

2.  DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED
FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO
POLLUTION/EROSION CONTROL PLAN.

3. SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.

4. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R. ASSUMES NO
RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

5. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED

OTHERWISE.

CITY NOTES:

1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS
TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF

RESTORATION DETAIL
2. FORALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4” BUT NOT GREATER THAN %2’

WILL BE BEVELED TO MEET ADA REQUIREMENTS

GOLF COURSE HATCH LEGEND

- PROP. 4" CONC. CART
PATH

PROP. 4" CONC.
SIDEWALK WALKING
PATH

PROP. NEW LAKE AREA

POD HATCH LEGEND (SHOWN
FOR REFERENCE - NOT IN GOLF
COURSE PROJECT SCOPE)

SYMBOL |DESCRIPTION

CONCRETE SIDEWALK

VEHICULAR RATED CONCRETE
PAVERS

STONE PAVERS

POOL DECK CONCRETE
PAVERS

WOOD DECK

CRUSHED SEASHELL

PEDESTRIAN CONCRETE
PAVERS

SYNTHETIC LAWN

150

GRAPHIC SCALE IN FEET

REVISIONS

DATE

#

June 5, 2026

THIS DOCUMENT HAS BEEN
DIGITALLY SIGNED AND
SEALED BY STEPHEN F. BOTEK,
P.E. ON THE DATE ADJACENT
TO THE SEAL.

PRINTED COPIES OF THIS
DOCUMENT ARE NOT
CONSIDERED SIGNED AND
SEALED AND THE SIGNATURE
MUST BE VERIFIED ON ANY
ELECTRONIC COPIES.

Always call 811 two full business days before you dig to
have underground utilities located and marked.
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Hollywood, Florida
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MATCHLINE - SEE SHEET CG-ENG-2.3

MATCHLINE - SEE SHEET CG-ENG-2.4

— —= BTE REF DATE:  6-5-26

- ’//,/ //// //’4__,_
— g LEGEND
- - . -
- /’//
/ é/ - PROP. SANITARY SEWER PIPE
PROP. ROUND

-~ g SS ss
-~ PROP. WATER PIPE BASIN INLET TOP
w w

EXIST. WATER PIPE PROP. ROUND BASIN
—WE — — — —wWE — — ———— )
5 EXIST. SANITARY SEWER PIPE MANFOLE TOP

— SS(E) — — — —SS(E) — — ———

. s =]
PROP. 8 CART PATH (TYP.) 2 , EXIST. STORM PIPE o PROP. CLEAN OUT
—STM(E)— — — —SME)— — —————

' —— EXIST. ATT UNDERGROUND PROP. DRAINAGE PIPE

piad PROP. COURSE YARD DRAINS TATE— AT —
// -~ (TYP. - SEE PLANS BY < C EXIST. BROWARD TRAFFIC COMMUNICATIONS L

-
OTHERS) —————————— — BCTEDCO(E) — —

// - -
a4 T - EXIST. BROWARD FIBER OPTIC ©  PROP.GOLF COURSE
- — BCTEDFOE) — — ——————— AREA DRAIN (REFER

// ///
EXIST. COMCAST UNDERGROUND TO PLANS BY OTHERS)
—COM(E)— — — —COM(E)— — ———
- EXIST. ELECTRICAL UNDERGROUND PROP. GRADING
~ — R e e CONTOUR
- - EXIST. FIBER OPTIC UNDERGROUND ~ — e 20

—~ =
— FO(E) — — — —FO(F) — — ————

/6/_\//// @ EXIST. UNKNOWN UNDERGROUND EXIST. GRADES FOR
—UNK(E)— — — —UNK(E)— — ————— REFERENCE ONLY
~ EXIST. FPL UNDERGROUND
ABBREVIATIONS

REVISIONS

I PROP. 8' CART PATH (TYP.) \'
I I~

HOLE 12
FAIRWAY

8.00'

\
\

\
\

()

-ENG-5.0)

PROP. 62.9' of 15" RCP (PUBLIC)

— EXIST. CATCH BASIN (PUBLIC)

EXIST. G.E.:1.04'

! (ADJUST AS NEEDED)

- 7\  ——— - EXIST. LE.: -0.76E)

’ | / " /e = EXIST. |.E..-1.41/(S) TO BE REMOVED AND PATCHED
CORE FOR PROP. |.E.= (-) 1.41' (W)

ADJUST RIM TO NEW COURSE ELEVATION AND

CONVERT TO MH SOLID TOP

RT9 TYPLLAKE SECTION

— -

N
A\
(SHEET
]
4
DATE

#

EXIST. CATCH BASIN (PUBLIC)

EXIST. G.E.:2.10'

(ADJUST AS NEEDED)

EXIST. LE. :2.00'(W)

EXIST. LE.:0.20'(N)

EXIST. 1.E.:1.40'(E - TO BE PATCHED AND PIPE REMOVED)
ADJUST RIM TO NEW COURSE ELEVATION AND CONVERT TO
MH SOLID TOP

I PROP. CART BRIDGE

—FPLE)— — — —FPLE)— — ————

EXIST. ELECTRICAL UNDERGROUND
—EE) — — — —EE — — —— PROP. PROPOSED

/ E E
\\—/’ EXIST. ATT UNDERGROUND EXIST.  EXISTING

- IE. INVERT ELEVATION
M.H. MANHOLE
EXIST.OVERHEAD o CB. CATCH BASIN
D.W. DRAINAGE WELL
EXIST. TELEPHONE UNDERGROUND RE. RIM ELEVATION
TEE— e TR GE. GRATE ELEVATION

—OGAS(E)}— — — —GAS(E)— — ————

__________ & _—
—_— ——— /,/// PROP. "WASTE" AREA BOUNDARY

HOLE 11 GENERAL PAVING AND GRADING NOTES:

FAIRWAY

/ / PROP. 8' CART PATH (TYP.)

e
1. CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
PROP. 8 CART PATH (TYP) INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W. June 5. 2026
6~ 2. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED .
OTHERWISE.
3. CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
SURFACE. THIS DOCUMENT HAS BEEN
DIGITALLY SIGNED AND
4. ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE SEALED BY STEPHEN F. BOTEK,

P.E. ON THE DATE ADJACENT
TO THE SEAL.

L

PRINTED COPIES OF THIS

GENERAL DRAINAGE NOTES:
DOCUMENT ARE NOT

1. UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR
‘ CONSIDERED SIGNED AND

CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN SEALED AND THE SIGNATURE
AFFECTED BY THE CONSTRUCTION. MUST BE VERIFIED ON ANY

2. DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED ELECTRONIC COPIES.
FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO
POLLUTION/EROSION CONTROL PLAN.

3. SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.

4. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
FOR THE CONTRACTOR'S CONVENIENCE AND THE E.OR. ASSUMES NO
RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES
LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

5. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED

OTHERWISE.

— HOLE 17 N

FAIRWAY
HOLE 17
GREEN

—_————

—_——

-~
————
—_———

CITY NOTES:
1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS

TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF

RESTORATION DETAIL
————— 2. FORALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4” BUT NOT GREATER THAN %%’

- WILL BE BEVELED TO MEET ADA REQUIREMENTS

—_—

300

Se—.
—— ,
—_—— -
—_———— ——

HOLE 11
PROP. COURSE YARD DRAINS
(TYP. - SEE PLANS BY

OTHERS)

MATCHLINE - SEE SHEET CG-ENG-2.6

PROP. LAKE 17

GOLF COURSE HATCH LEGEND

- PROP. 4" CONC. CART
PATH

PROP. NEW LAKE AREA
ey ——bEREEEEIEE NN T ———

PROP. 4" CONC.
SIDEWALK WALKING

PATH

Hollywood, Florida

PROP. NEW LAKE AREA

EMERALD HILLS
GOLF COURSE REDEVELOPMENT

PROP. NEW LAKE AREA
(TYP.)

POD HATCH LEGEND (SHOWN
FOR REFERENCE - NOT IN GOLF
COURSE PROJECT SCOPE)

COURSE CIVIL ENGINEERING PLAN

HOLE 16
FAIRWAY

PROP. LAKE 17

SYMBOL |DESCRIPTION

CONCRETE SIDEWALK

VEHICULAR RATED CONCRETE
PAVERS

Inc.

3409 NW oth Avenue, Suite 1102, Ft. Lauderdale, FL 33309
www.botekthurlow-eng.com p: 954-568-0888 f: 954-568-0757

STONE PAVERS

POOL DECK CONCRETE
PAVERS

ineering,

WOOD DECK

CRUSHED SEASHELL

PEDESTRIAN CONCRETE

Botek Thurlow

- ~— < PAVERS %0
—~ -~ SYNTHETIC LAWN LL]
\
BTE PROJECT #:
— 22-0401
~ - \ PROP. 8' CART PATH (TYP.)
~ = 0 25 150
T — e e ———— PROJECT DATE:
T - GRAPHIC SCALE IN FEET 6-5-2024
\ Always call 811 two full business days before you dig to
have underground utilities located and marked. SHEET #:
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PRELIMINARY PLANS - NOT FOR CONSTRUCTION



MATCHLINE - SEE SHEET

CG-ENG-2.4

—_—

PROP. "WASTE" AREA BOUNDARY

—_—

~——

MATCHLINE - SEE SHEET CG-ENG-2.5

e ——— -

HOLE 11
FAIRWAY

PROP. COURSE YARD DRAINS
(TYP. - SEE PLANS BY
OTHERS)

PROP. 8' CART PATH (TYP.)

SITE B PARCEL

_ e — - —

PROP. GOLF COURSE

GOLF COURSE HATCH LEGEND

- PROP. 4" CONC. CART
PATH

PROP. 4" CONC.
SIDEWALK WALKING
PATH

PROP. NEW LAKE AREA

POD HATCH LEGEND (SHOWN
FOR REFERENCE - NOT IN GOLF
COURSE PROJECT SCOPE)

NORTH 46TH AVENUE

SYMBOL |DESCRIPTION

EXIST. CATCH BASIN
GRATE ELEVATION:2.82'
(ADJUST AS NEEDED)
INVERT ELEVATION:-1.78'(E)

CONCRETE SIDEWALK

INVERT ELEVATION:-1.88'(NW)

VEHICULAR RATED CONCRETE
PAVERS

STONE PAVERS

POOL DECK CONCRETE
PAVERS

WOOD DECK

LEGEND

PROP. SANITARY SEWER PIPE

PROP. WATER PIPE . BASIN INLET TOP

w w
EXIST. WATER PIPE PROP. ROUND BASIN
—wEe — — — —wWEe — — —— )
EXIST. SANITARY SEWER PIPE MANFOLE TOP
—SS(E) — — — —SS(E) — — ——
EXIST. STORM PIPE ©  PROP.CLEAN OUT

—SsME)— — — —SME— — ———
EXIST. ATT UNDERGROUND PROP. DRAINAGE PIPE
—ATH(E)— — — —ATI(E)— — ——— '

EXIST. BROWARD TRAFFIC COMMUNICATIONS L .

— BCTEDCO(E) — —

EXIST. BROWARD FIBER OPTIC =] PROP. GOLF COURSE
- — BCTEDFO(E) — — ——— AREA DRAIN (REFER
EXIST. COMCAST UNDERGROUND TO PLANS BY OTHERS)
—COM(E)}— — — —COM(E)}— — ————

EXIST. ELECTRICAL UNDERGROUND

—EE) — — — —EE) — — —

PROP. GRADING

CONTOUR
EXIST. FIBER OPTIC UNDERGROUND ~ —— -
— FO(E) — — — —FOE) — — ———
EXIST. UNKNOWN UNDERGROUND EXIST. GRADES FOR
—UNK(E)— — — —UNK(E)— — —— REFERENCE ONLY
EXIST. FPL UNDERGROUND
—FLE)— — — e — ABBREVIATIONS
EXIST. ELECTRICAL UNDERGROUND
—EE) — — — —EE — — ————— PROP. PROPOSED
EXIST. ATT UNDERGROUND EXIST.  EXISTING
st T s LE. INVERT ELEVATION
EXIST. OVERHEAD . oL
—oHE o o D.W. DRAINAGE WELL
EXIST. TELEPHONE UNDERGROUND RE. RIM ELEVATION
TUEE e T TEE e e G.E. GRATE ELEVATION

CRUSHED SEASHELL

PEDESTRIAN CONCRETE
PAVERS

PROP. W11-11 GOLF CAR
SIGN w/ W16-1P IN ROAD SIGN

SYNTHETIC LAWN

PROP. "GOLF CARTS YIELD TO
PEDESTRIANS" SIGN

PROP. R1-1 STOP SIGN (BOTH SIDES)

REDEVELOPMENT LIMIT OF
J— G WORK
\\e— “’ T
|
I :
ro PROP. DRAINAGE PROPOSED BY
[ | THE N 46TH AVE WEST
| PROJECT. SHOWN HERE FOR 4 Q
REFERENCE
1 0
I
|
|
‘ :
ol SITEB
] (REFER TO N 46TH AVE
“ WEST PROJECT)
|
! : PROP. 8' CART PATH (TYP.)
I
el :
RETERN
N1 I - - \’—_ _——__—Q_\ I 5
[ = -, o= - = L ——
- — o — A A —”’_‘g_’ —_———— - _
Ty N e /“ = ey ~~_ e
N \ / == — e ——————— ~ N T —
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™ SS 7= - - ~~_. T~~~
\ ~ . — — // /// //’/ ——————————————
|\ // /// ————————————————
\ PROP. OUTFALL - REFER P - T T T T T T —_ -——
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s PR - - —— == —_—
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\55\- —/// // // //—’
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~~~~~ 4. ,,/\4/// . PROP. LAKE 17
= ><Z PROP. NEW LAKE AREA
—— - (TYP) g _ A // -
- ' el " - /
-
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-=1-O______',,— 7 e ~ / <l
. //// \,S%ORN\ESM -
‘ Pl _ 0?7\57«60 -
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' PROP. 15.00 STORM ESMNT \/ - /
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7
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MATCHLINE - SEE SHEET CG-ENG-2.8

PROP. OUTFALL - REFER
TO N 46TH AVE WEST (SITE
B) DRAINAGE PLANS

PROP. GOLF COURSE
REDEVELOPMENT LIMIT OF

—_—

GENERAL PAVING AND GRADING NOTES:

1. CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W.

2. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

3. CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
SURFACE.

4. ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE

GENERAL DRAINAGE NOTES:

1. UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR
CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN
AFFECTED BY THE CONSTRUCTION.

2. DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED
FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO
POLLUTION/EROSION CONTROL PLAN.

3. SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.

4. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R. ASSUMES NO
RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

5. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

CITY NOTES:

1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS
TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF
RESTORATION DETAIL

2. FORALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4” BUT NOT GREATER THAN %%’

WILL BE BEVELED TO MEET ADA REQUIREMENTS

BTE REF DATE:

REVISIONS

DATE

#

June 5, 2026

TO THE SEAL.

COURSE CIVIL ENGINEERING PLAN
EMERALD HILLS
GOLF COURSE REDEVELOPMENT

' Inc.

1neer 1r1g y
3409 NW oth Avenue, Suite 1102, Ft. Lauderdale, FL 33309
www.botekthurlow-eng.com p: 954-568-0888 f: 954-568-0757

Botek Thurlow

Eng

BIE PROJECT #:

22-0401

GRAPHIC SCALE IN FEET

PROJECT DATE:

6-5-2024

Always call 811 two full business days before you dig to
have underground utilities located and marked.

SHEET #

CG-ENG-2.6

THIS DOCUMENT HAS BEEN
DIGITALLY SIGNED AND

SEALED BY STEPHEN F. BOTEK,

P.E. ON THE DATE ADJACENT

PRINTED COPIES OF THIS
DOCUMENT ARE NOT
CONSIDERED SIGNED AND
SEALED AND THE SIGNATURE
MUST BE VERIFIED ON ANY

ELECTRONIC COPIES.

Hollywood, Florida

PRELIMINARY PLANS - NOT FOR CONSTRUCTION



by BTE REF DATE:  6-5-26
- PROP. W11-11 GOLF CART SIGNw/ LEGEN D
— W16-7P ARROW SIGN (BOTH SIDES) PROP. W11-11 GOLF CART SIGN w/ W16-9P AHEAD R
o / SIGN (200' NORTH FROM CROSSING ON KEYSER
ol PROP. CROSSING MARKING (FDOT / / AVE. SIGN IS TO BE INSTALLED ON WEST SIDE OF
— SPECIAL EMPHASIS PER INDEX 71 1-001? ROADWAY FACING NORTH - NOT SHOWN ON
\ — ~ /
~
— - PROP. R1-1 STOP SIGN (BOTH SIDES)
/ ~
~
~

_— ~

PROP. SANITARY SEWER PIPE
EXTENT OF THIS PLAN, SEE SITE E PLANS FQR
LOCATION DEPICTED)

ss ss PROP. ROUND
PROP. WATER PIPE BASIN INLET TOP

w w

EXIST. WATER PIPE PROP. ROUND BASIN
O — WE) — — — — WE) — — ————— y
S

MANHOLE TOP
EXIST. SANITARY SEWER PIPE 0 0
SITEE !

—Ss(f) — — — —SS(f) — — ———
(REFER TO CLUBHOUSE & EXIST. STORM PIPE o PROP. CLEAN OUT
VILLAS PROJECT) —SWM(E)— — — —SME)— — —
EXIST. ATT UNDERGROUND PROP. DRAINAGE PIPE
—ATI(E)— — — —AT(E)— — ——————
EXIST. BROWARD TRAFFIC COMMUNICATIONS L
O - — BCTEDCO(E) — —

EXIST. BROWARD FIBER OPTIC ©  PROP.GOLF COURSE

—  BCTEDFO(E) - AREA DRAIN (REFER
EXIST. COMCAST UNDERGROUND TO PLANS BY OTHERS)
N AN

—COM(E)}— — — —COM(E}— — ————
N
AN
REFER TO CLUBHOUSE PLANS FOR ~ N

EXIST. ELECTRICAL UNDERGROUND PROP. GRADING
ee o e e ae CONTOUR

EXIST.FIBER OPTICUNDERGROUND ~ ——————— -~

CLUBHOUSE POD'S CART PATH (TYP.) —F0(E) — — — —FfO0E) — — ——

EXIST. UNKNOWN UNDERGROUND

—UNK(E)— — — —UNK(E)— — ————

EXIST. FPL UNDERGROUND

—FPL(E)— — — —FPLE)— — ———

ABBREVIATIONS
EXIST. ELECTRICAL UNDERGROUND

— B — — — —E(E) — — —— PROP. PROPOSED
EXIST. ATT UNDERGROUND EXIST.  EXISTING

e e = —— 5 e
EXIST. Oi\’EOE(FE')EﬁDi e CB. CATCH BASIN

D.W. DRAINAGE WELL
EXIST. TELEPHONE UNDERGROUND RE. RIM ELEVATION
I e G.E. GRATE ELEVATION

PROP. 8' CART PATH (TYP.)

REVISIONS

N
N
N
N
CONNECT PROP. CART PATH TO

EXIST. CART PATH

DATE

EXIST. GRADES FOR
REFERENCE ONLY

#

PROP. W11-11 GOLF CART
SIGN w/ W16-9P AHEAD SIGN
7 (MIN 200' FROM CROSSING)

GENERAL PAVING AND GRADING NOTES:

CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W.

ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED June 5, 2026
OTHERWISE.

/ - 3. CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
PROP. 15,05 SEWER { / /
/
/

PROP. GOLF COURSE ¥
REDEVELOPMENT LIMIT OF /£

WORK /

SURFACE.
UTILITY Esyny ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE

THIS DOCUMENT HAS BEEN
DIGITALLY SIGNED AND
SEALED BY STEPHEN F. BOTEK,

GENERAL DRAINAGE NOTES: P.E. ON THE DATE ADJACENT

TO THE SEAL.

UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR PRA’&%‘Q?"‘E\SRSECT)?S
CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN CONSIDERED SIGNED AND
AFFECTED BY THE CONSTRUCTION.

SEALED AND THE SIGNATURE
DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED MUST BE VERIFIED ON ANY
FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO ELECTRONIC COPIES.
POLLUTION/EROSION CONTROL PLAN.
SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.
ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R. ASSUMES NO
RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

CITY NOTES:

1.

PROP. SWALE
CENTERLINE PER
CITY DETAIL C-33

1.

PROP. "WASTE" AREA BOUNDARY

I"}

HOLE 18
GREEN

PROP. 8' CART PATH (TYP.)

ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS
TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF
RESTORATION DETAIL

FOR ALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4” BUT NOT GREATER THAN %2’
WILL BE BEVELED TO MEET ADA REQUIREMENTS

PROP. SWALE
CENTERLINE PER
CITY DETAIL C-33

GOLF COURSE HATCH LEGEND

PROP. 4" CONC. CART
PATH

———

PROP. 4" CONC.
SIDEWALK WALKING
PATH

PROP. NEW LAKE AREA

HOLE 18
FAIRWAY

EMERALD HILLS
GOLF COURSE REDEVELOPMENT
Hollywood, Florida

POD HATCH LEGEND (SHOWN
FOR REFERENCE - NOT IN GOLF
COURSE PROJECT SCOPE)

MATCHLINE - SEE SHEET CG-ENG-2.11

COURSE CIVIL ENGINEERING PLAN

/’ SYMBOL |DESCRIPTION

CONCRETE SIDEWALK

VEHICULAR RATED CONCRETE
PAVERS

|
|
|
|
t
|
|
|
|
|
|
!
I
|
|
|
|
|
|
|
|
I
|
|
|
|
[
|
|
I
I
|
|
|
|
[
|
|
|
I
|
|
|
!
[
|
|
|
|
|
|
|
|
I
|
|
|
|
|
|
|
|
I

Inc.

STONE PAVERS

POOL DECK CONCRETE

PAVERS
PROP. SWALE

CENTERLINE PER
CITY DETAIL C-33

WOOD DECK

PROP. NEW LAKE AREA

CRUSHED SEASHELL
(TYP)

PEDESTRIAN CONCRETE
PAVERS

1neer 1r1g y
3409 NW oth Avenue, Suite 1102, Ft. Lauderdale, FL 33309
www.botekthurlow-eng.com p: 954-568-0888 f: 954-568-0757

PRELIMINARY PLANS - NOT FOR CONSTRUCTION

PROP. OUTFALL

SYNTHETIC LAWN

Botek Thurlow

Eng

\
X
N

N
N

N
AN
N
\

HOLE 10
FAIRWAY

HOLE 18

~o FAIRWAY
~
\/
/ /
/// Y, s
7 4 /

PROP. "WASTE" AREA BOUNDARY

BTE PROJECT #
22-0401

KEYSER AVENUE
\

150
/! ——_____——— PROLECT DATE.
/

// GRAPHIC SCALE IN FEET 0-5-2024

P Always call 811 two full business days before you dig to
R 7 have underground utilities located and marked.

———

N
RN
NS \\
N
\.
|

NORTH 46TH AVENUE

SHEET #

7 ) Sunslline..com CG-ENG-2.7
MATCHLINE - SEE SHEET CG-ENG-2.8

PROP. STM HDPE PIPE




MATCHLINE - SEE SHEET CG-ENG-2.6

NORTH 46TH AVENUE

MATCHLINE - SEE SHEET CG-ENG-2.7

l PROP. NEW LAKE AREA
(TYP.)

_— oad 7/ BTE REF DATE:  6-5-26
) 7 o
)4 / L LEGEND

/ PROP. SANITARY SEWER PIPE
/ 4 g 7 s g ss ss PROP. ROUND
nd PROP. WATER PIPE BASIN INLET TOP

/ g / w w
/
7 L / y ENSTWATERPPE PROP. ROUND BASIN
7/ v / MANHOLE TOP
’ / "y v EXIST. SANITARY SEWER PIPE

HOLE 18
FAIRWAY

l EXIST. CATCH BASIN
EXIST. GRATE ELEVATION:3.16'

(ADJUST AS NEEDED)

EXIST. INVERT ELEVATION:0.85'(NE)

EXIST. INVERT ELEVATION:1.27'(SW)

—s3(E) — — — —ss() — — ———

/ 7 EXIST. STORM PIPE o PROP. CLEAN OUT
7/ // —SME)— — — —SME)— — ————
V4 y /7 Y EXIST. ATT UNDERGROUND PROP. DRAINAGE PIPE
—ATT(E)— — — —ATI(E)— — ’
L ey A7 EXIST. BROWARD TRAFFIC COMMUNICATIONS [ ]
///
7/
v

REVISIONS

EXIST. CATCH BASIN

EXIST. GRATE ELEVATION:4.06'
(ADJUST AS NEEDED)

EXIST. INVERT ELEVATION:1.44'(NE)
EXIST. INVERT ELEVATION:2.12'(SW)
)

/7 7 7/ - — BCTEDCO(E) — —

g / EXIST. BROWARD FIBER OPTIC ©  PROP.GOLF COURSE
\_/ 7 / g / — — BCTEFO) — — AREA DRAIN (REFER
© B 7/ EXIST. COMCAST UNDERGROUND TO PLANS BY OTHERS)

PROP. 8' CART PATH (TYP.)

EXIST. INVERT ELEVATION:1.51'(SE

P p —COM(E)— — — —COM(E)— — ————
// y P // EXIST. ELECTRICAL UNDERGROUND PROP. GRADING
y —EWE) — — — —E(E) — — CONTOUR
A A P EXIST.FIBEROPTICUNDERGROUND ~ —— oo
@ / —FO() — — — —FO(E) — — ———
O ‘

7 p EXIST. UNKNOWN UNDERGROUND EXIST. GRADES FOR
Q~ UNK(E) — — —UNK(E) REFERENCE ONLY
Ay 7 EXIST. FPL UNDERGROUND

7 TR e L ABBREVIATIONS
Q‘ \2\ // // EXIST. ELECTRICAL UNDERGROUND oROp SROPOSED
QQ/ & 7/ // / Y EXIST. /;TEEZDER(;ROTJN; e EXIST.  EXISTING
// 7 % (bg e y s A — — — —GAS(E— — IE. INVERT ELEVATION

EXIST. OVERHEAD M.H. MANHOLE

v/ ?\ \2\ /
7 v CB. CATCH BASIN
/% C) & / / / // OH(E) oH(E) D.W. DRAINAGE WELL
/ Q_ P / y EXIST. TELEPHONE UNDERGROUND RE. RIM ELEVATION
O /

PROP. SWALE CENTERLINE HOLE 10

FAIRWAY
/

PROF| SWALE /
CENTERLINE PER
CITY|DETAIL C-33

PROP. STM HDPE PIPE

15" OUTFALL PIPE
TO BE CUT BACK TO NEW
LAKE LIMITS

DATE

_\____ —
#

4

PROP. W11-11 GOLF CART
\ SIGN w/ W16-9P AHEAD SIGN
(200" NORTH OF CROSSING)

|
|
|
|
I
|
|
|
|
|
\‘ PROP. LAKE 18

Y , e GE. GRATE ELEVATION

/ /
/7 é s 4
y / / o / e GENERAL PAVING AND GRADING NOTES:
""""" /7 g / 4

Y Y / Y / 1. CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
PROPSWAE o S S S S T T / Y / P 7/ SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
CENTERLINE PER

_____ / g [ INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W.
CITY DETAIL C-33 P / / P / J 2. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED June 5, 2026
/ 4 /

e

PROP. SWALE
CENTERLINE PER
CITY DETAIL C-33

OTHERWISE.
p y . CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
e A2 / SURFACE.

V4 / / / J THIS DOCUMENT HAS BEEN
P y p 4. ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE DIGITALLY SIGNED AND
/ / / SEALED BY STEPHEN F. BOTEK,
/ / / P.E. ON THE DATE ADJACENT
’ 7 / GENERAL DRAINAGE NOTES: TO THE SEAL.

/ / PRINTED COPIES OF THIS
/ / 2 1. UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR DOCUMENT ARE NOT
, 7 / y 4 / 7 / CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN CONSIDERED SIGNED AND
/ / / /)

/s /

KEYSER AVENUE

HOLE 10
GREEN

/ AFFECTED BY THE CONSTRUCTION. SEALED AND THE SIGNATURE

‘. 2. DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED MUST BE VERIFIED ON ANY

% y /] FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO ELECTRONIC COPIES.
7, POLLUTION/EROSION CONTROL PLAN.

/
/ / G
4 / J 7 / / //’/,//’////,/’ 3. SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
L prop AL . / / / 2%, OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.
CENTERINE PER 7/ / /

2y 4. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
\C- . 7/
CITY DETANC-33 / EXIST PIPE (PUBLIC - SIZE UNKNOWN) TO BE s e 7 / s ’//’///’/ ’/// 7
MODIFIED AS NEEDED TO BE CUT BACK AS NEW s o 4 / /e
36" 1

AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
OUTFALL TO PROP. LAKE Y / é L SN
/ 7/ //,//////////,/’ Z
/ / 0 S
7 4

PROP. HEABY/AM
RCP OUTFALL

PROP. STM 36" HDPE\PUB O ROW LINE)

@’ROP. STM BASIN (POBLIC)

——————— —L———\ “:____—‘__/ PROP. STM BASIN
I
I

FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R. ASSUMES NO
RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

5. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

CITY NOTES:

1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS
TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF
RESTORATION DETAIL

2.  FORALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4” BUT NOT GREATER THAN %"
WILL BE BEVELED TO MEET ADA REQUIREMENTS

EXIST PIPE (PUBLIC - SIZE UNKNOWN)
TO BE MODIFIED AS NEEDED TO BE
CUT BACK TO PROP. BASIN LOCATION

PROP. 8' CART PATH (TYP.)

EXIST. 123LF + OF SIDEWALK CENF’TRE?;L’iNSE"’ﬁELS
IMPACTED BY DRAINAGE WORK TO

BE REPLACED PER CITY DETAILS CITY DETALL C-33 /
| PROP.STH 36 HOPE(PUBLIC)
PROP. SITE F
/

PROP. STM HDPE PIPE (PUBLIC)

| PARCEL LINES
|
PROP. STM BASIN (PUBLIC) l SITEF h
PROP. STM 36" HDPE (PUBLIC) (SINGLE FAMILY) ]
|
| [}

/_ /
]
/_ PROP. "GOLF CARTS YIELD TO ' |

PEDESTRIANS" SIGN

PROP. STM BASIN (PUBLIC) - CONNECT TO '
EXIST. HDPE PIPE AND REMOVE EXISTING

PROP. STM BASIN (PUBLIC)
PROP. STM HDPE PIPE (PUBLIC)

GOLF COURSE HATCH LEGEND

PROP. 4" CONC. CART
PATH

HOLE 5 &«

FAIRWAY

) HEADWALL s
t—————— PROP. R1-1 STOP SIGN (BOTH SIDES) \
|
|

PROP. 12.00' DRAINAGE ESMN
/
/
4 o
R— e r/l’lr/l”r/l”’/l"
e

-— a— -~

o o e CASPER COURT
Z PROP. SWALE PROP. W11-11 GOLF CART N O RT H 3 OT H ST RE ET

CENTERLINE PER J SIGN w/ W16-9P AHEAD SIGN
CITY DETAIL C-33

PROP. 4" CONC.
SIDEWALK WALKING
PATH

PROP. NEW LAKE AREA

Hollywood, Florida

MATCHLINE - SEE SHEET CG-ENG-2.12

EMERALD HILLS
GOLF COURSE REDEVELOPMENT

POD HATCH LEGEND (SHOWN
FOR REFERENCE - NOT IN GOLF
COURSE PROJECT SCOPE)

COURSE CIVIL ENGINEERING PLAN

PROP. W11-11 GOLF CART . .
SIGN w/ W16-1P IN ROAD SIGN | |

SYMBOL |DESCRIPTION

CONCRETE SIDEWALK
([ EXIST. CATCH BASIN

|4 GRATE ELEVATION:3.88'
\ EXIST. .E.= UNKNOWN

l Il CORE FOR
I | PROP. LE.= XXXX

VEHICULAR RATED CONCRETE
PAVERS

PROP. 8' CART PATH (TYP.)

Inc.

STONE PAVERS

POOL DECK CONCRETE

[ o

PAVERS C:

* pd

WOOD DECK [

- Y]

pad + = CRUSHED SEASHELL Q)

/ \
/ C
/ PEDESTRIAN CONCRETE o i
PAVERS

SYNTHETIC LAWN

Botek Thurlow

Eng

3409 NW oth Avenue, Suite 1102, Ft. Lauderdale, FL 33309
www.botekthurlow-eng.com p: 954-568-0888 f: 954-568-0757

PROP. W11-11 GOLF CART
SIGN w/ W16-9P AHEAD SIGN
(MIN 200" FROM CROSSING)

PROP. W11-11 GOLF CART
SIGN w/ W16-9P AHEAD SIGN

RE-ROUTED EXIST. OUTFALL w/ 15'

BTE PROJECT #:
/ \ DRAINAGEESMNT-REFERTON4STH // CONNECT PROP. CART PATH )#[
/ AVE EAST (SITE C) DRAINAGE PLANS O mm T T T T T T T TO EXIST. CART PATH _
L LTI ! \, —= PROB. OUIEALL- REFER-— — ———————————="—"""""""" 10-- / PROP. W11-11 GOLF CART SIGN w/ -~ 22 0401
\ TO N 46TH AVE EAST (SITE / / W16-7P ARROW SIGN (BOTH SIDES) .
(] e e ] , 'I \ C) DRAINAGE PLANS / V -

FEHHT PROP. CROSSING MARKING (FDOT

| i l |' \ / v. ' SPECIAL EMPHASIS PER INDEX 711(-001-1 9 25 15,0 .

| HE- -50) m [ \ / ' PROP. R1-1 STOP SIGN (BOTH SIDES) 5 PROJECT DA TE

P \ PROP. GOLF COURSE : |
: || [ |‘ | REDEVELOPMENT LIMIT OF / I | GRAPHIC SCALE IN FEET 6_5_2024
SITEC \ \\ \ \ WORK I 7 K I \
(REFER TO N 46TH AVE I\ - \\ / / Q | /
EAST PROJECT
STPROJECT) LA \ PROP. LAKE 7 / O 0P 5 CART PATH (T¥P A Always call 811 two full business days before you dig to

I ! \RS \\ \ \ // ' ' I / have underground utilities located and marked. SHEET #
RN / < I \

| A\ ' SITE C PARCEL | ,’
| AL\ \\‘\/ LINE \ / ) | \ B
L - N\ L PROP. NEW LAKE AREA / | W “ ns I n e co m

. | N\ \\ \\ S (TYP) /)y HOLE 6 TEE \ \ \ - CG' E N G'2 . 8
I AN RN / \ \
0 1 \\ \\\ \\\ \)b / / \
| L— N\ \ \ / /s \

PRELIMINARY PLANS - NOT FOR CONSTRUCTION

MATCHLINE - SEE SHEET CG-ENG-2.9



L

NORTH 46TH AVENUE

EXIST. 24" OUTFALL PIPE
INVERT ELEVATION:-1.87"
TO BE CLEARED OF DEBRIS AND RE-ROUTED.

REFER TO N 46TH AVE EAST PROJECT

PROP. GOLF COURSE
REDEVELOPMENT LIMIT OF

WORK

SITEC
(REFER TO N 46TH AVE
EAST PROJECT)

PROP. 8' CART PATH (TYP.)

PROP. GOLF COURSE
REDEVELOPMENT LIMIT OF

WORK—

MATCHLINE - SEE SHEET CG-ENG-2.8

~

—_—

~ ———
N =

PROP. OUTFALL - REFER
TO N 46TH AVE EAST (SITE
C) DRAINAGE PLANS

-

—— —— —— ———

1
|'
L |
~_ |
M
|
10
: i
|
| l\\\
i \\\
I \,
|
|
)
R

— ~

PROP. CONC. WALKING PATH
(TYP.)

PROP. 8' CART PATH (TYP.)

PROP. OUTFALL (PUBLIC) /T~ ,/ / / / i ///// o~ \\\ \ \ BTE REF DATE:  6-5-26
/ N/ / u / / o N
/ LI~ / / 77—~ N\ = \ LEGEND
/ o~ / / /— / D Yy // // 4 PR \\ \ W
EXTEND EXIST. 15" OUTFALL / ti’? // / \/IJ\ T~ >~ / : 2 / //// r/ \\ \ \ \
(PUBLIC) O NEW! LAKE - Y T~ / I / Iy v v . PROP. SANITARY SEWER PIPE
NEW LAKE -y ST~ / / . LR \ - « PROP. ROUND
/ s /[ ST T~ > / S / \\ M\ \ PROP. WATER PIPE BASIN INLET TOP
/ sf I/ ~ - Iy T Iy / // // E/ G50 . \ \\ ‘\ \ \ W W (£
/ & ! =~ — I / (R i
PROP. LAKE 7 | &l | / / ~'= - / I / // ,// / J // / \\\ \\‘ \ \‘ ( mgpj. NEW LAKE AREA | \\ EXIST. Vﬂ-\TWIi?> FiPIi e PROP. ROUND BASIN 09)
N | i 77 al ' \ MANHOLE TOP »n
[ ~ / e Pl Zoh Vo \ EXIST. SANITARY SEWER PIPE =
! II / A A\va / TEE / / i ! [ % | \ s — — — —ssE) — — ———— o
Ll 7 < / Iy I P o EXIST. STORM PIPE e ©  PROP.CLEAN OUT o
/ F / ] | | —SME— — — —SME— — ————
,'l / // ( ] Fili / \ v | . EXIST. ATT UNDERGROUND PROP. DRAINAGE PIPE
/ / ! | ! \ (! 1 | —ATT(E)— — — —ATT(E)— — ’
\ / / \ \ \ | ‘
[ / ~ \ / F/ /o / \ R v | EXIST. BROWARD TRAFFIC COMMUNICATIONS L ]
! III ( | Q / / / II / ‘\ \ \\ \\ ‘ \ . ———————  — BCTEDCO(E) — —
b | | N / \ Vo \ | EXIST. BROWARD FIBER OPTIC ©  PROP.GOLF COURSE
[ L O / Yy / ! A \ ] T o) — — AREA DRAIN (REFER
! e / / / I A \ ‘ EXIST. COMCAST UNDERGROUND TO PLANS BY OTHERS)
[ 7, \ It i o —COM(E)}— — — —COM(E)}— — ————
1 1 / \ \ [P
I| y/ // /// / \ \| \ | EXIST. ELECTRICAL UNDERGROUND PROP. GRADING L||_J
'( Y/, / \ R \ EE — — — e — CONTOUR <C
\ a4 / ! v \ EXIST.FIBER OPTICUNDERGROUND ~ ——— oo o
W\ ~— N N\ PROP. SAN. H #6 (PUBLIC) Z /7 / \ vl | e
|\ PROP. NEW LAKE AREA NN RE.387 Py / \ vy EXIST. UNKNOWN UNDERGROUND EXIST. GRADES FOR 3+
\ \\ (TYP) AN LE-2.41 W X // / \\ \ \\ \ —UNK(E)— — — —UNK(E)— — ———— REFERENCE ONLY
\ \ N E2518E 7 i \ A EXIST. FPL UNDERGROUND
VoA - N e \ Vol —PPUE) T RLE) ABBREVIATIONS
\\ \ \ PROP. 45.01LF @ 0.40% of 8 DUCTNQE IROQ S.S MAIN (PUBLIC) e \ \\ \\ \\ ‘ PROP. SAN. MH #3 (PUBLIC) EXIST. ELECTRICAL UNDERGROUND
\\ N \\ \ EXIST. SAN. MH #EX-3 (PUBLIC) \ %, \| -~ ‘\ \\ \ \\ _RE.3.13 — e — — — —E(E) — — ———— PROP. PROPOSED
EXIST.RE.: 3.51 - \ IE0.71E EXIST. EXISTING
N\ N\ \ \ EXIST. I.E.= -2.09 (E - TO BE REMOVED) y PROP.LARE® \ \ i \ \ LE:-0.818 EXIST. ATT UNDERGROUND LE INVERT ELEVATION
AR RR\Y \ EXIST. LE.=-1.14 (N) \ [\ oRsE T e MH MANHOLE
\ \\ \\ \ EXIST. LE. -1.99 (NW) \\ ‘\ \ \\ PROP. 6.88LF EXIST. OVERHEAD C'B. CATCH BASIN
Y NN EXIST. |.E.= -1.94 (SE - TO BE REMOVED) \ v\ (PUBLIC) o) — — — — o) — — — -B.
N N \ REBUILD BENCH @ 0.40% of 8" DUCTILE IRON S.S MAIN D.W. DRAINAGE WELL
S~ AN\ CORE / MODIFY AS NEEDED FOR EXIST. TELEPHONE UNDERGROUND R.E. RIM ELEVATION
PROP. |E.-2.23 E —EEe— o e GE. GRATE ELEVATION
_— GENERAL PAVING AND GRADING NOTES:
_ B S 1. CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
| - SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
L | EXIST. SAN. MH # EX.2 (PUBLIC) INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W.
\ \ RE362 2. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED June 5, 2026
! IE. 058 E OTHERWISE.
/’T/, e AR NS PROP. SAN. MHPYQUBLIC) AN N \\ \ ‘\\ il iorod 3. CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
- P RN RE.4.00 AR\ V| \ 1E.-0.68 W SURFACE. THIS DOCUMENT HAS BEEN
- T R T | 4. ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE DIGITALLY SIGNED AND
—————— /,/’PfoR 6&&&@640% of 8" DUCTILE IRON §.S MAIN{PUBLIC)—/ |\ ‘ \ ~— \ \ SEALED BY STEPHEN F. BOTEK,
- _ — ol | | P.E. ON THE DATE ADJACENT
————— —PROP. 99.14LF @ 0.40% of 8" DUCTILEARON S.S MAIN (PUBLIC) \ \y s\
RN SN ~ ~< - ~ W\ . TO THE SEAL.
NN ~~- " E \ \ GENERAL DRAINAGE NOTES:
o™ N T — \ \ |\
RN ~ N - \ \\ !
NN N ~ - \
R - W 8.00 PRINTED COPIES OF THIS
R \be,ZiUJE'é L \ \\\ \ N R 1. UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR DOCUMENT ARE NOT
N << \ AR \ CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN CONSIDERED SIGNED AND
HoLeT NG Sl \ Vo AFFECTED BY THE CONSTRUCTION. el bailivi
SN RESg \ IR 2. DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED
] ~ e \ (R ] PROP. SAN. MH #2 (PUBLIC) ELECTRONIC COPIES.
PROP. COURSE YARD DRAINS DY . - ~. \ R\ i FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO
(TYP.- SEE PLANS BY N Y \ R LE.1.20N POLLUTION/EROSION CONTROL PLAN.
OTHERS) ) ™ . 2 | Vo i LE.-1.30 SW 3. SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
U - L _J\ I 1 OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.
RN N e T N ) 4. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
PROP. 24" STM HDPAPIPE SO . T Ress_ L HTNS ~ AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
SN -l Ay /] AN FOR THE CONTRACTOR'S CONVENIENCE AND THE E.OR. ASSUMES NO
RN S/ [/ RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
R P -7 N . 9P CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
e D & __________ == N\ < \ ~ LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.
\\ N ~ T NN \\ N C\] 5 ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
0, " r'd \
S PR B6LF @ 0.40% of 8" DUCTILE IRON 8. MAIﬁ(PUBLIC) N N . - P // ‘;BE@.g%ﬁ\l./M(PUBLIC) /,\\ \\\ \\ N ~ A OTHERWISE.
O\ =6 A\ F L iE 2N A8 N A NN = .
NC \\\\ - \\\ \\ a\ { ’o |.E(f-3.69Nw </’ N N ~< \\\ Z CITY NOTES: =z |—
S N 2 \ I1R:-3.79 S ~ \ N S == LIJ
SO\ ?\ \,
AN pp— \ e ‘ 1 1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS i Z
NN N RS 2 (@) TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF o L
RN N O RESTORATION DETAIL >
N 2. FORALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4" BUT NOT GREATER THAN %’ @)
N - = U o
NN SO Tt—-C N — WILL BE BEVELED TO MEET ADA REQUIREMENTS = O
AN ~== T X Ll -~ —
\\\ §§‘~\“_ 5\\\ ' m I —I CU
PROP. LAKE 6 NN PROP.OUTFAT~~~ AL\ LL LLl w .8
N IE. = (-) 0.67 ~n N \\ T — > e
NS e ~ O\ GOLF COURSE HATCH LEGEND LL o
~ Seme \\ \ \ @ U) Z LIJ —
‘\ \\~\\> \\ i ‘, LLl - PROP. 4" CONC. CART (_D ') L
N e ) PATH 0 -
S~ N - s ) Ll w -
~ - S // = _I
. ¢ 7, c ) PROP. 4" CONC. LL o 8
\ ! SIDEWALK WALKING 1 < w =
LLl PATH = X v =
Z PROP. NEW LAKE AREA O LLl % o)
z — E I
T @ S
GREEN ( )
— POD HATCH LEGEND (SHOWN % L
N PROP. NEW LAKE AREA 7 3 < FOR REFERENCE - NOT IN GOLF —~
o) \ —= = COURSE PROJECT SCOPE) 8 8
N
\
N \
\ — ]
N \ SYMBOL |DESCRIPTION
\ > PROP. SITEC
N N N\ PARCEL LINE
CONCRETE SIDEWALK
—_——— N
> N
. -~ \,
o ’\6\ \\ \ N e VEHICULAR RATED CONCRETE
SR N N \ \ EARWAY PAVERS
Y - \ \ \ e
< .-.‘..f\\\\ \ N \ \\\ ]
N iy ~ 0\ N ~ = STONE PAVERS
Ko ~— \ ~ . 35
& LS TN~ ~ ~ -~ (1
§ Ry g \ N a8
. N N e POOL DECK CONCRETE
R e - N = > PAVERS
Sy 3 = N
& TN
< s S e =
PROP. DRAINAGE PROPOSED BY & § 2 s N WOOD DECK
N 46TH AVE EAST (SITE C) 2 LY s
DRAINAGE PLANS. SHOWN HERE Ok e
FOR REFERENCE = LN
= NN CRUSHED SEASHELL
R~ | ey e — S
= .-7-.'...‘."’,‘ L = 3 -'“'
‘. v.\“_— / v b e
T S e TT Toa? ¢
EXIST. CHAIN LINK /
FENCE TO BE REPLACED - EXIST. SAN. MH #EX-1 (PUBLIC)
REFER TO PLANS BY OTHERS EXIST. R.E.:1.88' TO BE ADJUSTED TO

PROP. R.E.-3.56
EXIST. |.E. :(-)0.42'(SE - TO BE PATCHED AND PIPE REMOVED)

EXIST. L.E.:(-)4.27'(NW - TO BE PATCHED AND PIPE REMOVED)

EXIST. L.E.:(-}4.42(SW)
CORE FOR
PROP. |.E.-4.32 N

PEDESTRIAN CONCRETE
PAVERS

SYNTHETIC LAWN
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Always call 811 two full business days before you dig to
have underground utilities located and marked.
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\ N
X \ —_—
== Tommee— —
i
-
L}
SITEE
(REFER TO CLUBHOUSE &
L) VILLAS PROJECT)
1 L)
|| | |

PROP. SANITARY SEWER PIPE
PROP. ROUND

SS SS
PROP. WATER PIPE BASIN INLET TOP
w

w
EXIST. WATER PIPE
—WE — = WE) —
EXIST. SANITARY SEWER PIPE
—ss(E) — — — —ss()) — — ———
EXIST. STORM PIPE o PROP. CLEAN OUT
—STM(E)— — — —STM(E)— — ————
EXIST. ATT UNDERGROUND PROP. DRAINAGE PIPE
—ATT(E)— — — —ATT(E)— — ’

EXIST. BROWARD TRAFFIC COMMUNICATIONS L ]
————————— — BCTEDCO(E) — — —————————

PROP. ROUND BASIN
MANHOLE TOP

EXIST. BROWARD FIBER OPTIC ©  PROP. GOLF COURSE
- — BgcTEDFOE) — — — AREA DRAIN (REFER
EXIST. COMCAST UNDERGROUND TO PLANS BY OTHERS)
—COM(Ey— — — —COM(E)}— — ————
EXIST. ELECTRICAL UNDERGROUND PROP. GRADING
TRE e e R e CONTOUR
EXIST. FIBER OPTIC UNDERGROUND ~ —— o
—FO(E) — — — —FOE) — — ————
EXIST. UNKNOWN UNDERGROUND EXIST. GRADES FOR
—UNKE)— — — —UNK(©)— — REFERENCE ONLY
EXIST. FPL UNDERGROUND
PP — RO — ABBREVIATIONS
EXIST. ELECTRICAL UNDERGROUND
—EE) — — — —E(E) — — ——— PROP. PROPOSED
EXIST. ATT UNDERGROUND EXIST.  EXISTING
S fGALi@f GROU s IE. INVERT ELEVATION
M.H. MANHOLE
EXIST. Oivif(';'jEﬁDi e CB. CATCH BASIN
D.W. DRAINAGE WELL
EXIST. TELEPHONE UNDERGROUND RE. RIM ELEVATION
L e G.E. GRATE ELEVATION

GENERAL PAVING AND GRADING NOTES:

1. CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W.

2. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

3. CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
SURFACE.

4. ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE

GENERAL DRAINAGE NOTES:

1. UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR
CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN
AFFECTED BY THE CONSTRUCTION.

2. DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED
FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO
POLLUTION/EROSION CONTROL PLAN.

3. SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.

4. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R. ASSUMES NO
RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

5. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

CITY NOTES:

1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS
TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF
RESTORATION DETAIL

2. FORALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4” BUT NOT GREATER THAN %%’

WILL BE BEVELED TO MEET ADA REQUIREMENTS

i ! e T e — 4 )

~
'!
'!

—— o T T X\ T T e

GOLF COURSE HATCH LEGEND

PROP. 4" CONC. CART
PATH

PROP. 4" CONC.
SIDEWALK WALKING
PATH

PROP. NEW LAKE AREA

POD HATCH LEGEND (SHOWN
FOR REFERENCE - NOT IN GOLF
COURSE PROJECT SCOPE)

SYMBOL |DESCRIPTION

CONCRETE SIDEWALK

VEHICULAR RATED CONCRETE
PAVERS

STONE PAVERS

POOL DECK CONCRETE
PAVERS

WOOD DECK

CRUSHED SEASHELL

PEDESTRIAN CONCRETE
PAVERS

SYNTHETIC LAWN

MATCHLINE - SEE SHEET CG-ENG-2.11

EXIST. CHAIN LINK
FENCE TO BE REPLACED -
REFER TO PLANS BY OTHERS

‘F\

PROP. COURSE/YARD DRAINS
(TYP./SEE PLANS §
OTHERS)

HOLE 1
FAIRWAY

MATCHLINE - SEE SHEET CG-ENG-2.14
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BTE REF DATE:  6-5-26
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DATE

#

June 5, 2026

THIS DOCUMENT HAS BEEN
DIGITALLY SIGNED AND
SEALED BY STEPHEN F. BOTEK,
P.E. ON THE DATE ADJACENT
TO THE SEAL.

PRINTED COPIES OF THIS
DOCUMENT ARE NOT
CONSIDERED SIGNED AND
SEALED AND THE SIGNATURE
MUST BE VERIFIED ON ANY
ELECTRONIC COPIES.

GOLF COURSE REDEVELOPMENT
Hollywood, Florida

COURSE CIVIL ENGINEERING PLAN
EMERALD HILLS

' Inc.

Botek Thurlow
Engineering,

3409 NW oth Avenue, Suite 1102, Ft. Lauderdale, FL 33309
www.botekthurlow-eng.com p: 954-568-0888 f: 954-568-0757

BTE PROJECT #
22-0401

Always call 811 two full business days before you dig to
have underground utilities located and marked.
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MATCHLINE - SEE SHEET CG-ENG-2.7

MATCHLINE - SEE SHEET CG-ENG-2.10
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FENCE TO BE REPLACED -
REFER TO PLANS BY OTHERS _ LEG E N D
A FAIRWAY ‘
PROP. SANITARY SEWER PIPE
= o P EXIST. CATCH BASIN |
______________ s R ST ‘ - - PROP ROUND.
‘‘‘‘‘‘‘ (ADJUST AS NEEDED)
XIST. INVERT ELEVATION:0.37(E) {] PROP. WATER PIPE 2]
EXIST. INVERT ELEVATION:0.07'(S) \ | w w %
. - e ‘ EXIST. VETWEER FiPIi e PROP. ROUND BASIN A
© © MANHOLE TOP @
SITE E PARCEL \ EXIST. SANITARY SEWER PIPE 5
— SS(E) — — — —SS(E) — — ————
EXIST. STORM PIPE o PROP. CLEAN OUT o
—SME)— — — —SME)— — ——
PROP. 8' CART PATH (TYP.) EXIST. ATT UNDERGROUND PROP. DRAINAGE PIPE
—ATTE)— — — —ATI(E)— — ————
EXIST. BROWARD TRAFFIC COMMUNICATIONS L ]
e - — BCTEDCO(E) — — ———————
" _ EXIST. BROWARD FIBER OPTIC ©  PROP.GOLF COURSE
7" S ~_ -~ e - — BCTEDFO(E) — — ——— AREA DRAIN (REFER
PROP. COURSE YARD DRAINS - EXIST. CHAIN LINK
\ {TYP. . SEE PLANS BY - FENCE To Bt RemLAGED EXIST. C£)MCASl UﬁDEiRGEOUNDi B TO PLANS BY OTHERS)
PROP. GOLF COURSE CART PATH TO CONNECT TO OTHERS) - REFER TO PLANS BY #THERS COM(E) COM(E) E— L
REDEVELOPMENT LIMIT OF PROP. CART ACCESSIBLE  \"WASTE" AREA FOR DRIVING EXIST. ELECTRICAL UNDERGROUND PROP. GRADING =
WORK "WASTE" AREA BOUNDARY RANGE —E® - — — —ae - — —— CONTOUR <
EXIST. FIBER OPTIC UNDERGROUND - ———— o
e — FO(E) — — — —FO(E) — — ————
_______ EXIST. UNKNOWN UNDERGROUND EXIST. GRADES FOR H:
STEE | e e N\ - e Syt N Y e~ N NNtV T TUNK(E)— o UK () REFERENCE ONLY
(REFERTOCLUBHOUSE& | e g ooyt << =SS/ N \N N\N\= /J [f——————-— EXIST. FPL UNDERGROUND
VILLAS PROJECT) —FPLE)— — — —FPLE)— — ————— ABBREVIATIONS
EXIST. ELECTRICAL UNDERGROUND
e o T T O
EXIST. CATCH BASIN EXIST. ATT UNDERGROUND :
EXIST. GRATE ELEVATION:2.97' —GAS(E)— — — —GAS(E)— — I.E. INVERT ELEVATION
(ADJUST AS NEEDED) M.H. MANHOLE
EXIST. INVERT ELEVATION:0.05'(E) EXIST. OVERHEAD CB. CATCH BASIN
Siet e ccToNort) e DG T T B DRANAGEWEL
- 0. EXIST. TEI_TELF(’SIONE UNDERGEE%ND RE. RIM ELEVATION
o - o G.E. GRATE ELEVATION
=]
fits DRIVING GENERAL PAVING AND GRADING NOTES:
RANGE
/
/ / TEE 1. CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
/ // \_’/ SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
S / / —— INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W. June 5, 2026
N R / —_———- 2. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
S REDEVELOPMENT LIMIT OF / / OTHERWISE.
~ S N WORK / / 3. CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
m~~
N SURFACE. THIS DOCUMENT HAS BEEN
~ _ N DIGITALLY SIGNED AND
~ 4. ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE SEALED BY STEPHEN F. BOTEK,
PROP. GOLF, COURSE P.E. ON THE DATE ADJACENT
\ REDEVELOPMENT LIMIT OF TO THE SEAL.
WORK P — GENERAL DRAINAGE NOTES:
PRINTED COPIES OF THIS
_— DOCUMENT ARE NOT
'+ ovcomenovr cowTruow e oo esroineron | ot
SEALED AND THE SIGNATURE
\ SITE E PARCEL - AFFECTED BY THE CONSTRUCTION. MUST BE VERIFIED ON ANY
| LINE _ \4\ 2. DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED ELECTRONIC COPIES.
- FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO
POLLUTION/EROSION CONTROL PLAN.
*&'—EEE‘ 3. SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.
/”” 4. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
_ 1 AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
_1 e ———=— 7 - - P&%&%ﬁé?gﬁ:?ggﬁﬁ&gé — FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R. ASSUMES NO
- = DS SN ShE For ( RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
%@ £ 5 REFERENCE CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.
5. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
SITE E PARCEL OTHERWISE.
LINE
, - CITY NOTES:

MATCHLINE - SEE SHEET CG-ENG-2.15

(NRESN |
(NR
- SITE E PARCEL \ SITEE
LINE (REFER TO CLUBHOUSE & ! ~ 1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS
I D VILLAS PROJECT) PROP.8 CART PATH 1YP) —, % TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF LLl
| | REFER TO CLUBHOUSE PLANS FOR 8 RESTORATION DETAIL = 2
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WORK 4 = & — oY O
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N SITE E PARCEL PATH <C Z,
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= E I
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PROP. OUTFALL - REFER
TO CLUBHOUSE (SITE E)
DRAINAGE PLANS SYMBOL |DESCRIPTION
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PROP. GOLF COURSE
REDEVELOPMENT LIMIT OF
WORK

BTE PROJECT #
22-0401

150

—— e —— PROJECT DATE:

GRAPHIC SCALE IN FEET 0-5-2024

(REFER TO N 40TH AVE
PROJECT)

SITE D PARCEL LINE

EXIST. OUTFALL PIPE
LE. = (-)1.42

TO BE EXTENDED TO NEW LAKE
LIMIT

Always call 811 two full business days before you dig to
have underground utilities located and marked. SHEET #
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MATCHLINE - SEE SHEET CG-ENG-2.12
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PROP. GOLF COURSE
REDEVELOPMENT LIMIT OF

WORK
\
\

PROP. OUTFALL - REFER
TO N 40TH AVE (SITE D)
DRAINAGE PLANS

PROP. NEW LAKE AREA
(TYP)

PROP. OUTFALL FROM N
40TH AVE PROJECT

PROP. GOLF COURSE
REDEVELOPMENT LIMIT OF
WORK

SITED
(REFER TO N 40TH AVE
PROJECT)

PROP. 8' CART PATH (TYP.)

PROP. DRAINAGE PROPOSED BY
THE N 40TH AVE PROJECT.

SHOWN HERE FOR REFERENCE
(TYP.)

|
SITE D PARCEL / ]
/ LINE

MATCHLINE - SEE SHEET CG-ENG-2.11

| BTE REF DATE: 6-5-26
' LEGEND
3 PROP. SANITARY SEWER PIPE
s s PROP. ROUND
I PROP. WATER PIPE BASIN INLET TOP »
w w Z
l EXIST. WATER PIPE PROP. ROUND BASIN o
—WEH — — — — W) — — ——— ' n
MANHOLE TOP 2]
EXIST. SANITARY SEWER PIPE =
—sS(f) — — — —ss(e) — — ——— L
EXIST. STORM PIPE ©  PROP.CLEAN OUT o
L} —STME)— — — —STME)— — ————
| EXIST. ATT UNDERGROUND PROP. DRAINAGE PIPE
| —ATT(E)— — — —AT(E)— — ’
EXIST. BROWARD TRAFFIC COMMUNICATIONS [ ]
- — BCTEDCO(E) — — —-——
EXIST. BROWARD FIBER OPTIC ©  PROP.GOLF COURSE
- — gcTEDFOE) — — — AREA DRAIN (REFER
EXIST. COMCAST UNDERGROUND TO PLANS BY OTHERS)
—COM(E)}— — — —COM(E)— — ——— L
| EXIST. ELECTRICAL UNDERGROUND PROP. GRADING [ —
| —aO— — = —aO = — CONTOUR <
EXIST. FIBER OPTIC UNDERGROUND ~ —— oo -
— FO(E) — — — —FOE) — — ————
EXIST. UNKNOWN UNDERGROUND EXIST. GRADES FOR H
—UNK(Ey— — — —UNK(E)— — REFERENCE ONLY
EXIST. FPL UNDERGROUND
| PO e ABBREVIATIONS
EXIST. ELECTRICAL UNDERGROUND
() | — E(E) — — — —E([E) — — —— PROP. PROPOSED
EXIST. ATT UNDERGROUND EXIST.  EXISTING
- S 7@}1@7 GROU Do IE. INVERT ELEVATION
N M.H. MANHOLE
EXIST. OVERHEAD
e e CB. CATCH BASIN
D.W. DRAINAGE WELL
EXIST. TELEPHONE UNDERGROUND RE. RIM ELEVATION
| L TEE— o T ERE GE. GRATE ELEVATION
'3
= GENERAL PAVING AND GRADING NOTES:
L 1. CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
> SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
| INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W. J 5 2026
< 2. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED une o,
' | OTHERWISE.
I 3. CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
}— SURFACE. THIS DOCUMENT HAS BEEN
o 4. ALL ADA MATS/DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE DIGITALLY SIGNED AND
SEALED BY STEPHEN F. BOTEK,
< P.E. ON THE DATE ADJACENT
TO THE SEAL.
| Z GENERAL DRAINAGE NOTES:
| PRINTED COPIES OF THIS
1. UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR co?lngUEhai':’Ts?gsENDOIND
CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN S O UnE
AFFECTED BY THE CONSTRUCTION. MUST BE VERIFIED ON ANY
s 2. DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED ELECTRONIC COPIES.
FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO
| POLLUTION/EROSION CONTROL PLAN.
| 3. SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
2 OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.
4, ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R. ASSUMES NO
RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
| CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
| LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.
5,
[ 1 i‘

ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

CITY NOTES:

1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS
TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF
RESTORATION DETAIL

FOR ALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4” BUT NOT GREATER THAN 2"
WILL BE BEVELED TO MEET ADA REQUIREMENTS
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EXIST. SANITARY SEWER PIPE MANHOLE TOP
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EXIST. STORM PIPE ©  PROP.CLEAN OUT
—SM(E)— — — —STM(E)— — ————
EXIST. ATT UNDERGROUND PROP. DRAINAGE PIPE
—ATT(E)— — — —ATI(E)— — ——
EXIST. BROWARD TRAFFIC COMMUNICATIONS [ ]
- — BCTEDCO(E) — — —
EXIST. BROWARD FIBER OPTIC ©  PROP. GOLF COURSE
- — BCTEDFOE) — — ———————— AREA DRAIN (REFER
EXIST. COMCAST UNDERGROUND TO PLANS BY OTHERS)
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EXIST. ELECTRICAL UNDERGROUND

—ELE) — — — —EE — — ———

PROP. GRADING

CONTOUR
EXIST. FIBER OPTICUNDERGROUND ~ ——————m
—FO(E) — — — —FO(E) — — ———
EXIST. UNKNOWN UNDERGROUND EXIST. GRADES FOR
—UNK(E)— — — —UNK(E)— — —— REFERENCE ONLY
EXIST. FPL UNDERGROUND
—FLE— — — PO ABBREVIATIONS
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— B — — — —E(E) — — ——— PROP. PROPOSED
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EXIST. OVERHEAD . Rbr
oHE o D.W. DRAINAGE WELL
EXIST. TELEPHONE UNDERGROUND RE. RIM ELEVATION
—EEO— o T ERE s e G.E. GRATE ELEVATION

GENERAL PAVING AND GRADING NOTES:

1. CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W.

2. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

3. CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
SURFACE.

4. ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE

GENERAL DRAINAGE NOTES:

1. UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR
CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN
AFFECTED BY THE CONSTRUCTION.

2. DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED
FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO
POLLUTION/EROSION CONTROL PLAN.

3. SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.

4. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R. ASSUMES NO
RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

5. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

CITY NOTES:

1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS
TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF
RESTORATION DETAIL

2. FORALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4” BUT NOT GREATER THAN %’

WILL BE BEVELED TO MEET ADA REQUIREMENTS

GOLF COURSE HATCH LEGEND

- PROP. 4" CONC. CART
PATH

PROP. 4" CONC.
SIDEWALK WALKING
PATH

PROP. NEW LAKE AREA

POD HATCH LEGEND (SHOWN
FOR REFERENCE - NOT IN GOLF
COURSE PROJECT SCOPE)

SYMBOL |DESCRIPTION

CONCRETE SIDEWALK

VEHICULAR RATED CONCRETE
PAVERS

STONE PAVERS

POOL DECK CONCRETE
PAVERS

WOOD DECK

CRUSHED SEASHELL

PEDESTRIAN CONCRETE
PAVERS

SYNTHETIC LAWN
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Always call 811 two full business days before you dig to
have underground utilities located and marked.
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PROP. GRADING
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GENERAL PAVING AND GRADING NOTES:

1. CONTRACTOR TO RESTORE ALL EXISTING PAVEMENT, PAVEMENT MARKINGS,
SIDEWALK, LANDSCAPING, IRRIGATION, ETC. DAMAGED DURING CONSTRUCTION
INCLUDING ANY DAMAGE TO EXISTING ROADWAY IN PUBLIC R.O.W.

2. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

3. CROSSWALKS AND HC RAMPS TO CONFORM TO ADA W/ DETECTABLE WARNING
SURFACE.

4. ALL ADA MATS / DETECATBLE WARNINGS ARE TO BE CAST-IN-PLACE

GENERAL DRAINAGE NOTES:

1. UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR
CLEANING ALL EXISTING DRAINAGE WITHIN THE RIGHT OF WAY THAT HAS BEEN
AFFECTED BY THE CONSTRUCTION.

2. DURING CONSTRUCTION ACTIVITIES INLET PROTECTION SHALL BE PROVIDED
FOR ALL DRAINAGE INLETS ADJACENT TO THE PROJECT SITE. REFER TO
POLLUTION/EROSION CONTROL PLAN.

3. SHOULD DEWATERING BE REQUIRED, CONTRACTOR IS RESPONSIBLE FOR
OBTAINING REQUIRED AGENCY APPROVALS AND OR PERMITS.

4. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST
AVAILABLE INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS
FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R. ASSUMES NO
RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION
CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES'
LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

5. ALL ELEVATIONS SHOWN HEREON REFER TO NAVD 1988 UNLESS NOTED
OTHERWISE.

CITY NOTES:

1. ALL SWALES TO BE RESTORED IN THE ROW SHOULD BE RESTORED WITH GRASS
TO THE CITY OF HOLLYWOOD TYPICAL SWALE GRADING DETAIL AND TURF
RESTORATION DETAIL

2.  FORALL ADA ACCESSIBLE ROUTES, ANY LIP FROM 1/4” BUT NOT GREATER THAN 72’
WILL BE BEVELED TO MEET ADA REQUIREMENTS

GOLF COURSE HATCH LEGEND

- PROP. 4" CONC. CART
PATH

PROP. 4" CONC.
SIDEWALK WALKING
PATH

PROP. NEW LAKE AREA

POD HATCH LEGEND (SHOWN
FOR REFERENCE - NOT IN GOLF
COURSE PROJECT SCOPE)

SYMBOL |DESCRIPTION

CONCRETE SIDEWALK

VEHICULAR RATED CONCRETE
PAVERS

STONE PAVERS

POOL DECK CONCRETE
PAVERS

WOOD DECK

CRUSHED SEASHELL

PEDESTRIAN CONCRETE
PAVERS

SYNTHETIC LAWN
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MATCHLINE - SEE SHEET CG-ENG-3.2

DEMOLITION NOTES:

1. CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR TO
MOBILIZATION.

2. CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.

3. ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE LINES.

4. ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS FALLING OVER
THE PROPERTY LINES.

5. ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND WATER
RUNOFF FROM THE SITE. (L.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO CONTROL DUST AND
FLYING DEBRIS.)

6. WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND APPROVAL BY
THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.

7. CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION. CONTRACTOR
SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER TO INSPECT AND APPROVE
OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.

8. CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE GROUND
ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.

9. ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY

10. EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED AND CAPPED
AT THE ROW LINE PER CITY STANDARDS

GENERAL NOTES:

1. THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.) DEMOLITION
ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE COORDINATED BY THE
CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE

2. REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION, RELOCATION
AND/OR ABANDONMENT INFORMATION AND DETAILS

3. REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION

4. REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION

5. CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND THEY ARE
RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH, COMCAST, ETC.)
PRIOR TO BEGINNING DEMOLITION.

6.  ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN

7. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE INFORMATION. THE
EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S CONVENIENCE AND THE E.O.R.
ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE COMMENCING CONSTRUCTION

CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL EXISTING UTILITIES' LOCATIONS AND DEPTHS,
AND NOTIFY E.O.R. OF ANY CONFLICTS.

SIDEWALKS / CART PATHS
TO BE REMOVED (TYP.)

-

HATCH LEGEND
7<=
I |  PROP. LAKE REMOVAL
| S |
D PROP. NEW LAKE AREA
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Always call 811 two full business days before you dig to
have underground utilities located and marked.
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GENERAL NOTES:

CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.
CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.
ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.
ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (L.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)
WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.
CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.
CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.
ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY
EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS

1.

MATCHLINE - SEE SHEET CG-ENG-3.4

THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.)
DEMOLITION ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE
COORDINATED BY THE CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE
REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION,
RELOCATION AND/OR ABANDONMENT INFORMATION AND DETAILS

REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION
REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION
CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND
THEY ARE RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH,
COMCAST, ETC.) PRIOR TO BEGINNING DEMOLITION.
ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN
ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE
INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S
CONVENIENCE AND THE E.O.R. ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE
COMMENCING CONSTRUCTION CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL
EXISTING UTILITIES' LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.
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Always call 811 two full business days before you dig to

have underground utilities located and marked.
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1.

GENERAL NOTES:

CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.

CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.
ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.

ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (L.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)

WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.
CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.
CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.
ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY

EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS

1.

&>

s

MATCHLINE - SEE SHEET CG-ENG-3.5

THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.)
DEMOLITION ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE
COORDINATED BY THE CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE
REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION,
RELOCATION AND/OR ABANDONMENT INFORMATION AND DETAILS

REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION
REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION

CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND
THEY ARE RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH,
COMCAST, ETC.) PRIOR TO BEGINNING DEMOLITION.

ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN
ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE
INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S
CONVENIENCE AND THE E.O.R. ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE
COMMENCING CONSTRUCTION CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL
EXISTING UTILITIES' LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.
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Always call 811 two full business days before you dig to
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DEMOLITION NOTES:

1. CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.

2. CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.

3. ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

4. ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.

5. ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (L.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)

6. WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.

7. CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.

8. CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.

9. ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY

10. EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS

GENERAL NOTES:

1. THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.)
DEMOLITION ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE
COORDINATED BY THE CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE

2. REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION,
RELOCATION AND/OR ABANDONMENT INFORMATION AND DETAILS

3. REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION

4. REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION

5. CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND
THEY ARE RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH,
COMCAST, ETC.) PRIOR TO BEGINNING DEMOLITION.

6. ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN

7. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE
INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S
CONVENIENCE AND THE E.O.R. ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE
COMMENCING CONSTRUCTION CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL
EXISTING UTILITIES' LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

150

GRAPHIC SCALE IN FEET

Always call 811 two full business days before you dig to
have underground utilities located and marked.
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DEMOLITION NOTES:

CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.

CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.

ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.

ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (L.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)

WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.
CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.
CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.

ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY

EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS

GENERAL NOTES:

1.

MATCHLINE - SEE SHEET CG-ENG-3.6

THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.)
DEMOLITION ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE
COORDINATED BY THE CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE
REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION,
RELOCATION AND/OR ABANDONMENT INFORMATION AND DETAILS

REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION

REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION

CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND
THEY ARE RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH,
COMCAST, ETC.) PRIOR TO BEGINNING DEMOLITION.

ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN
ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE
INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S
CONVENIENCE AND THE E.O.R. ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE
COMMENCING CONSTRUCTION CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL
EXISTING UTILITIES' LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.
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GRAPHIC SCALE IN FEET

Always call 811 two full business days before you dig to
have underground utilities located and marked.
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MATCHLINE - SEE SHEET CG-ENG-3.8

HATCH LEGEND
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I ! PROP. LAKE REMOVAL
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PROP. NEW LAKE AREA
DEMOLITION NOTES:

1. CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.

2. CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.

3. ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

4. ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.

5. ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (L.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)

6. WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.

7. CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.

8. CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.

9. ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY

10. EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS

GENERAL NOTES:

1. THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.)
DEMOLITION ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE
COORDINATED BY THE CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE

2. REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION,
RELOCATION AND/OR ABANDONMENT INFORMATION AND DETAILS

3. REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION

4. REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION

5. CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND
THEY ARE RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH,
COMCAST, ETC.) PRIOR TO BEGINNING DEMOLITION.

6. ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN

7. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE
INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S
CONVENIENCE AND THE E.O.R. ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE
COMMENCING CONSTRUCTION CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL
EXISTING UTILITIES' LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.
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Always call 811 two full business days before you dig to
have underground utilities located and marked.
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DEMOLITION NOTES:

1. CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.

2. CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.

3. ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

4. ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.

5. ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (L.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)

6. WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.

7. CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.

8. CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.

9. ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY

10. EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS

GENERAL NOTES:

1. THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.)
DEMOLITION ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE
COORDINATED BY THE CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE

2. REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION,
RELOCATION AND/OR ABANDONMENT INFORMATION AND DETAILS

3. REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION

4. REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION

5. CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND
THEY ARE RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH,
COMCAST, ETC.) PRIOR TO BEGINNING DEMOLITION.

6. ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN

7. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE
INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S
CONVENIENCE AND THE E.O.R. ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE
COMMENCING CONSTRUCTION CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL
EXISTING UTILITIES' LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

MATCHLINE - SEE SHEET CG-ENG-3.12
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Always call 811 two full business days before you dig to
have underground utilities located and marked.
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REVISIONS

1. CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.

2. CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.

3. ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

4. ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.

5. ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (L.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)

6. WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.

7. CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.

8. CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.

9. ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY

10. EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS
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DEMOLITION NOTES:

1. CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.

2. CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.

3. ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

4. ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.

5. ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (I.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)

6. WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.

7. CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.

8. CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.

9. ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY

10.  EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS

GENERAL NOTES:

1. THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.)
DEMOLITION ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE
COORDINATED BY THE CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE

2. REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION,
RELOCATION AND/OR ABANDONMENT INFORMATION AND DETAILS

3. REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION

4. REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION

5. CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND
THEY ARE RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH,
COMCAST, ETC.) PRIOR TO BEGINNING DEMOLITION.

6.  ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN

7. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE
INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S
CONVENIENCE AND THE E.O.R. ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE
COMMENCING CONSTRUCTION CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL
EXISTING UTILITIES' LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

COURSE SITE DEMOLITION PLAN
EMERALD HILLS
GOLF COURSE REDEVELOPMENT
Hollywood, Florida

' Inc.

Botek Thurlow
Engineering,

3409 NW oth Avenue, Suite 1102, Ft. Lauderdale, FL 33309
www.botekthurlow-eng.com p: 954-568-0888 f: 954-568-0757
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DEMOLITION NOTES:

HATCH LEGEND

| Sz |
I ! PROP. LAKE REMOVAL

oL 4

PROP. NEW LAKE AREA

GENERAL NOTES:

CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.
CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.
ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.
ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (L.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)
WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.
CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.
CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.
ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY
EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS

1.

THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.)
DEMOLITION ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE
COORDINATED BY THE CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE
REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION,
RELOCATION AND/OR ABANDONMENT INFORMATION AND DETAILS

REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION
REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION
CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND
THEY ARE RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH,
COMCAST, ETC.) PRIOR TO BEGINNING DEMOLITION.
ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN
ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE
INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S
CONVENIENCE AND THE E.O.R. ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE
COMMENCING CONSTRUCTION CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL
EXISTING UTILITIES' LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.
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DEMOLITION NOTES:

HATCH LEGEND

| Sz |
I ! PROP. LAKE REMOVAL

oL 4

PROP. NEW LAKE AREA

GENERAL NOTES:

CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.

CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.
ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.

ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (L.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)

WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.
CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.
CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.
ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY

EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS

1.

THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.)
DEMOLITION ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE
COORDINATED BY THE CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE
REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION,
RELOCATION AND/OR ABANDONMENT INFORMATION AND DETAILS

REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION
REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION

CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND
THEY ARE RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH,
COMCAST, ETC.) PRIOR TO BEGINNING DEMOLITION.

ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN
ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE
INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S
CONVENIENCE AND THE E.O.R. ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE
COMMENCING CONSTRUCTION CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL
EXISTING UTILITIES' LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.
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DEMOLITION NOTES:

1. CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.

2. CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.

3. ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

4. ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.

5. ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (L.E. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)

6. WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.

7. CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.

8. CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.

9. ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY

10. EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS

GENERAL NOTES:

1. THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.)
DEMOLITION ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE
COORDINATED BY THE CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE

2. REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION,
RELOCATION AND/OR ABANDONMENT INFORMATION AND DETAILS

3. REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION

4. REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION

5. CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND
THEY ARE RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH,
COMCAST, ETC.) PRIOR TO BEGINNING DEMOLITION.

6. ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN

7. ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE
INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S
CONVENIENCE AND THE E.O.R. ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE
COMMENCING CONSTRUCTION CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL
EXISTING UTILITIES' LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.
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GRAPHIC SCALE IN FEET

Always call 811 two full business days before you dig to
have underground utilities located and marked.

BTE REF DATE:  6-5-26

REVISIONS

DATE

#

June 5, 2026

THIS DOCUMENT HAS BEEN
DIGITALLY SIGNED AND
SEALED BY STEPHEN F. BOTEK,
P.E. ON THE DATE ADJACENT
TO THE SEAL.

PRINTED COPIES OF THIS
DOCUMENT ARE NOT
CONSIDERED SIGNED AND
SEALED AND THE SIGNATURE
MUST BE VERIFIED ON ANY
ELECTRONIC COPIES.

COURSE SITE DEMOLITION PLAN
EMERALD HILLS
GOLF COURSE REDEVELOPMENT
Hollywood, Florida

Inc.

[ ]
3409 NW oth Avenue, Suite 1102, Ft. Lauderdale, FL 33309

Botek Thurlow
ineering,

Eng

www.botekthurlow-eng.com p: 954-568-0888 f: 954-568-0757

BTE PROJECT #
22-0401

PROJECT DATE:
6-5-2024

SHEET #

CG-ENG-3.14

PRELIMINARY PLANS - NOT FOR CONSTRUCTION



MATCHLINE - SEE SHEET CG-ENG-3.11

EXIST. CHAIN LINK
\‘ FENCE TO BE REPLACED -
\ REFER TO PLANS BY OTHERS
i

EXIST. CATCH BASIN

EXIST. GRATE ELEVATION:2.61' (ADJUST AS
NEEDED)

EXIST. INVERT ELEVATION:-1.24'(S)
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DEMOLITION NOTES:

1.

2.

CONTRACTOR SHALL SECURE ALL APPLICABLE PERMITS FOR DEMOLITION OF THE SITE PRIOR
TO MOBILIZATION.

CONTRACTOR SHALL OBTAIN UNDERGROUND UTILITY LOCATIONS PRIOR TO BEGINNING WORK.
RELOCATIONS SHALL BE OBTAINED WHEN THE INITIAL LOCATIONS EXPIRE.

ALL CAPPING SHALL BE INSPECTED AND APPROVED BY THE PUBLIC UTILITY OWNING THE
LINES.

ALL PREMISES AND EXTERIOR PROPERTY LINES SHALL BE PROTECTED AGAINST DEBRIS
FALLING OVER THE PROPERTY LINES.

ALL APPLICABLE ORDINANCES SHALL BE FOLLOWED AS THEY RELATE TO AIR, NOISE AND
WATER RUNOFF FROM THE SITE. (LE. ALL RUBBLE SHALL BE WATERED CONTINUOUSLY TO
CONTROL DUST AND FLYING DEBRIS.)

WHEN PLUGGING EXISTING SEWER SERVICES, CONTRACTOR SHALL FORWARD AS-BUILT PLANS
PREPARED BY A LICENSED SURVEYOR AT THE CONTRACTORS EXPENSE FOR REVIEW AND
APPROVAL BY THE CITY AND/OR ENGINEER. VERIFY HORIZONTALLY AND VERTICALLY.
CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES PRIOR TO MOBILIZATION.
CONTRACTOR SHALL NOTIFY E.O.R. WHEN MEASURES ARE INSTALLED TO ALLOW ENGINEER
TO INSPECT AND APPROVE OF METHODS PRIOR TO BEGINNING DEMOLITION OPERATION.
CONTRACTOR SHALL VISIT THE SITE TO VERIFY THE SCOPE OF THIS PROJECT. ANY ABOVE
GROUND ITEMS ON THE SITE BUT NOT SHOWN SHALL BE INCLUDED IN THE BID.

ASPHALT, PAVERS, AND ROCK TO BE REMOVED AND DISPOSED OF PROPERLY

EXISTING SANITARY SEWER SERVICES HAVE NOT BEEN LOCATED BUT ARE TO BE REMOVED
AND CAPPED AT THE ROW LINE PER CITY STANDARDS

ALL EXIST. ON-SITE
SIDEWALKS / CART PATHS
TO BE REMOVED (TYP.)

GENERAL NOTES:

1.

THIS PLAN IS TO DEPICT PROPOSED SITE (WATER, SANITARY, STORM, ASPHALT, CURB, ETC.)
DEMOLITION ONLY. FRANCHISED UTILITIES (OVERHEAD AND UNDERGROUND) ARE TO BE
COORDINATED BY THE CONTRACTOR (SEE NOTE #5) AND ARE NOT INCLUDED IN THIS SCOPE
REFER TO CIVIL ENGINEERING PLANS FOR MORE DIRECTION ON UTILITY DEMOLITION,
RELOCATION AND/OR ABANDONMENT INFORMATION AND DETAILS

REFER TO BUILDING DEMOLITION PLANS FOR BUILDING DEMOLITION INFORMATION

REFER TO TREE DISPOSITION PLAN FOR ANY LANDSCAPING DEMOLITION

CONTRACTOR IS VERIFY THAT ALL SERVICES TO THE SITE HAVE BEEN DISCONTINUED AND
THEY ARE RESPONSIBLE FOR OBTAINING ALL UTILITY COMPANY RELEASES (FPL, BELLSOUTH,
COMCAST, ETC.) PRIOR TO BEGINNING DEMOLITION.

ALL SERVICES TO ADJACENT PROPERTIES NOT SCHEDULED FOR DEMOLITION ARE TO REMAIN
ALL EXISTING UTILITIES SHOWN ON THIS PLAN ARE BASED ON THE BEST AVAILABLE
INFORMATION. THE EXISTING UTILITY INFORMATION SHOWN HERE IS FOR THE CONTRACTOR'S
CONVENIENCE AND THE E.O.R. ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. BEFORE
COMMENCING CONSTRUCTION CONTRACTOR TO CALL FOR UTILITY LOCATES, VERIFY ALL
EXISTING UTILITIES' LOCATIONS AND DEPTHS, AND NOTIFY E.O.R. OF ANY CONFLICTS.

MATCHLINE - SEE SHEET CG-ENG-3.14
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BTE REF DATE:  6-5-26
NON-WOVEN GEOSYNTHETIC FABRIC
FENCE POST /
(WOOD OR STEEL) -
,.\I\ u FABRIC
6 M'N T
- SECURE FILTER = %)
7\ FABRIC TO s =z
FRAME AND INLET FILTER 2 o
BACKFILL AFTER GRATE INSTALLATION @
INSTALLATION WITHOUT FRAME =
NLET FILTER AND GRATE _ SUPPLY WATER TO WASH &
— WHEELS IF NECESSARY
DIG 4" WIDE & 4" DEEP TRENCH, z .
BURY BOTTOM 8" OF FABRIC, AND - o E
WIRE SUPPORT - MOULD ANCHOR WITH COMPACTED 2 N3 &
6'%6", 515 GA. 49 #1100 SQ. BACKFILL MATERIAL =
FT. WELD WIRE
SUPPORT. EXTEND 6"
MIN. AT SIDES
- ;
. SILT FENCE SECTION <
NOTES: NOT TO SCALE 5 MIN. 45'MIN.
7. CONTRACTOR IS TO CLEAN INLET FILTER AFTER EVERY STORM. | |
2. CONTRACTOR TO REMOVE FABRIC JUST PRIOR TO PAVING.
3. ASEDIMENT TRAP WILL BE EXCAVATED BEHIND THE CURB AT THE INLET. THE BASIN SHALL BE AT LEAST 12 TO 14" IN **
DEPTH. APPROXIMATELY 36" IN WIDTH, AND APPROXIMATELY 7 TO 10 FEET IN LENGTH PARALLEL TO THE CURB. . . ﬁ E
4. STORM WATE WILL REACH THE SEDIMENT TRAP VIA CURB CUTS ADJACENT TO EACH SIDE OF THE INLET STRUCTURE.
THESE OPENINGS SHALL BE AT LEAST 12 INCHES IN LENGTH. STORM WATER MAY ALSO REACH THE BASIN VIA OVERLAND
FLOW LAND AREA BEHIND THE CURB. THE CUR B CUTS SHALL BE REPAIRED WHEN THE SEDIMENT TRAP IS REMOVED. PLACE THE END POST
OF THE SECOND FENCE I
INSIDE THE END POST ]
E! _— OF THE FIRST FENCE
INLET FILTER DETAIL POSSIBLE (APPROXIMATE)
NTS

cimon o oo sy STABILIZED
S G S
m , CLOGKWSE DIREGTION TO SITE ACCESS DURING CONSTRUCTION EXIT
CREATE A TIGHT SEAL
WITH THE FABRIC MATERIAL

CONSTRUCTION. ACCESS NTS

OPENINGS TO BE EQUIPPED WITH
DIRECTION OF RUNOFF WATERS RUMBLE STRIPS OR OTHER
} } ) ORIVE BOTH POSTS ABOUT EQUIVALENT EROSION CONTROL
—M 18 INGHES INTO THE TRUCK ACCESS MEASURES. SEE CONSTRUCTION
GROUND AND BURY FLAP ROUTE (TYP.) EXIT DETAIL

ATTACHING TWO SILT FENCES

NOT TO SCALE June 5, 2026
THIS DOCUMENT HAS BEEN
DIGITALLY SIGNED AND
“, SEALED BY STEPHEN F. BOTEK,
N P.E. ON THE DATE ADJACENT
.\V.‘----.--._--_.-----" [[roer | TO THE SEAL.
,4' PRINTED COPIES OF THIS
F| DOCUMENT ARE NOT
'\ CONSIDERED SIGNED AND
APPROXIMATE LOCATION OF \ S“EnﬁléETDBéNVDE;?FEESDI%NNA;:{}E
PROP. SILT FENCE (TYP.) \ APPROXIMATE LOCATION OF ELECTRONIC COPIES.
i PROP. SILT FENCE (TYP.)
P g
TEE E3 ALL IMPACTED (PROP. OR
B e | — EXIST.) CATCH BASINS AND
APPROXIMATE LOCATION OF INLETS TO BE EQUIPPED WITH
PROP. SILT FENCE (TYP.) POLLUTION CONTROL DEVICES
DURING CONSTRUCTION.

(TYPICAL; SEE NOTE 1)

=
POSSIBLE (APPROXIMATE)
— LOCATION OF PROPOSED SILT EQ;LT")V'EQTCJE%,&ZTB?SP@E \\\ S— 9 —
FENCE OPENING TO ALLOW ON ' S o P
. SITE ACCESS DURING INLETS TO BE EQUIPPED WITH s . i1
N 77T /N N NN T T ceEss DRG0 [ INLETSTOBEEQUIPPEDWITH - /0 o o f o f L —y e N N
POLLUTION CONTROL DEVICE .
: CONSTRUCTION:"ACCESS ° UDU?{lNCGOCONgTRUCﬂCONS e T e N B 8 >
i OPENINGS TO BE EQUIPPED WITH , ' ) e - —
] (TYPICAL; SEE NOTE 1) o - - o
POSSIBLE (APPROXIMATE) { RUMBLE STRIPS OR OTHER e z|l1N
LOCATION OF PROPOSED SILT : EQUIVALENT EROSION CONTROL ALL OUTFALLS IN o ] @)
FENCE OPENING TO ALLOW ON i MEASURES. SEE CONSTRUCTION T ORADJACENT TO ALL OUTFALLS IN OR ADJAGENT &) —1 @©
SITE ACCESS DURING i EXIT DETAIL THE AREA OF TO THE AREA OF WORK TO BE pd — w S
H —
CONSTRUCTION. ACCESS : WORK TO BE PROTECTED WITH TURBIDITY o T > 5
OPENINGS TO BE EQUIPPED WITH H PROTECTED WITH BARRIERS (TYP.) n wl —
RUMBLE STRIPS OR OTHER '&,%] POSSIBLE (APPROXIMATE) TURBIDITY 8 ) L
EQUIVALENT EROSION CONTROL LOCATION OF PROPOSED SILT BARRIERS (TYP.) ] 0 L -
MEASURES. SEE CONSTRUCTION FENCE OPENING TO ALLOW ON g a I O
EXIT DETAIL SITE ACCESS DURING = o 8
CONSTRUCTION. ACCESS < < L
OPENINGS TO BE EQUIPPED WITH , = m N =
ee RUMBLE STRIPS OR OTHER O . ®) % =
TRUCK ACCESS ges EQUIVALENT EROSION CONTROL [ LL] ) Ke)
=t MEASURES. SEE CONSTRUCTION v seo APPROXIMATE LOCATION OF o
ROUTE (TYR) — [ ] EXIT DETAIL . e | | PROP. SILT FENCE (TYP.) =2 1l= O L
| ollw O
ALL OUTFALLS IN OR ADJACENT b - $ L
\ TO THE AREA OF WORK TO BE //
PROTECTED WITH TURBIDITY I 7 POSSIBLE (APPROXIMATE) & o)
BARRIERS (TYP.) e > O
ALL OUTFALLS IN OR ADJACENT 34— PROIECT FENCE OPENING TO ALLOW ON S
TO THE AREA OF WORK TO BE Sommma, L A : i SITE ACCESS DURING
PROTECTED WITH TURBIDITY | Ny L CONSTRUCTION. ACCESS EXTRA STRENGTH FILTER FABRIC
BARRIERS (TYP.) > ﬂ . OPENINGS TO BE EQUIPPED WITH NEEDED WITHOUT WIRE MESH SUPPORT
R ="\ AVE ST [roes | RUMBLE STRIPS OR OTHER -
- S EQUIVALENT EROSION CONTROL W
et b | N e 3 av OSIoM CONTRO FOR ADDITIONAL STRENGTH FILTER g &
ffffffffffffffff MEASURES. SEE CONSTRUCTION @ O
— = < EXIT DETALL FABRIC MATERIAL CAN BE ATTACHED e R
= P TO A B-INCH (MAX.) MESH WIRE &) = R
L =2 SCREEN WHICH HAS BEEN FASTENED FLOW B Y
TO THE POSTS. -~ 9 &
(\p TRUCK ACCESS TRUCK ACCESS O ] _g <
Sree ROUTE (TYP) ROUTE (TYP.) FLOW 5
pr&%ﬁggn - - ﬁ Py o 0
| | 6di:
h‘ L] \
T~ ALL OUTFALLS IN OR ADJACENT o—— FLOW ﬁ 58
AN ] TO THE AREA OF WORK TO BE — C: SN
: PROTECTED WITH TURBIDITY — _(_'1 & =
' — NN, 7 cpd o O
i BARRIERS(TYP) R R A f\\,jx\g\\,;\\g\\g\\g\\g\\, 10 FT. MAX. SPACING WITH WIRE SUPPORT FENCE w C A
e i YRR | B 6 FT. MAX. SPACING WITHOUT WIRE SUPPORT FENCE Q £ g
(N46TH 1 \/ 3 0
AVE EAST
0JECT) w 9
APPROXIMATE LOCATION OF i A _/‘ Q c
PROP. SILT FENCE (TYP.) . c 5 9
ALL OUTFALLS IN OR ADJACENT NOTES: L § 5
° vl e}
ALL IMPACTED (PROP. OR EXIST.) CATCH BASINS ;SJEIEC/'\I'FI;EAV\(/)I?HVYI%F;}EL?T?(E 1. THE HEIGHT OF A SILT FENCE SHALL NOT EXCEED 36 INCHES (90 CM). =) <=
AND INLETS TO BE EQUIPPED WITH POLLUTION BARRIERS (TYP 2. THEFILTER FABRIC SHALL BE PURCHASED IN A CONTINUOUS ROLL CUT TO LENGTH OF O 005 2
CONTROL DEVICES DURING CONSTRUCTION. (TYP.) THE BARRIER TO AVOID THE USE OF JOINTS. C: X
(TYPICAL; SEE NOTE 1) 3. POSTS SHALL BE SPACED A MAXIMUM OF 10 FEET (3 M) APART AT THE BARRIER m 28
LOCATION AND DRIVEN SECURELY INTO THE GROUND A MINIMUM OF 12 INCHES (30 CM). [ I 1 z 3
WHEN EXTRA STRENGTH FABRIC IS USED WITHOUT THE WIRE SUPPORT FENCE, POST 9
SPACING SHALL NOT EXCEED 6 FEET (1.8 M). I3
4. ATRENCH SHALL BE EXCAVATED APPROXIMATELY 4 INCHES (10 CM) WIDE AND 4 INCHES B
(10 CM) DEEP ALONG THE LINE OF POSTS AND UPSLOPE FROM THE BARRIER.
5. WHEN STANDARD STRENGTH FILTER FABRIC IS USED, A WIRE MESH SUPPORT FENCE
ﬁhLD'Tf&%ET%(gE%%U?EP%SVHSAFT,SLHL%SO”:IS SHALL BE FASTENED SECURELY TO THE UPSLOPE SIDE OF THE POSTS USING HEAVY
APPROXIMATE LOCATION OF CONTROL DEVICES DURING CONSTRUCTION DUTY WIRE STAPLES AT LEAST 1 INCH (25 MM) LONG, TIE WIRES, OR HOG RINGS. THE
PROP. SILT FENCE (TYP.) (TYPICAL: SEE NOTE 1) : WIRE SHALL EXTEND INTO THE TRENCH A MINIMUM OF 2 INCHES (5 CM) AND SHALL NOT
’ EXTEND MORE THAN 36 INCHES (90 CM) ABOVE THE ORIGINAL GROUND SURFACE.
6. THE STANDARD STRENGTH FILTER FABRIC SHALL BE STAPLED OR WIRED TO THE FENCE,
AND 8 INCHES (20 CM) OF THE FILTER FABRIC SHALL BE EXTENDED INTO THE TRENCH.
THE FABRIC SHALL NOT EXTEND MORE THAN 36 INCHES (90 CM) ABOVE THE ORIGINAL ]
GROUND SURFACE. BIE PROJECT #.
7. THE TRENCH SHALL BE BACKFILLED AND THE SOIL COMPACTED OVER THE FILTER
FABRIC. 22-0401
SILT FENCE INSTALLATION DETAIL PROJECT DATE:
POLLUTION CONTROL NOTES: 6-5-2024
1. ALL DRAINAGE INLETS IMPACTED BY THIS PROJECT DURING CONSTRUCTION TO BE EQUIPPED WITH FILTER
FABRIC AND/OR APPROVED EQUIVALENT OVER GRATES PER DETAIL THIS SHEET. CURB INLETS TO BE EQUIPPED
WITH CURB INLET POLLUTION CONTROL DEVICES ]
2. SILT FENCES SHALL BE INSTALLED AS NECESSARY TO CONTROL OR PREVENT OFF-SITE DISCHARGE OF SHEET #.
SEDIMENT.
3. ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE STABILIZED WITHIN A REASONABLE PERIOD OF TIME
TO ASSURE MINIMUM EROSION OF SOILS.
4. CONTRACTOR TO COMPLY WITH TERMS AND CONDITIONS OF NATIONAL POLLUTION DISCHARGE ELIMINATION 0 150 300 600 900 C G - E N G -4
ey perr —— =
5. CONTRACTOR TO PROVIDE FOR TRUCK WASH DOWN AREA AT ALL TEMPORARY AND PERMANENT
ENTRANCES/EXITS DURING CONSTRUCTION.
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GOLF COURSE REDEVELOPMENT
Hollywood, Florida

COURSE CIVIL ENGINEERING DETAILS
EMERALD HILLS

PROPERTY LINE—_| - PROPERTY LINE—_| ﬂ N | LRy |
TOP OF SOD TO BE 1™ 1 1 \ -SOD ENTIRE SWALE GRASS TYPE
SWALE L VARIES _ . VARIES _ SWALE . FAGBlek? G Cove SWALE WIITH VAREES) \f%’offcro:‘:i”f: :EWE:L:D
3MIN TMIN .
L 1'HIGHER THAN
EXlST. TlE ELEVI N?.TET'l:ORIZONTAL BOTTOM (FLOW LINE) OF SWALE LOCATION IS TO
TIE TOEXIST. ELEY. | Tmax > TIE TO EXIST. ELEV, L B ¢ 1
N\ 2 L
) : [~ SEE PGD PLANS p X
i : FOR CONTINUATION %7\ ’ril{k*
6 MIN" 6" MIN
SEE PGD PLANS SSUED: WY 2023] e o o ooy |REVSED:
FOR CONTlNUATlON DRAWN: EG DRAWING NO.:
TYPICAL PERIMETER SECTION TYPICAL PERIMETER SECTION erROVED, s PYPICHL SWALE GRIDRe C-33
(WHERE ADJACENT PROPERTY SLOPES AWAY FROM GOLF COURSE) (WHERE ADJACENT PROPERTY SLOPES TOWARDS GOLF COURSE)
NOT TO SCALE NOT TO SCALE
(REFER TO PGD PLAN) 5 (MIN) _ gMN) _ 8(MIN) 5' (MIN) L (REFERTO PGD PLAN) N
NOTES:
1. ALL LAKE AREAS SHALL BE DESIGNED WITH SIDE SLOPES NO STEEPER THAN 4:1
(HORIZONTALVERTICAL) FROM TOP OF BANK OUT TO A MINIMUM DEPTH OF 2.0 FEET
TOP OF BANK TOP OF BANK BELOW THE CONTROL ELEVATION OF 2.5' NAVD
ELEV.=3.75NAVD ELEV.=3.75 NAVD 2. CONSTRUCTED SIDE SLOPES STEEPER THAN 3.5:1 SHALL BE CONSIDERED A
SUBSTANTIAL DEVIATION DURING THE CONSIDERATION OF OPERATION PERMIT
* ISSUANCE.
3 =R 3. SIDE SLOPES SHALL BE TOPSOILED AND STABILIZED THROUGH SEEDING OR
o PLANTING FROM 2.0 FEET BELOW TO 1.0 FEET ABOVE THE CONTROL ELEVATION|
PROP. SOD
0 9,
MAX. _
*MAY BE 2:1 MAX ADJACENT TO GREENS, TEES, AND BUNKERS PROP. ADS DRAIN PIPESJI — DESIGNWATER TABLE = 20 NAVD
FOR THOSE PORTIONS OF THE LAKE AREAS ADJACENT TO TEE AREAS, (SEE PGD PLANS FOR
BUNKERS, AND GREENS WITH FINAL CONSTRUCTED SIDE SLOPES INVERT ELEVATIONS). NATURALANGLE =
STEEPER THAN 35:1. THE FINAL CONSTRUCTED SIDE SLOPES BELOW OF REPOSE &
THE CONTROL ELEVATION OF 2.50' NAVD SHALL NOT BE STEEPER THAN DEEP CUTLINE 251 MY Ly
8:1 TO A DEPTH OF 2.0 FEET BELOW THE CONTROL ELEVATION. SIDE ELEV. =(-)1.50 NAVD o @ TYP ] CAL LAKE SE CT] ON
SLOPES SHALL BE TOPSOILED AND STABILIZED THROUGH SEEDING OR D@
PLANTING FROM 2.0 FEET BELOW TO 1.0 FEET ABOVE THE CONTROL =
ELEVATION. PROP. OUTFALL - NOT TO SCALE
(SIZE VARIES SEE PLANS) r
NOTES:
| (REFER TO PGD PLAN) VARIES 8 8 VARIES (REFER TO PGD PLAN) | 1. ALL LAKE AREAS SHALL BE DESIGNED WITH SIDE SLOPES NO STEEPER THAN 4:1
- - - - - -— - (HORIZONTALVERTICAL) FROM TOP OF BANK OUT TO A MINIMUM DEPTH OF 2.0 FEET
BELOW THE CONTROL ELEVATION OF 2.5' NAVD
2. CONSTRUCTED SIDE SLOPES STEEPER THAN 35:1 SHALL BE CONSIDERED A
SUBSTANTIAL DEVIATION DURING THE CONSIDERATION OF OPERATION PERMIT
ISSUANCE.
TOP OF BANK TOP OF BANK 3. SIDE SLOPES SHALL BE TOPSOILED AND STABILIZED THROUGH SEEDING OR
ELEV. =5.50 NAVD MIN. ELEV. =5.50 NAVD MIN. PLANTING FROM 2.0 FEET BELOW TO 1.0 FEET ABOVE THE CONTROL ELEVATION\
4.
7 W,q/\,
PROP. LAKE LINING SYSTEM TO 5.5' NAVD MIN. y;
- REFER TO PLANS BY OTHERS - o _
MAX. —, DESIGN WATER TABLE = 2|50 NAV.D.
_—
oz
= | NATURAL ANGLE Z
DEEPCUTLINE /" N\ '/~ OF REPOSE o
ELEV. = 0.50 NAVD (2.5:1 MAX) %
2 LINED LAKE SECTION
<C
PROP. OUTFALL = NOT TO SCALE
(SIZE VARIES SEE PLANS) |

Botek Thurlow
Engineering, Inc.

3409 NW oth Avenue, Suite 1102, Ft. Lauderdale, FL 33309
www.botekthurlow-eng.com p: 954-568-0888 f: 954-568-0757
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BTE REF DATE: 6-5-26
GRAVITY SEWER PIPE (TYP.) GRAVITY SEWER PIPE (TYP.)
SEWER NOTES:
PROVIDE T NEL BETWEE BRICK DAM
1. THE MINIMUM DEPTH OF COVER OVER D.I.P. SANITARY SEWER GRAVITY OR FORCE MAINS IS 30", THE MINIMUM A MANHOLE WALL 7> P:;‘:‘;'W/SMSE?E:TC:"’Q";RT ELE\T/W N MANHOLE WALL GROUTED IN PLACE
DEPTH OF COVER OVER PVC SANITARY SEWER OR FORCE MAINS IS 36". £ /. (PRECAST CONC.) T F <7 WHERE DIFFERENCE EXCEEDS 2'. USE (PRECAST CONC.) MANHOLE FRAME AND COVER SHALL BE
; // Y P WHERE DIFFEREY ) TEE =, MINIMUM CONCRETE U.S. FOUNDRY TYPE 485-C-ORS (OR
2. ALL CONNECTIONS TO EXISTING MAINS SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. / . STRENGTH = 4,000 PSI APPROVED EQUAL) WITH THE WORDS n
) 0 I "SANITARY SEWER" CAST INTO THE COVER
3. LEAKAGE TESTS AND ALIGNMENT (LAMPING) TESTS SHALL BE PERFORMED ON ALL NEW SEWER LINES UP TO THE ( 0 K MANHOLE BASE /| SLOPE_ - — )} MANHOLE BASE - T g"T'gE'mGUm E%NO%'BE;SEI %
CONNECTION POINT WITH THE EXISTING SEWER SYSTEM. THESE TESTS SHALL BE REQUESTED AND PAID FOR BY THE ; A\ 1TFT. Y MINIMUM CONCRETE i =% <
CONTRACTOR. . / g STRENGTH = 4,000 PSI — FINISHED GR ADE\ FLUSH WITH FINISHED PAVEMENT %)
4, LAMPING TESTS SHALL BE PERFORMED ON GRAVITY SEWERS FROM MANHOLE TO MANHOLE UP TO AND INCLUDING / > D, 74 = N L
THE POINT OF CONNECTION TO THE EXISTING SEWER SYSTEM. FORM SMOOTH @ v S FORM SMOOTH MAXIMUM RADIUS < o
CHANNEL IN GROUT) L MAXIMUM RADIUS CHANNEL IN GROUT) (WHERE APPLICABLE)
5. LEAKAGE TESTS SHALL BE PERFORMED ON ALL SEGMENTS OF A GRAVITY SEWER SYSTEM, INCLUDING SERVICE (WHERE APPLICABLE) MANHOLE FRAME AND COVER SHALL BE m BRICK AND MORTAR BY
LATERALS AND MANHOLES, FOR A CONTINUOUS PERIOD OF NO LESS THAN 2 HOURS. AT THE END OF THE TEST, THE PLAN OF BOTTOM MANHOLE FRAME AND COVER SHALL BE ko) CONTRACTOR (3 COURSES
TOTAL MEASURED LEAKAGE SHALL NOT EXCEED 100 GALLONS PER INCH OF PIPE DIAMETER PER MILE PER DAY FOR PIPE-TO-MANHOLE CONNECTOR PIPE-TO-MANHOLE CONNECTOR U.S. FOUNDRY TYPE 485-C-ORS (OR £Z MIN., 5 COURSES MAX.)
ANY SECTION OF THE SYSTEM, WITH ZERO ALLOWABLE LEAKAGE FOR LATERALS AND MANHOLES. AN EXFILTRATION AND FLOW CURVES (REFER TO SPECIFICATIONS FOR & U.S. FOUNDRY TYPE 485-C-ORS (OR (REFER TO SPECIFICATIONS FOR APPROVED EQUAL) WITH THE WORDS w g STUCCOED W/ %" MORTAR
OR INFILTRATION TEST SHALL BE PERFORMED WITH A MINIMUM POSITIVE HEAD OF 2 FEET ON THE SECTION BEING B - APPROVED TYPES) APPROVED EQUAL) WITH THE WORDS APPROVED TYPES) "SANITARY SEWER" CAST INTO THE COVER G= 4 DIAMETER INSIDE AND OUTSIDE
TESTED. . PLAN "SANITARY SEWER" CAST INTO THE COVER ) PLAN w9
o - £ — FLUSH WITH FINISHED PAVEMENT E < NEK — #4 @ 12" 0.C.EW.
- RAM-NEK
6. FORCE MAINS SHALL BE PRESSURE-TESTED IN ACCORDANCE WITH RULE 62-555.330 (FAC). THE PRESSURE TEST SHALL PP i FINISHED GRADE { FLUSH WITH FINISHED PAVEMENT FINISHED GRADE 1 § S SEAL OR
CONSIST OF HOLDING A TEST PRESSURE OF 150 PSI ON THE PIPELINE FOR A CONTINUOUS PERIOD OF 2 HOURS THE R - S = ZE| APPROVED TWO COATS OF
MAXIMUM ALLOWABLE LEAKAGE SHALL BE DETERMINED BY THE FOLLOWING FORMULA: AL Gaw f $iiieeeeey 1 W TWO COATS OF SEWPERCOAT® o® SEWPERCOAT® MORTAR
) ‘ #4 @ 12" 0.C. EW. MORTAR (OR APPROVED EQUAL) =g EQUAL (OR APPROVED EQUAL) W
el S : /'::: . _/I:'I: = SHALL BE APPLIED TO THE INSIDE e SHALL BE APPLIED TO THE
128000 - - ) 0 BRICK AND MORTAR BY -7 /| 2 MIN. AND OUTSIDE OF ALL NEW MANHOLE i INSIDE AND OUTSIDE OF =
, - CONTRACTOR (3 COURSES , BRICK AND MORTAR BY N 1 o= <€
WHERE: o i 0 (@ MIN., 5 COURSES MAX.) 2 | — TWO COATS OF SEWPERCOAT® CONTRACTOR (3 COURSES . \ SECTIONS IN ACCORDANCE WITH THE w5 ALL NEW MANHOLE o
L = ALLOWABLE LEAKAGE FOR SYSTEM IN GALLONS PER HOUR -7 ) i . MIN., 5 COURSES MAX.) - MANUFACTURE'S SPECIFICATIONS = SECTIONS IN ACCORDANCE
D = PIPE DIAMETER IN INCHES o STUCCOED W/ %" MORTAR MORTAR (OR APPROVED EQUAL) . " | # @12 0.C.EW WITH THE MANUFACTURE'S
- - INSIDE AND OUTSIDE SHALL BE APPLIED TO THE INSIDE, STUCCOED W/ %" MORTAR . .C.EW. .
S =LENGTH OF LINES IN LINEAL FEET R . AND ONE COAT TO THE OUTSIDE INSIDE AND OUTSIDE \ CONCRETE ENCASEMENT 6 ——' SPECIFICATIONS +H
P = AVERAGE TEST PRESSURE IN PSI R Q &F :ééc;\l:[\)’xmcévaﬁ'hETslemONs BRICK DAM = N gﬁﬁ?&?&?&%& TO
7. CONTRACTOR SHALL BE RESPONSIBLE FOR IDENTYFYING CONFLICTS WITH FORCE MAINS PLACED AT MINIMUM 2| = : H -
COVER. IN CASE OF CONFLICT, FORCE MAIN SHALL BE LOWERED TO PASS UNDER CONFLICTS WITH 12" MINIMUM RAM-NEK SEAL OR — 4' DIAMETER S| S| MANUFACTURE'S SPECIFICATIONS RAM-NEK SEAL OR—/,-' 1 ... TOPIPE B R T N R SPECIFICATIONS FOR
SEPARATION FROM WATER MAINS AND 6" MINIMUM SEPARATION FROM OTHER UTILITIES. NO ADDITIONAL = . = APPROVED EQUAL s APPROVED EQUAL ;| SPRINGLINE P —  MIN. 18" STONE BASE MATERIAL APPROVED TYPES)
PAYMENT SHALL BE DUE TO CONTRACTOR FOR LOWERING THE MAIN OR THE ADDITIONAL FITTINGS USED THEREON. \ ' < sl [l [4] 6" MIN BRICK/RUBBLE
L 5 a . : W/GROUT
" ok =z
8. WHENEVER IT IS NECESSARY, IN THE INTEREST OF SAFETY, TO BRACE THE SIDES OF A TRENCH, THE CONTRACTOR 6"—m] 148 & é < 2
SHALL FURNISH, PUT IN PLACE AND MAINTAIN SUCH SHEETING OR BRACING AS MAY BE NECESSARY TO SUPPORT THE BRICK/RUBBLE 6" - GF| |k -
SIDES OF THE EXCAVATION TO ENSURE PERSONNEL SAFETY, AND TO PREVENT MOVEMENT WHICH CAN IN ANY WAY W/GROUT | 4. b35S .{|\-DROP > SECTION
DAMAGE THE WORK OR ENDANGER ADJACENT STRUCTURES. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR 1 - T Sesstse ] «fl LINE = =
THE SEQUENCE, METHODS AND MEANS OF CONSTRUCTION, AND FOR THE IMPLEMENTATION OF ALL OSHA AND % , o | AT X
OTHER SAFETY REQUIREMENTS. - L 7o WL S I
a TYPICAL SECTION } MIN. 18" STONE BASE MATERIAL PIPE-TO-MANHOLE CONNECTOR f MIN. 18" STONE BASE MATERIAL \_ .
" (REFER TO SPECIFICATIONS FOR 90° BEND NOTES:
NOTES: _ 6-4" DIAMETER | APPROVED TYPES) BRICK/RUBBLE E—
_— : : 1. SHOP DRAWINGS SHOWING ALL DIMENSIONS, INCLUDING CONCRETE REINFORCEMENT AND
NOTES SECTION NOTES: W/GROUT SECTION SHO GS SHOWING SIONS, INC G CONC| ORC
1. INVERT CHANNELS TO BE CONSTRUCTED FOR SMOOTH FLOW WITH NO - - BUOYANCY, SHALL BE SUBMITTED TO THE CITY PRIOR TO INSTALLATION.
OBSTRUCTIONS. 1. SHOP DRAWINGS SHOWING ALL DIMENSIONS, INCLUDING CONCRETE REINFORCEMENT AND 1. SHOP DRAWINGS SHOWING ALL DIMENSIONS, INCLUDING CONCRETE REINFORCEMENT AND 2. THE BOTTOM SLAB SHALL BE CAST MONOLITHICALLY WITH THE LOWER WALL SECTION TO A MINIMUM
2. SPILLWAYS SHALL BE CONSTRUCTED BETWEEN PIPES WITH DIEFERENT INVERT BUOYANCY, SHALL BE SUBMITTED TO THE CITY PRIOR TO INSTALLATION. BUOYANCY, SHALL BE SUBMITTED TO THE CITY PRIOR TO INSTALLATION. OF 3' ABOVE SLAB BASE.
ELEVATIONS PROVIDING SMOOTH FLOWS. 2. SHEs BO‘I;OMSSLAB SI—;ALL BE CAST MONOLITHICALLY WITH THE LOWER WALL SECTION TO A MINIMUM 2. THE BOTTOM SLAB SHALL BE CAST MONOLITHICALLY WITH THE LOWER WALL SECTION TO A MINIMUM 3. NO CONSTRUCTION JOINTS ARE ALLOWED BELOW ELEVATION +2.00 NAVD. ABOVE ELEVATION +2.00
F 3' ABOVE SLAB BASE. OF 3' ABOVE SLAB BASE. NAVD CONSTRUCTION JOINTS ARE ALLOWED, IF ADEQUATE JOINTS WITH KEY-WAYS AND WATER
3. CHANNELS FOR FUTURE CONNECTIONS (STUBS) SHALL BE CONSTRUCTED FILLED WITH 2
SAND & COVERED WITH 1" OF MORTAR_( y 3. NO CONSTRUCTION JOINTS ARE ALLOWED BELOW ELEVATION +2.00 NAVD. ABOVE ELEVATION +2.00 3. NO CONSTRUCTION JOINTS ARE ALLOWED BELOW ELEVATION +2.00 NAVD. ABOVE ELEVATION +2.00 STOPS ARE PROVIDED. SUBMIT SHOP DRAWINGS OF JOINT DETAILS TO THE ENGINEER FOR APPROVAL.
4. WHEN FLOW LINE DEFLECTS MORE THAN 45°, A DROP OF 0.10' IS REQUIRED. NAVD CONSTRUCTION JOINTS ARE ALLOWED, IF ADEQUATE JOINTS WITH KEY-WAYS AND WATER STOPS NAVD CONSTRUCTION JOINTS ARE ALLOWED, IF ADEQUATE JOINTS WITH KEY-WAYS AND WATER STOPS June 5, 2026
’ ARE PROVIDED. SUBMIT SHOP DRAWINGS OF JOINT DETAILS TO THE ENGINEER FOR APPROVAL. ARE PROVIDED. SUBMIT SHOP DRAWINGS OF JOINT DETAILS TO THE ENGINEER FOR APPROVAL.
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FRAME SECTION "A-A" FRAME SECTION "A-A" SANITARY SEWER MAIN O
SECTION NOTES: FRONT ELEVATION Ll L|J @)
NOTES: NOTES: T, SINGLE SERVICE CONNECTIONS SHALL USE 6" PIPE AND FITTINGS. 2 LL
1. LETTERS ON COVER TO BE 3/8" HIGH, 1/4" TO 5/16" THICK AND FLUSH WITH TOP OF COVER. 1. LETTERS ON COVER TO BE 3/8" HIGH, 1/4" TO 5/16" THICK AND FLUSH WITH TOP OF COVER. 2. USE RISER CONNECTIONS WHERE INVERT OF SEWER IS GREATER THAN 7'-0" DEEP. NOTES: (n'ed 1
2. ALL BEARING SURFACES TO BE MACHINED. 2. ALL BEARING SURFACES TO BE MACHINED. 3. WHERE BELL OF WYE AND SPIGOT OF EXISTING MAIN ARE NOT COMPATIBLE, USE A - D
3. MINIMUM WEIGHTS: COVER - 160 LBS., TOTAL - 400 LBS. 3. MINIMUM WEIGHTS: COVER - 160 LBS., TOTAL - 400 LBS. SECOND FLEXIBLE COUPLING. 1. MODIFIED RISER CONNECTION TO BE USED ONLY WHEN DIRECTED BY THE CITY. O
4. MANHOLE FRAME AND COVER SHALL BE U.S. FOUNDRY 485-C-ORS WITH THE WORDS 4, MANHOLE FRAME AND COVER SHALL BE U.S. FOUNDRY 485-C-ORS TYPE EL, WITH THE 2. NO.57 ROCK OR %" DRAINFIELD LIMEROCK MAY BE USED AS BEDDING OVER @) (D
"SANITARY SEWER" CAST INTO THE COVER. WORDS "SANITARY SEWER" CAST INTO THE COVER. UNDISTURBED SOIL WITH PVC PIPE. O
3.  SINGLE SERVICE CONNECTIONS SHALL USE 6" (MIN.) DIAMETER PIPE AND FITTINGS.
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1/8" PER FT. » 6" RESIDENTIAL SERVICE ! - oA NOTES:
YA s 6 WYE (POINT BY oTHERS EXIST. oo L o e et —— .
FRONT ELEVATION OF SERVICE) { ) CRADE L 6" 1. CONCRETE SHALL BE CLASS 1 WITH MINIMUM COMPRESSIVE STRENGTH OF 3,000 PSI AT 28 DAYS. PROJECT DATE:
o 5 SIDEWALK LONGITUDINAL AND_CROSS SLOPES SHALL MEET ADA STANDARDS
NOTES: 6" SERVICE PIPE SECTION B-—B 4. SIDEWALK CURB RAMPS SHALL BE PROVIDED AT ALL DESIGNATED PEDESTRIAN CROSSING AT INTERSECTIONS 6-5-2024
ELEVATION 1-1/2" ASPHALT SURFACE OVER 5. THE VERTICAL DEVIATION OF #EE)éor\‘/gk;Lzlg_gng GIVEN UTILITY BOX/STRUCTURE SHALL NOT BE MORE THAN
1. RISER CONNECTION TO BE USED ONLY WHEN SANITARY SEWER IS MORE THAN 7'-0 _ELEVATION NOTE: o et o K DIFFERENCE IN. HEIGHT /ELEVATION. OF THE FINISHED SIDEWALK. SURFACE.
DEEP OR WHEN DIRECTED BY THE CITY. 1. ALL SIDEWALK CONSTRUCTION SHALL BE IN STRICT ACCORDANCE WITH THE ADA STANDARDS. ' 6. 4" THICK MINIMUM (TYP.); 6" THICK AT DRIVEWAYS, EXTENDED TWO FEET ON BOTH SIDES BEYOND THE DRIVE.
2. NO.57 ROCK OR %" DRAINFIELD LIMEROCK MAY BE USED AS BEDDING OVER SINGLE SERVICE CONNECTION 2. LIGHT BROOM FINISH PERPENDICULAR TO THE DIRECTION OF THE SIDEWALK.
UNDISTURBED SOIL WITH PVC PIPE. 3. ALL SIDEWALKS CROSS SLOPES SHALL BE 1:48 (2% MAX.); AND, RUNNING SLOPES 1:20 MAX. SIDEWALK WITH CURB SHEET ]#[
3. SINGLE SERVICE CONNECTIONS SHALL USE 6" (MIN.) DIAMETER PIPE AND FITTINGS. .
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