
ATTACHMENT B
Land Use and Zoning Map
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9.30I-4

8.40I-5 TYPE "C"

3.90

NOTES

----------- ----------------------TYPE "C"

TYPE "C"

TYPE "C"

TYPE "C"

B

PROPOSED LEGEND
ASPHALT PAVEMENT

CONCRETE SIDEWALK

TYPE "C" INLET

HDPE PIPE

DRAINAGE ARROW

PAVEMENT ELEVATION (NAVD 88)

CURB ELEVATION (NAVD 88)

8.20

8.25
7.75

DRAINAGE STRUCTURE LABEL

BASIN DIVIDE LINE

HEAVY-DUTY CONCRETE PAVEMENT

I-1

BASIN DRAINAGE AREADA

HYDRANT

STAMPED CONCRETE PAVEMENT

INTERIOR/ADJACENT PROPERTY LINE

R-O-W CENTERLINE

WATER MAIN

SANITARY SEWER MAINSS

DRAINAGE/ACCESS EASEMENT
℄

NATURAL GAS

STORM SEWER

EXISTING LEGEND
PROPERTY LINE

CATCH BASIN

SIGN

POWER POLE

WOOD POWER POLE

MONITOR WELL

ELECTRICAL HAND HOLE

GUY WIRE

X CHAIN LINK FENCE

TELEPHONE MANHOLE

TRAFFIC SIGNAL HAND HOLE

OVERHEAD ELECTRIC SERVICE

SPOT ELEVATION

STORM MANHOLE

EDGE OF PAVEMENT

CONCRETE SIDEWALK

WATER METER

CLEAN OUT

FIRE HYDRANT

WATER VALVE

PEDESTRIAN SIGN

B - BAFFLE

9.35M-1 MANHOLE

9.85M-2 MANHOLE

9.85M-3 MANHOLE

DB-1 NYLOPLAST DRAIN BASIN W/ SOLID COVER ASSEMBLY

DB-2 8.30 8.308.30

DB-3 8.77----------- 8.77-----------

DB-4 9.05(SW)9.05 9.05-----------

NYLOPLAST DRAIN BASIN W/ SOLID COVER ASSEMBLY

NYLOPLAST DRAIN BASIN W/ SOLID COVER ASSEMBLY

NYLOPLAST DRAIN BASIN W/ SOLID COVER ASSEMBLY

STANDARD DUTY CONCRETE PAVEMENT

MILL AND RESURFACE PAVEMENT

TYPE "9" INLET
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B

----------- ----------------------

B ----------- -----------

----------------------

----------- ----------- -----------

6.65-----------

----------- -----------

-----------

----------- -----------

8.6510.65

10.40

10.40

10.50

B

DA = 19,403 SF (0.44 AC)

DA = 16,124 SF (0.37 AC)

DA = 10,335 SF (0.24 AC)

DA = 8,295 SF (0.19 AC)

DA = 12,254 SF (0.28 AC)

DA = 3,969 SF (0.09 AC)

24"
OVERLAP

12" MIN.
PIPE BED

6" MIN.
PIPE COVER

PERFORATED
PIPE DIAMETER

(SEE PLAN)

12" MIN. COMPACTED
LIMEROCK BACKFILL

6' GRAVEL

12" MIN. 12" MIN.

8'

4.
9'

----------- ----------- -----------

-----------

3.90
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3.90 3.90
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9
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4.3%

1.8%
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1.0%
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2.
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C
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PARCEL 4
FOLIO # 514113270020

O.R.B. 46599,
PAGE 594, B.C.R.

PARCEL 1
FOLIO # 514113270030

PARCEL 2
FOLIO # 514113270040

PORTION OF
"AN AMENDED PLAT SW 1/4 OF

SECTION 13, T-51-S, R-41-E"
PLAT BOOK 16, PAGE 19, B.C.R.

PORTION OF TRACT 1
UNRECORDED PLAT
"LYNDON ESTATES"

SS SS

℄

S
02°30'21"E

   88.01'

N88°24'15"E    247.99'

N88°24'15"E   100.00'

N
. S

TA
TE

 R
O

A
D

 7
 (U

.S
. 4

41
)

ST
A

TE
 R

O
A

D

SECTION A-A
SCALE: 1"=5'

(HP) EL. = 9.75'

PROPERTY
LINE

EL. = 7.99'
EL. = 7.90'

MATCH EXIST.
EL. = 7.80'

7.3%

1.5%

1.5%

6.0' PED. WALK

3.0%

PROPERTY
LINE

EL. = 10.05'

EL. = 10.55'

MATCH EX. GRADE
EL. = 9.00'

EL. = 10.61'

4:1 MAX
4:1 MAX

EL. = 7.11'

SECTION B-B
SCALE: 1"=5'

PROPERTY
LINE

SECTION C-C
SCALE: 1"=5'

CONST.
RETAINING
WALL

SEE GEOTECH
REPORT FOR
COMPACTION
REQUIREMENTS

EL. = 10.40'

MATCH EX.
GRADE
EL. = 8.40'

PROP. GUARD RAIL

SECTION D-D
SCALE: 1"=5'

PROPERTY
LINE

PROPERTY
LINE

4:1 MAX
4:1 MAX

SECTION E-E
SCALE: 1"=5'

SECTION F-F
SCALE: 1"=5'

6.0' PED. WALK

EL. = 8.30'

EL. = 7.93'

EL. = 8.25'

12.0' ROW DEDICATION

SEE GEOTECHNICAL REPORT
FOR COMPACTION REQUIREMENTS

SEE GEOTECHNICAL REPORT
FOR COMPACTION REQUIREMENTS

EL. = 10.40'

EL. = 9.50' EL. = 10.00'
EL. = 8.13'

MATCH EXIST.
EL. = 8.25'

4:1 MAX

PROP. PED. HANDRAIL
(SEE ARCH. PLANS
FOR CONTINUATION)

PROP. PED. HANDRAIL
(SEE ARCH. PLANS FOR CONTINUATION)

SEE GEOTECHNICAL
REPORT FOR COMPACTION
REQUIREMENTS

SEE ARCHITECTURAL PLANS
FOR FOOTING REQUIREMENTS

EL. = 8.98'

EL. = 9.21'

EL. = 8.83'
4:1 MAX

PROP. PED. RAMP

EX. 8' CONC.
SIDEWALK EX. TYPE-F CURB

EX. DROP CURB

PROP. ASPHALT
PAVEMENT (TYP.)

PROP. ASPHALT
PAVEMENT (TYP.)

EX. 8' CONC.
SIDEWALK

EX. TYPE-F CURB

PROP. BRICK PATIO
(SEE ARCH. PLANS FOR CONTINUATION)

EL. = 9.74'
PROP. TYPE F1 CURB

EL. = 10.25'
EL. = 10.31'

PROP. SWALE BOTTOM
EL. = 6.94'

EL. = 8.75'

PROP. 5.5' CONC. SIDEWALK
EL. = 8.70'

PROP. TYPE-F CURB
EL. = 8.31'

EL. = 8.25'
PROP. VALLEY GUTTER

EL. = 8.24'

MATCH EXIST.
EL. 8.34'

PROP. ASPHALT PAVEMENT (TYP.)

SEE GEOTECHNICAL REPORT
FOR COMPACTION REQUIREMENTS

SEE GEOTECHNICAL REPORT
FOR COMPACTION REQUIREMENTS

EL. = 9.10' EL. = 8.40'
EL. = 8.38' EL. = 8.26' EL. = 8.26'

PROP. VALLEY GUTTER
MATCH EXIST.
EL. = 8.40'

1.0%
1.7%

1.7% 1.0%

1.0%

1.7%1.7%
0.5% 1.0% 2.2%

SEE GEOTECHNICAL REPORT
FOR COMPACTION REQUIREMENTS

PROP. ASPHALT PAVEMENT (TYP.)

PROP. TYPE
F1 CURB

PROPERTY
LINE

SECTION G-G
SCALE: 1"=5'

PROPERTY
LINE

EL. = 9.70' MATCH EXIST.
EL. = 8.96'

SECTION H-H
SCALE: 1"=5'

SECTION I-I
SCALE: 1"=5'

PROPERTY
LINE

4:1 MAX

SEE GEOTECHNICAL REPORT
FOR COMPACTION REQUIREMENTS

PROP. ASPHALT PAVEMENT (TYP.)

3.0%1.0%
EL. = 9.69'

PROP. TYPE F1 CURB
EL. = 10.20'

PROP. ASPHALT PAVEMENT (TYP.)

1.0%
EL. = 10.26'

4:1 MAX4:1 MAX

PROP. SWALE BOTTOM
EL. = 8.00'

EL. = 10.00'
EL. = 10.05'

EX. BUILDING

F.F.E. = 10.09

SEE GEOTECHNICAL REPORT
FOR COMPACTION REQUIREMENTS

EL. = 10.70'
PROP. TYPE F1 CURB

EL. = 10.20'

PROP. ASPHALT PAVEMENT (TYP.)

1.0%

SEE GEOTECHNICAL REPORT
FOR COMPACTION REQUIREMENTS

EL. = 8.45'
EL. = 8.45'

MATCH EXIST.
EL. = 8.95'
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KEY MAP
SCALE: 1"=30'
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G
, A

N
D

 D
R
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A
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E
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S

C-10.0

NOTE 3

NOTE 2

NOTE 1

2"

BAFFLE DETAIL

BRACKET DETAIL

NOTES
1) BAFFLE SHALL BE C.M.P. OR C.A.P. SECTION  (OUTFALL DIAMETER PLUS 6").

2) 1/2" GALV. WEDGE ANCHORS (ULT. PULLOU   6000, ULT. SHEAR 5900.)

3) WELD OR 2-3/8" THRU BOLTS

4) BOLTED TO WALL WITH TOP CAPPED. (WATER TIGHT)

5) CONSTRUCT CAP WITH 2" DIAMETER OUTLET

NOTE 4

 INLET BAFFLE DETAIL
SCALE: NONE

R.C.P.

BAFFLE

VARIES

BUILT UP FRAME WITH COVER
BRICKED TO GRADE BY CONTRACTOR

HDPE. OR

NOTES
1) MINIMAL CONC. STRENGTH FOR ALL CATCH BASINS AND MANHOLE
STRUCTURES SHALL BE 4000 PSI.

2) CONTRACTOR IS RESPONSIBLE FOR FINAL ELEVATION AND LOCATION
ADJUSTMENTS OF CATCH BASINS, GRATES, MANHOLES DUE TO FIELD
CONSTRAINTS.

3) THE 12" WEEP HOLE SHALL NOT BE USED IF THE BOTTOM OF
THE INLET OR MANHOLE IS BELLOW THE NORMAL WATER TABLE,
UNLESS OTHERWISE SHOWN ON PLANS.

12" MIN

NOTE 5

BAFFLE 

PLASTIC
FILTER FABRIC

PEA ROCK GROUT

CATCH BASIN
STD. MANHOLE OR

BALLAST ROCK
(SEE NOTE 3)

BOTTOM ELEV.

4" MAX.

SEE*
SEE SD22

SELECT 

OPEN 
JOINT

FILL

FILTER
PLASTIC

FABRIC

4" MAX.

S
E

LE
C

T 
FI

LL

LENGTH OF FRENCH DRAIN

DETAILS.

* NO SLOTS OR PERFORATIONS
 ON THIS LENGTH OF PIPE.

ON PLANS AND/OR AS DIRECTED BY THE ENGINEER.
1. PLASTIC FILTER FABRIC (AT EA. SIDE) SHALL BE USED IN ALL AREAS AS NOTED

AVERAGE OCTOBER GROUND WATER LEVEL APPROXIMATELY 6' BELOW SURFACE.
3. INVERT ELEVATION TO BE AS SHOWN IN DRAINAGE STRUCTURE SCHEDULE (SHEET C3)

SO THAT THE EXFILTRATION TRENCH BE COMPLETED IN ACCOORDANCE WITH THESE
ROCK WILL BE ADDED TO RESTORE THE BALLAST ROCK TO THE PROPER ELEVATION,
INITIAL SETTLEMENT THAT MAY OCCUR. IF IT DOES TAKE PLACE, ADDITIONAL BALLAST
SHALL BE CAREFULLY WASHED DOWN WITH CLEAN WATER IN ORDER TO ALLOW FOR

2. AFTER THE BALLAST ROCK HAS BEEN PLACED TO THE PROPER ELEVATION, IT

BAFFLE

SCALE: NONE

EXFILTRATION
TRENCH DETAIL

(SEE DETAIL
THIS SHEET)

MANHOLE FRAME RING
SCALE: NONE

12"

4. 18" SUMP REQUIRED IN ALL DRAINAGE STRUCTURES.
HAVE A BOTTOM ELEVATION ABOVE THE WATER TABLE.

3. 12" DIA. WEEP HOLE REQUIRED ON ALL STRUCTURES WHICH

8"A
2-1/4"

12"

8"

3"
C

L

8"

8"B

A

2"

2-
1/

4"

8" 2-
1/

4"

2-1/4"

SECTION

8"

COLLAR TO
BASE.

GROUT CONCRETE

V
A

R
IE

S

12
": 

O
V

E
R

 1
0'

 D
E

E
P

10
": 

6'
 T

O
 1

0'
 D

E
E

P
8"

: U
P

 T
O

 6
' D

E
E

P

WALL B
24"

8"

8"

8"

GRATE

B

W/ 1 NO. 5 BAR

TYP.
3" CL.

NO. 4 BARS
@ 12" O.C.
EACH WAY

CONTINUOUS

CONCRETE COLLAR

PLAN

GRATE TYPE

15"
BA

DIMENSIONS

3'1"2'0"

SECTION

INLET 
TYPE

NOTES:

'C'

1. INLET TO BE PRECAST WITH CLASS 'A' 4000 P.S.I. CONCRETE. 
2. ALL EXPOSED CORNERS AND EDGES TO BE CHAMFERED 3/4".

MAX. PIPE SIZE
WALL A

R.C.P.

* SEE TYPICAL BACKFILL DETAIL GU 2.1

NO. 6212
U.S. FOUNDRY

R.C.P.

WALL "A"

WALL "B"

5. SEE BEDDING DETAIL

R.C.P.
24"

WALL A

R.C.P.
15"

MAX. PIPE SIZE

WALL B

GRATE
TYPE

U.S. FOUNDRY

B

3'-1"
No. 6212

NOTES:

1. ALL GRATES SHALL BE SUITABLE
FOR H-20 LOADING
(HIGHWAY TRAFFIC LOADS)

A

2'-0"'C'

INLET
TYPE

OR EQUAL
U.S. FOUNDRY GRATE #6212

DIMENSIONS

TYPE "C"

2. WHEN INSTALLED IN PAVEMENT
OR WITHIN 6' OF PAVEMENT
USE U.S.F. 4160-6210

 TYPE C INLET
SCALE: NONE

CONCRETE INLET TYPE SW
SCALE: NONE



P
A

V
IN

G
, G

R
A

D
IN

G
, A

N
D

 D
R

A
IN

A
G

E
 D

E
TA

IL
S

 II

C-10.1

B
ow

m
an

 C
on

su
lti

ng
 G

ro
up

, L
td

.

w
w

w
.b

ow
m

an
co

ns
ul

tin
g.

co
m

©
 B

ow
m

an
 C

on
su

lti
ng

 G
ro

up
, L

td
.

13
45

0 
W

. S
un

ris
e 

B
lv

d.
,

S
ui

te
 3

20

S
un

ris
e,

 F
L 

33
32

3

P
ho

ne
: (

95
4)

 8
14

-8
48

0

CHKD

SHEET

DATE:

JOB No.:

SCALE: 

DRAWNDESIGN 

010585-01-001

SU JT

11/22/2019

EL

C
IT

Y
 O

F 
H

O
LL

Y
W

O
O

D
   

   
   

   
   

   
   

   
   

 B
R

O
W

A
R

D
 C

O
U

N
TY

, F
LO

R
ID

A

W
A

W
A

10
6 

S
O

U
TH

 S
TA

TE
 R

O
A

D
 7

C
er

tif
ic

at
e 

of
 A

ut
ho

riz
at

io
n 

Li
ce

ns
e 

N
o .

 3
04

62

PLAN STATUS

TH
IS

 D
O

C
U

M
E

N
T,

 T
O

G
E

TH
E

R
 W

IT
H

 T
H

E
 C

O
N

C
E

P
TS

 A
N

D
 D

E
S

IG
N

S
 P

R
E

S
E

N
TE

D
 H

E
R

E
IN

, A
S

 A
N

 IN
S

TR
U

M
E

N
T 

O
F 

S
E

R
V

IC
E

, I
S

 IN
TE

N
D

E
D

 O
N

LY
 F

O
R

 T
H

E
 S

P
E

C
IF

IC
 P

U
R

P
O

S
E

 A
N

D
 C

LI
E

N
T 

FO
R

 W
H

IC
H

 IT
 W

A
S

 P
R

E
P

A
R

E
D

.  
R

E
U

S
E

 O
F 

A
N

D
 IM

P
R

O
P

E
R

 R
E

LI
A

N
C

E
 O

N
 T

H
IS

 D
O

C
U

M
E

N
T 

W
IT

H
O

U
T 

W
R

IT
TE

N
 A

U
TH

O
R

IZ
A

TI
O

N
 A

N
D

 A
D

A
P

TA
TI

O
N

 B
Y

 B
O

W
M

A
N

 C
O

N
S

U
LT

IN
G

 S
H

A
LL

 B
E

 W
IT

H
O

U
T 

LI
A

B
IL

IT
Y

 T
O

 B
O

W
M

A
N

 C
O

N
S

U
LT

IN
G

.

DESCRIPTIONDATE

03/18/19 PRE-TAC SUBMITTAL

FDOT UTILITY REVISION05/15/191

07/09/192 TAC REVISION

08/29/193 TAC REVISION

10/21/194 FINAL TAC REVISION

DUCTILE IRON

REV B7001-110-199DWG NO.1 OF 1SHEET1:5SCALEDWG SIZE A

3130 VERONA AVE
BUFORD, GA 30518
PHN (770) 932-2443
FAX (770) 932-2490
www.nyloplast-us.com

10 IN SOLID COVER ASSEMBLY
TITLE

PROJECT NO./NAME

MATERIAL

DATE

REVISED BY

3-3-06DATE

EBCDRAWN BYTHIS PRINT DISCLOSES SUBJECT MATTER IN WHICH
NYLOPLAST HAS PROPRIETARY RIGHTS.  THE RECEIPT
OR POSSESSION OF THIS PRINT DOES NOT CONFER,
TRANSFER, OR LICENSE THE USE OF THE DESIGN OR
TECHNICAL INFORMATION SHOWN HEREIN
REPRODUCTION OF THIS PRINT OR ANY INFORMATION
CONTAINED HEREIN, OR MANUFACTURE OF ANY
ARTICLE HEREFROM, FOR THE DISCLOSURE TO OTHERS
IS FORBIDDEN, EXCEPT BY SPECIFIC WRITTEN
PERMISSION FROM NYLOPLAST.

3-13-10

EBC

1099CGC

DIMENSIONS ARE FOR REFERENCE ONLY
ACTUAL DIMENSIONS MAY VARY
DIMENSIONS ARE IN INCHES
COVER HAS LIGHT DUTY RATING
QUALITY:  MATERIALS SHALL CONFORM TO ASTM A536 GRADE 70-50-05
PAINT:  CASTINGS ARE FURNISHED WITH A BLACK PAINT
LOCKING DEVICE AVAILABLE UPON REQUEST SEE DRAWING NO.
7001-110-039

APPROX. WEIGHT = 6.42 LBS

10" SOLID COVER

10" INLINE DRAIN OR
10" DRAIN BASIN BODY TOP

T

D U C T I L E I R O N

SALPOLYN

Ø 10.31

©2010 NYLOPLAST

®

REV F7001-110-273DWG NO.1 OF 1SHEET1:12SCALEDWG SIZE A

10 IN DRAIN BASIN QUICK SPEC INSTALLATION DETAIL
TITLE

PROJECT NO./NAME

MATERIAL

DATE

APPD BY

6-25-18DATE

NMHDRAWN BYTHIS PRINT DISCLOSES SUBJECT MATTER IN WHICH
NYLOPLAST HAS PROPRIETARY RIGHTS.  THE RECEIPT
OR POSSESSION OF THIS PRINT DOES NOT CONFER,
TRANSFER, OR LICENSE THE USE OF THE DESIGN OR
TECHNICAL INFORMATION SHOWN HEREIN
REPRODUCTION OF THIS PRINT OR ANY INFORMATION
CONTAINED HEREIN, OR MANUFACTURE OF ANY
ARTICLE HEREFROM, FOR THE DISCLOSURE TO OTHERS
IS FORBIDDEN, EXCEPT BY SPECIFIC WRITTEN
PERMISSION FROM NYLOPLAST.

6-25-18

NMH

3130 VERONA AVE
BUFORD, GA 30518
PHN (770) 932-2443
FAX (770) 932-2490
www.nyloplast-us.com

®

©2007 NYLOPLAST

NYLOPLAST 10" DRAIN BASIN:  2810AG _ _ X

1  -  GRATES/SOLID COVER SHALL BE DUCTILE IRON PER ASTM A536 GRADE 70-50-05,
       WITH THE EXCEPTION OF THE BRONZE GRATE.
2  -  CUSTOM DRAIN BASIN TO BE CUSTOM MANUFACTURED ACCORDING TO PLAN
       DETAILS.  RISERS ARE NEEDED FOR BASINS OVER 84" DUE TO SHIPPING
       RESTRICTIONS.  SEE DRAWING NO. 7001-110-065.
3  -  STANDARD DRAIN BASIN HAS FIXED ADAPTER LOCATIONS OF 0° & 180°.
       CUSTOM DRAIN BASIN ADAPTERS CAN BE MOUNTED ON ANY ANGLE 0° TO 360°.
       TO DETERMINE MINIMUM ANGLE BETWEEN ADAPTERS SEE DRAWING
       NO. 7001-110-012.
4  -  DRAINAGE CONNECTION STUB JOINT TIGHTNESS SHALL CONFORM TO
       ASTM D3212 FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL) &
       PVC SEWER (4" -10").

(1)  DUCTILE IRON GRATE

CONCRETE WALKWAY OR DECK

(3)

VARIABLE SUMP DEPTH
ACCORDING TO PLANS

(6" MIN. BASED ON
MANUFACTURING REQ.)

4" MIN

WATERTIGHT JOINT
(CORRUGATED HDPE SHOWN)

(4)  VARIOUS TYPES OF INLET & OUTLET ADAPTERS AVAILABLE:
4" - 10" FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL,
ADS/HANCOR SINGLE WALL), PVC SEWER (EX: SDR 35), PVC DWV

(EX:  SCH 40), PVC C900/C905, CORRUGATED & RIBBED PVC

THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER
GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS I,
CLASS II, OR CLASS III MATERIAL AS DEFINED IN ASTM D2321.
BEDDING & BACKFILL FOR SURFACE DRAINAGE INLETS SHALL BE
PLACED & COMPACTED UNIFORMLY IN ACCORDANCE WITH ASTM D2321.

REV J7001-110-011DWG NO.1 OF 1SHEET1:1SCALEDWG SIZE A

3130 VERONA AVE
BUFORD, GA 30518
PHN (770) 932-2443
FAX (770) 932-2490
www.nyloplast-us.com

8 IN - 36 IN DRAIN BASIN SPECIFICATIONS
TITLE

PROJECT NO./NAME

MATERIAL

DATE

REVISED BY

3-10-00DATE

CJADRAWN BY

02-21-18

NMH

®

©2013 NYLOPLAST

THIS PRINT DISCLOSES SUBJECT MATTER IN WHICH
NYLOPLAST HAS PROPRIETARY RIGHTS.  THE RECEIPT
OR POSSESSION OF THIS PRINT DOES NOT CONFER,
TRANSFER, OR LICENSE THE USE OF THE DESIGN OR
TECHNICAL INFORMATION SHOWN HEREIN
REPRODUCTION OF THIS PRINT OR ANY INFORMATION
CONTAINED HEREIN, OR MANUFACTURE OF ANY
ARTICLE HEREFROM, FOR THE DISCLOSURE TO OTHERS
IS FORBIDDEN, EXCEPT BY SPECIFIC WRITTEN
PERMISSION FROM NYLOPLAST.
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SEE INSET A -
THIS PAGE

PROP. 1,250 GALLON
GREASE TRAP
(PRIVATE) (SEE
PLUMBING PLANS FOR
CONTINUATION)

PROP.  4" CLEANOUT
INV. IN EL.= 6.25'
INV. OUT EL. = 6.15'
(PRIVATE)

PROP.  42 LF OF 4" PVC
SANITARY SEWER
SERVICE @ 1.0% SLOPE
(PUBLIC)

PROP.  14 LF OF 4" PVC
SANITARY SEWER
SERVICE @ 1.0% SLOPE
(PRIVATE)

PROP.  25 LF OF 4" PVC
SANITARY SEWER
SERVICE @ 1.0%
SLOPE (PRIVATE)

PROP.  67 LF OF 4" PVC
SANITARY SEWER
SERVICE @ 1.0%
SLOPE (PRIVATE)

PROP.  4" CLEANOUT
INV. IN EL.= 7.45'
INV. OUT EL. = 7.35'
(PRIVATE)

PROP. 40 LF OF 2" PVC
WATER SERVICE
(PRIVATE)

PROP. 48 LF OF 1'' PVC
IRRIGATION SERVICE
(PRIVATE)

EXISTING
INGRESS/EGRESS
EASEMENT

EXISTING
PERPETUAL
EASEMENT

PROP.  4" CLEANOUT
INV. IN EL.= 7.45'
INV. OUT EL. = 7.35'
(PRIVATE)

PROP.  4" CLEANOUT
INV. IN EL.= 6.60'
INV. OUT EL. = 6.50'
(PRIVATE)

PROP.  4" CLEANOUT
INV. IN EL.= 6.00'
INV. OUT EL. = 5.90'
(PUBLIC)

PROP.  4" CLEANOUT
INV. IN EL.= 5.50'
INV. OUT EL. = 5.40'
(PUBLIC)

PROP. TRANSFORMER
(BY OTHERS)

EX. FIRE HYDRANT

EX. FIRE HYDRANT

47.9'

53.8'

PROP.  4" CLEANOUT
INV. IN EL.= 7.45'
INV. OUT EL. = 7.35'
(PRIVATE)

PROP.  4" CLEANOUT
INV. IN EL.= 7.15'
INV. OUT EL. = 7.10'
(PRIVATE)

PROP.  10 LF OF 4" PVC
SANITARY SEWER
SERVICE @ 2.5%
SLOPE (PRIVATE)

 6,133 SF (FOOTPRINT)
F.F.E. = 10.70' (NAVD)

PROP. UTILITY STUB 5' FROM BUILDING
(SEE PLUMBING PLAN FOR CONTINUATION)

PROP. 45°
BEND (TYP.)

PROP.  6 LF OF 4" PVC
SANITARY SEWER
SERVICE @
1% SLOPE (PRIVATE)

PROP.  4" DROP
CLEANOUT
INV. IN EL.= 7.10'
INV. OUT EL. = 6.65'
(PRIVATE)

PROP.  6 LF OF 4" PVC
SANITARY SEWER
SERVICE @ 1.0%
SLOPE (PRIVATE)

PROP. WYE
FITTING

PROP. HOSE BIBB

PROP. 55 LF OF 3
4''

HOSE LINE

PROP. 8 LF OF
 34'' HOSE LINE

PROP. 22.5°
BEND (TYP.)

PROP. 59 LF OF 3
4''

HOSE LINE

PROP. 45°
BEND (TYP.)

PROP. 127 LF OF 3
4''

HOSE LINE

PROP. HOSE BIBB

CONFLICT 1

CONFLICT 2

CONFLICT 3

CONFLICT 4

CONFLICT 5

CONFLICT 6

CONFLICT 7

CONFLICT 8

CONST. TWO-GANG
JUNCTION BOX WITH
BLANK PLATE

CONST. 57 LF OF
EMPTY 34 " RACEWAY
FOR FUTURE
CONNECTION
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DESCRIPTIONDATE

03/18/19 PRE-TAC SUBMITTAL

FDOT UTILITY REVISION05/15/191

07/09/192 TAC REVISION

08/29/193 TAC REVISION

10/21/194 FINAL TAC REVISION

U
TI

LI
TY

 P
LA

N

C-11

INSET A
SCALE: 1"=10'

PROP. 13 LF OF 2" PVC
WATER SERVICE

PROP. 2''
BACKFLOW
PREVENTER

INTERIOR/ADJACENT PROPERTY LINE

R-O-W CENTERLINE

TYPE-D CURB

WATER MAIN

SANITARY SEWER MAINSS

INGRESS/EGRESS EASEMENT

℄

NATURAL GAS

STORM SEWER

EXISTING LEGEND

PROPERTY LINE

SIGN

POWER POLE

WOOD POWER POLE

ELECTRICAL HAND HOLE

CHAIN LINK FENCE

STORM MANHOLE

WATER METER

GREASE TRAP MANHOLE

FIRE HYDRANT

WATER VALVE

PEDESTRIAN SIGN

PERPETUAL EASEMENT

/ / / NON-VEHICULAR ACCESS LINE

CONCRETE SIDEWALK

EXISTING BUILDING

ELECTRIC LINE

OVERHEAD-WIRE LINEOHW

TELEPHONE LINE

CLEAN OUT

CATCH BASIN

SPOT ELEVATION

PROPOSED LEGEND

TYPE "F" CURB & GUTTER

ELECTRIC TRANSFORMER W/ BOLLARDS

HEAVY DUTY CONCRETE PAVEMENT

CONCRETE PAVEMENT

SIDEWALK PAVERS

T

BUILDING SETBACK LINE

LANDSCAPE BUFFER LINE

PROPERTY LINE

GENERAL UTILITY NOTES

1. CONTRACTOR SHALL PROTECT ALL EXISTING UTILITIES AND IS RESPONSIBLE TO REPAIR
ANY DAMAGE TO EXISTING UTILITIES DURING CONSTRUCTION AT NO COST TO THE OWNER.

2. ALL UTILITIES ARE SHOWN FROM INFORMATION GATHERED AND SHOULD NOT BE USED AS
EXACT.  CONTRACTOR SHALL VERIFY EXACT DEPTHS AND LOCATIONS PRIOR TO UTILITY
INSTILLATION.

3. CONTRACTOR SHALL CONTACT THE APPROPRIATE UTILITY COMPANY FOR INSTALLATION
AND SPECIFICATION REQUIREMENTS.

4. ALL PIPE MATERIALS SHALL COMPLY WITH LOCAL REGULATIONS AND STANDARDS.

5. ALL TRENCHING AND BEDDING SHALL BE PER THE UTILITY TRENCH AND BEDDING DETAIL.

6. CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR ALL BUILDING UTILITY TIE INS.

7.     THE CONTRACTOR IS TO FIELD VERIFY THE EXACT LOCATIONS AND DEPTHS OF UTILITY
LINES.  THE CITY OF FORT LAUDERDALE ENGINEERING DEPARTMENT ASSUMES NO
RESPONSIBILITY FOR ANY POTENTIAL CONFLICTS.

8.    ANY  WATER AND/OR SEWER CONNECTIONS MUST BE COORDINATED AND SUPERVISED BY
UTILITY DISTRICT PERSONNEL.  PLEASE GIVE 72 HOURS NOTICE FOR CONNECTIONS.

9. ALL UTILITIES WITHIN FDOT RIGHT-OF-WAY ( STATE ROAD 7 ) SHALL HAVE A MINIMUM
VERTICAL CLEARANCE BELOW TOP OF PAVEMENT OF 36".

10. PROP. FUTURE ELECTRIC VEHICLE CHARGING STATION SUBJECT TO APPROVAL BY
ELECTRIC CHARGING VENDOR.

PROP. VACUUM
PRESSURE
BREAKER

PROP. DUAL WATER
METER SERVICE

PROP. 1" IRRIGATION
METER

TYPE "D" CURB

PROP. 2" WATER
METER

CONNECT TO EX. 12"
PVC WATER MAIN W/
2"X12" TAPPING SLEEVE
& VALVE (PUBLIC)

CONFLICTS

CONFLICT 1:
STORM TO PASS OVER SANITARY SEWER
MINIMUM CLEARANCE = 0.5'
PREFERRED CLEARANCE = 1.0'

CONFLICT 2:
STORM TO PASS OVER SANITARY SEWER
MINIMUM CLEARANCE = 0.5'
PREFERRED CLEARANCE = 1.0'

CONFLICT 3:
STORM TO PASS OVER SANITARY SEWER
MINIMUM CLEARANCE = 0.5'
PREFERRED CLEARANCE = 1.0'

CONFLICT 4:
STORM TO PASS OVER SANITARY SEWER
MINIMUM CLEARANCE = 0.5'
PREFERRED CLEARANCE = 1.0'

CONFLICT 5:
STORM TO PASS OVER SANITARY SEWER
MINIMUM CLEARANCE = 0.5'
PREFERRED CLEARANCE = 1.0'

CONFLICT 6:
WATER TO PASS OVER SANITARY SEWER
MINIMUM CLEARANCE = 0.5'
PREFERRED CLEARANCE = 1.0'

CONFLICT 7:
WATER TO PASS OVER STORM
MINIMUM CLEARANCE = 0.5'
PREFERRED CLEARANCE = 1.0'

CONFLICT 1:
WATER TO PASS OVER STORM
MINIMUM CLEARANCE = 0.5'
PREFERRED CLEARANCE = 1.0'

4

ESTIMATED WATER FLOW

C05 - GAS STATION(FUEL ONLY)
C02 - MERCHANDISING

TOTAL ESTIMATED WATER FLOW (GPD)
ESTIMATED WASTEWATER FLOW

C05 - GAS STATION(FUEL ONLY)
C02 - MERCHANDISING

TOTAL ESTIMATED WASTEWATER FLOW (GPD)

SERVICE FLOW CALCULATION

RATE UNIT(GPD)
70 GPD/PUMP

37 GPD/ 1,000 SF

CONVENIENCE STORE SF
FUELING PUMPS

6,133
20

1400
227

1627

RATE
57 GPD/PUMP

30 GPD/ 1,000 SF
1140
184

1324

UNIT(GPD)

4
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DESCRIPTIONDATE

03/18/19 PRE-TAC SUBMITTAL

FDOT UTILITY REVISION05/15/191

07/09/192 TAC REVISION

08/29/193 TAC REVISION

10/21/194 FINAL TAC REVISION

C-12.1
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LANDSCAPE PLANT MATERIALS

QTY SYMBOL BOTANICAL/ COMMON NAME TOLERANT NATIVE SPECIFICATIONS

TREES/ PALMS

12 BA BULNESIA ARBOREA/ VERAWOOD  YES YES FIELDGROWN, 2" DBH, 12' HT. X 4' SPD., 5' CT. HT

12 LN LAGERSTROEMIA INDICA/ 'NATCHEZ'  WHITE CRAPE MYRTLE YES NO FIELDGROWN, 2" DBH TOTAL, 12' HT. X 3' SPD., STANDARD

15 LMT LAGERSTROEMIA INDICA/ 'MUSKOGEE'  LAVENDER CRAPE MYRTLE YES NO FIELDGROWN, 2" DBH TOTAL, 12' HT. X 3' SPD., STANDARD

10 RE ROYSTONEA ELATA/ FLORIDA ROYAL PALM NO NO FIELDGROWN, 12'- 14'  CLEAR TRUNK HT., SEE PLAN FOR HTS.

14 QV QUERCUS VIRGINIANA SDLN pp 12015/ 'CATHEDRAL' OAK YES YES FIELDGROWN, 3" DBH, 14'- 16' HT. X 6'-7' SPD. MIN

12 SW SWIETENIA MAHOGONI/ WEST INDIAN MAHOGANY YES YES FIELDGROWN, 3" DBH, 14'- 16' HT. X 6'-7' SPD. MIN.

SHRUBS/ GROUNDCOVERS

110 BF BULBINE FLAVASCENS/ YELLOW BULBINE YES NO 1 GAL., MIN. 14" HT. X 14" SPD., FULL, 18" O.C.

20 CI CHRYSOBALANUS ICACO 'RED TIP'/ RED TIP COCOPLUM YES YES 7 GAL., MIN. 36" HT. X 24" SPD., FULL, 30" O.C.

126 FM FICUS MICROCARPA/ GREEN ISLAND FICUS NO YES 3 GAL., MIN. 18" HT. X 18" SPD., FULL, 30" O.C.

206 JP JUNIPERUS PARSONII/ PARSON'S JUNIPER YES NO 3 GAL., MIN. 15" SPD., FULL, 30" O.C.

20 LC LOROPETALUM CHINENSIS/ RUBY RED LOROPETALUM 7 GAL., MIN. 30" HT. x 18" SPD., 30" O.C

410 LM LIRIOPE MUSCARI/ 'BIG BLUE' LIRIOPE NO NO 1 GAL., MIN. 12" SPD., FULL, 24" O.C.

528 MS MIMOSA STRIGILLOSA/ SUNSHINE MIMOSA YES YES 1 GAL., MIN. 12" SPD., FULL, 18" O.C.

150 TF TRIPSACUM FLORIDANUM/ DWARF FAKAHATCHEE GRASS YES YES 3 GAL., MIN. 24" HT.X 27" SPD., FULL, 36" O.C

147 TA TRACHELOSPERMUM ASIATICUM/ DWARF ASIAN JASMINE YES NO 1 GAL., FULL, 12" SPD., FULL, 18" O.C.

460 VO VIBURNUM OBOVATUM 'SELECT'/ WALTER'S VIBURNUM YES YES 7 GAL., 30" HT. X 18" SPD., FULL, 30" O.C.

70 ZP ZAMIA PUMILA/ COONTIE FERN YES  YES 3 GAL., MIN. 15" HT. X 15" SPD., FULL, 30" O.C

ANNUALS/ PERRENIALS

SEASONAL VARIETIES- SEE PLANTER LAYOUTS A, B, & C 1 GAL., FULL, SPACING AS SHOWN

SHEET LA-2

SOD/ MULCH

S.F. SOD PASPALUM NOTATUM/ ARGENTINE BAHIA GRASS S.F. DETERMINED BY CONTRACTOR- SEE PLAN FOR LOCATIONS

S.F. SOD ZOYSIA JAPONICA/ 'EMPIRE' ZOYSIA GRASS S.F. DETERMINED BY CONTRACTOR- SEE PLAN FOR LOCATIONS

CY. MULCH DOUBLE- GROUND MELALEUCA MULCH; COCOA BROWN COLOR 3" THICK IN ALL PLANTING AREAS

COMMERCIAL DISTRICT C-1 THROUGH C-5

GENERAL LANDSCAPING REQUIREMENTS:

PERIMETER LANDSCAPE:

One street tree (min. 12' ht.) per 50 L.F. of street frontage. 5'-0" wide landscape buffer with one tree per 20 L.F. of

required buffer area.

N. SR 7):

204 L.F. / 50 L.F. = 4 street trees required

4 street trees provided

20 L.F. = 10 buffer trees required

10 buffer trees provided

HOLLYWOOD BLVD.:

248 L.F. / 50 L.F. = 5 street trees required

5 street trees provided

20 L.F. = 12 buffer trees required

12 buffer trees provided

WEST PROPERTY LINE.:

312 L.F. / 20 L.F. = 16 buffer trees required

16 buffer trees provided

INTERIOR LANDSCAPE FOR VEHICULAR USE AREA:

Each island shall contain a minimum of 190 s.f. of pervious area and shall measure the same length as the

adjacent parking stall.  Each island shall contain at least one tree. A minimum of 25% of the total s.f. of paved

Vehicular Use Area shall be landscaped.

44,112 S.F. VUA  X 25% = 11,028 S.F. landscaping required

29,389 S.F. landscaping provided

PERVIOUS AREA LANDSCAPE:

All pervious areas must be landscaped with grass, ground cover, and/ or shruberry. Minimum of one tree per 1,000

s.f. of pervious area of property.

35,052 S.F. Pervious Area / 1,000 S.F. = 35 trees required

35 trees provided

PLANT SPECIES DIVERSITY:

Minimum number of trees required = 82

Minimum number of trees provided = 82

Minimum number of tree species required = 5

Minimum number of tree species provided = 5

NATIVE PLANT REQUIREMENTS:

A minimum of 60% of required trees and 50% of required shrubs must be native species.  (Trees defined as those

species historically originating in Broward County and published in the latest issue of the Association of Florida

Native Nurseries Plant and Service Locator ).

Minimum number of native trees required = 75 (60%)

Minimum number of native trees provided = 75 (60%)

Minimum number of native shrubs required = 780 (50%)

Minimum number of native trees provided = 1,154 (74%)

TREE MITIGATION  REQUIREMENTS:

$350 or 1 replacement tree (min. 12' ht. & 2" DBH) for every 2" DBH of existing tree to be removed.

6" DBH tree to be removed = $1,050 or 3 replacement trees required

3 replacement trees (Crape Myrtles) provided

PALM MITIGATION  REQUIREMENTS:

$350 or 1:1 replacement (min. 8' clear trunk ht.) for each existing palm tree to be removed.

2 Sabal Palms to be removed = $700 or 2 replacement palms required

$700 contribution to Tree Bank Fund provided
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FOOTCANDLE LEVELS CALCULATED AT GRADE USING INITIAL LUMEN VALUES

LABEL AVG MAX MIN AVG/MIN MAX/MIN

CANOPY 29.33 47 10 2.93 4.70

DELIVERY 3.70 4.2 3.2 1.16 1.31

ENTRANCES & EXITS 2.96 4.5 0.8 3.70 5.63

PAVED 3.01 6.2 0.8 3.76 7.75

UNDEFINED 0.80 11.6 0.0 N.A. N.A.

LUMINAIRE SCHEDULE

SYMBOL QTY LABEL ARRANGEMENT LUMENS LLF BUG RATING WATTS/LUMINAIRE TOTAL WATTS MANUFACTURER DESCRIPTION

4 A1 SINGLE 12019 1.010 B3-U0-G3 134.2 536.8 Cree Lighting ARE-EDG-3M-DA-06-E-UL-XX-700-57K

4 A2 BACK-BACK 12019 1.010 B3-U0-G3 134.2 1073.6 Cree Lighting ARE-EDG-3M-DA-06-E-UL-XX-700-57K

5 A4 SINGLE 8891 1.010 B1-U0-G2 134 670 CREE, INC. ARE-EDG-3MB-DA-06-E-UL-XX-700-57K

30 C1 SINGLE 10912 1.010 B3-U0-G1 101 3030 CREE, INC. CAN-304-SL-RD-06-E-UL-XX-525-57K

21 D1 SINGLE 1652 1.010 B2-U0-G0 27.2 571.2 Cree Inc KR6-20L-35K-120V + KR6T-SSGC-FF

2 D2 SINGLE 880 1.000 B1-U0-G0 19.5 39 USA ILLUMINATION DL2  3230-10-2-LRTA4-8320-C1-30-NC-120V-W

6 S1 SINGLE 2659 1.000 B0-U5-G2 20 120 FC/SSL Lighting FCWS7170-XXX-35K-2500-CRI85-XX-D

2 S2 SINGLE 2542 1.000 B0-U4-G2 20 40 FC/SSL Lighting FCWS7168-UNV-35K-2500-CRI85-XX-D

5 W1 SINGLE 4210 1.010 B1-U0-G1 43 215 CREE, INC. SEC-EDG-3M-WM-04-E-UL-XX-350-57K

1 W2 SINGLE 2105 1.010 B1-U0-G1 25 25 CREE, INC. SEC-EDG-3M-WM-02-E-UL-XX-350-57K

NOTES:

- ALL AREA LIGHTS ON 20 FT. POLES MOUNTED ON 6 IN. CONCRETE BASES

- ALL CONCRETE BASES TO BE LOCATED 5 FT. BEHIND CURB

TYPE A1 & A4

AREA LIGHTS

TYPE A2

AREA LIGHTS

TYPE W1 & W2

WALL PACKS

TYPE C1

CANOPY LIGHTS
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REMOTE CONTROL VALVE
WITH DISC FILTER AND PRV

Techline® START CONNECTION
MALE ADAPTER AND TEE

AREA PERIMETER

SEE SPECIFICATIONS
FOR ROW SPACING

PERIMETER LATERALS
2" TO 4" FROM EDGE
Techline® CV DRIPLINE

Techline® CV OPERATION PRESSURE
INDICATOR STAKE - LOCATE AT
FARTHEST/HIGHEST POINT
MANUAL FLUSH VALVE
PLUMBED TO Techline® CV

01 Techline® CV LITE END FEED LAYOUT WITH INDICATOR 02 Techline® CV ISLAND LAYOUT

REMOTE CONTROL VALVE
WITH DISC FILTER AND PRV

Techline® START
CONNECTION MALE ADAPTER

ISLAND PERIMETER

Techline® CV DRIPLINE

MANUAL FLUSH VALVE
PLUMBED TO Techline® CV
(TYP)

SUPPLY HEADER

Techline® TEE

Techline® ELL

04 Techline® CV PARKING LOT ISLAND LAYOUT

REFER TO "Techline® SUB-HEADER"

START CONNECTION ON EXHAUST HEADER (TYP)

MANUAL FLUSH VALVE ON END OF EXHAUST HEADER AT
POINT OF LOWEST PRESSURE ON SYSTEM. (MINIMUM
OF ONE PER 15 GPM) (TYP)

PVC SUPPLY HEADER

Techline® CV PRESSURE REDUCING VALVE ASSEMBLY

TOTAL LENGTH OF Techline® CV DRIPLINE IN THIS AREA
CANNOT EXCEED MAXIMUM LENGTH OF RUN. (SEE
DESIGN GUIDELINES)

Techline® CV DRIPLINE THROUGHOUT PLANTER (SEE DESIGN
GUIDELINES FOR SPACING)

PARKING ISLAND PERIMETER

START CONNECTION ON SUPPLY HEADER (TYP)

Techline® CV FILTER WITH REMOTE CONTROL VALVE
ASSEMBLY

  WIRE, COILED

ID TAG: RAIN BIRD VID SERIES

VALVE BOX WITH COVER:

WATERPROOF CONNECTION
  RAIN BIRD SPLICE-1 (1 OF 2)

FINISH GRADE/TOP OF MULCH

PVC SCH 40 ELL

PVC SCH 80 NIPPLE (CLOSE)

PVC SCH 80 NIPPLE
  (LENGTH AS REQUIRED)

PVC MAINLINE PIPE

PVC SCH 40 TEE OR ELL

BRICK (1 OF 4)

  LENGTH, HIDDEN) AND

  RAIN BIRD PEB-PRS-D  RAIN BIRD PESB

30-INCH LINEAR LENGTH OF

REMOTE CONTROL VALVE:

  RAIN BIRD VB-STD

SCH 80 NIPPLE (2-INCH

  SCH 40 ELL

PVC SCH 40 MALE ADAPTER

PVC LATERAL PIPE

3.0-INCH MINIMUM DEPTH OF
  3/4-INCH WASHED GRAVEL

REMOTE CONTROL VALVE W/ 3/4" DISC FILTER05

4" MINIMUM
CLEARANCE

12" X 18"
VALVE BOX

PVC MAINLINE 3/4" DISC FILTER

PVC OR POLY
LATERAL LINE

1 CU. FT. PEA
GRAVEL SUMP
BRICK SUPPORT
(1-EA. CORNER)

1" SCH 80 UNION

RAIN BIRD ESP-LXME CONTROLLER IN PLASTIC CABINET WITH
WALL MOUNT. INSTALL CONTROLLER AND CABINET ON WALL
PER MANUFACTURER'S RECOMMENDATIONS.

JUNCTION BOX

1-INCH CONDUIT AND FITTINGS TO POWER SUPPLY

POWER SUPPLY WIRE

2-INCH CONDUIT AND FITTINGS FOR STATION WIRES

WIRES TO REMOTE CONTROL VALVES

NOTES:
1. ESP-LXME CONTROLLER IS AVAILABLE IN 8- OR 12-STATION

BASE MODELS.  ADDITIONAL MODULES IN 4-, 8- AND
12-STATION VERSIONS MAY BE ADDED TO BRING THE
CONTROLLER UP TO 48 STATIONS MAXIMUM.

2. FOR EASE OF INSTALLATION INTO A CONTROLLER WITH MORE
THAN 24 STATIONS, INSTALL A JUNCTION BOX AT THE BASE
OF CONTROLLER AND TRANSITION LARGER VALVE AND
COMMON WIRES FROM FIELD TO 18 AWG MULTI
CONDUCTOR WIRE TO BE USED IN CONTROLLER.

3. USE STEEL CONDUIT FOR ABOVE GRADE AND SCH 40 PVC
CONDUIT FOR BELOW GRADE CONDITIONS.

3. PROVIDE PROPER GROUNDING COMPONENTS TO ACHIEVE
GROUND RESISTANCE OF 10 OHMS OR LESS.

ESP-LXME CONTROLLER IN PLASTIC CABINET06

PEB OR PEBS SERIES CONTROL VALVE03
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ARCHITECTURAL - EXTERIOR FINISH SCHEDULE

SYMBOL MATERIAL MANUFACTURER COLOR NOTES
OVH2 HIP ROOF FASCIA ATAS INTERNATIONAL INC. BRAKE METAL, COLOR #26 BONE WHITE RE: A3.1 FOR DETAILS. ALTERNATE: PETERSEN PAC CLAD.
PAR ALUMINUM PARAPET CAP ATAS INTERNATIONAL INC. COLOR TO MATCH ADJACENT TRIM ALTERNATE: PETERSEN PAC CLAD

PVCT ACCENT TRIM AZEK WHITE, FINISH: SMOOTH PRE-FINISHED. ALTERNATE: PALIGHT
RF2 METAL ROOFING ATAS INTERNATIONAL INC. MRD194 DUTCH SEAM (1 1/2") 19.25", COLOR: #23 COPPERTONE ALTERNATE: PETERSEN PAC CLAD
RF3 STANDING SEAM ROOF HIP CAP ATAS INTERNATIONAL INC. TO MATCH METAL ROOFING ALTERNATE: PETERSEN PAC CLAD

RSUP ROD SUPPORT & PLATE POWDER COAT, MATCH SW #6076 SEE STRUCTURAL. ALL RODS NOT INDICATED ON
STRUCTURAL ARE PURELY DECORATIVE RE: 21/A3.1

SCJ STUCCO CONTROL JOINT - 3/4" WIDE "W" SHAPED ACCORDION STYLE  RE:SPECS
SIGN ILLUMINATED SIGNAGE SIGN BY WAWA, SURFACE MOUNTED
SOFF MPS120, SOLID AND VENTED ATAS INTERNATIONAL INC. BONE WHITE BUILDING OVERHANGS. ALTERNATE : PETERSEN PAC-CLAD
SPAN SPANDREL GLASS, 1" INSULATED TEMPERED VERICON SUBDUED BRONZE FRIT TO BE ON INSIDE OF PANEL
STN1 MANUFACTURED STONE VENEER BORAL SOUTHWEST BLEND PF-8019 . PRO-FIT LEDGESTONE
STN2 PRE-CAST MANUFACTURED STONE

WATERTABLE/SILL
BORAL TAUPE CSV-1375 VERTICAL GROUT JOINTS: 3/16" MAX. WIDTH. GROUT WITH

BONSAL #71 WARM IVORY
STN5 PRE-CAST STONE BASE ITALIAN CAST STONE 3"W X 6"H X 48" LENGTHS. COLOR: ICS-LS-WAWA-SABIA, FINISH: "LIGHT

SMOOTH" ; MAINTAIN CONSISTENT COLOR THROUGHOUT PROJECT
RE: DETAIL 5 & 11/A6.1. ALTERNATE: QUALITY STONE
VENEER, INC. SEE SPECIFICATIONS. VERTICAL GROUT
JOINTS: 3/16" MAX. WIDTH. GROUT WITH BONSAL #71 WARM
IVORY

STN6 PRE-CAST STONE CAP ITALIAN CAST STONE COLOR: WHITE RE: SHEET A10. GROUT JOINTS 3/16" MAX. WIDTH. COLOR:
WHITE (TO MATCH STONE CAP)

STOR STOREFRONT SYSTEM KAWNEER CLEAR ANODIZED RE: SPECIFICATIONS
STU1 STUCCO SENERGY #3085 MERINGUE, FINISH: SAHARA
STU2 STUCCO SENERGY #354 STARK WHITE, FINISH: FINE

TG 1" INSULATED TEMPERED GLASS RE: SPECIFICATIONS
TGT 1" INSULATED TEMPERED GLASS PPG SOLARGRAY VLT. SEE SPECS RE: SPECIFICATIONS
TH 36" X 48" ACCESS HATCH FACTORY FINISH RE: DOOR SCHEDULE, SHEET A1

ARCHITECTURAL - EXTERIOR FINISH SCHEDULE

SYMBOL MATERIAL MANUFACTURER COLOR NOTES
C02 CO2 FILL BOX WITH PVC SLEEVE THRU WALL SUPPLIER RE: A1 FOR LOCATION AND MOUNTING DETAIL, 18/A7 (SIM.)
DS STAINLESS STEEL THRUWALL SCUPPER &

COLLECTOR AND 4" DIA. STAINLESS STEEL
DOWNSPOUT

ATAS INTERNATIONAL INC. NATURAL MILL FINISH COORDINATE WITH CIVIL FOR CONNECTION TO STORM
SEWER. SEE DETAIL 14A & 14B/A7. ALTERNATE: PETERSEN
PAC CLAD

DS1 4" DIA. STAINLESS STEEL DOWNSPOUT. REFER
TO SPECS FOR GAUGE

ATAS INTERNATIONAL INC. NATURAL MILL FINISH COORDINATE WITH CIVIL FOR CONNECTION TO STORM
SEWER. SEE DETAIL 14A & 14B/A7. ALTERNATE: PETERSEN
PAC CLAD

DS2 4" DIA. .032 ALUM. DOWNSPOUT ATAS INTERNATIONAL INC. NATURAL MILL FINISH ALTERNATE: PETERSEN PAC CLAD
EP1 PAINT BENJAMIN MOORE COLOR:WHITE DIAMOND #2121-60 FINISH: EGGSHELL DOOR & FRAME
FCS "ARTISAN" PLANK LAP SIDING JAMES HARDIE CREAM, FINISH: BEADED SMOOTH, 8.25" X 12' PRE-FINISHED. PROVIDE COLOR-MATCHED CAULK BY JAMES

HARDIE
FCST "ARTISAN" ACCENT TRIM JAMES HARDIE WHITE, FINISH: SMOOTH, 1.5" TH x 6" W x 10'-0" L PRE-FINISHED. PROVIDE COLOR-MATCHED CAULK BY JAMES

HARDIE
G1 ALUMINUM GUTTERS .032 POLISHED ALUMINUM W/ CLEAR ANODIZED FINISH CONTINUOUS - NO SEAMS ALLOWED. SEE SHEET A3.1

GATE TUBE STEEL FRAME WITH 1X6 CPVC
SMOOTH-FINISH SLATS

GENERAL CONTRACTOR WHITE RE: SHEET A10 FOR DETAILS

ICE ICE MERCHANDISER LEER PAINT BENJAMIN MOORE, BM OC-1 NATURAL WICKER
LADD METAL EXTERIOR LADDER EASTERN METAL SUPPLY BRUSHED ALUMINUM RE: SHEET A3.1 FOR DETAILS
LGD 6' LADDER GUARD #LG6 VISIONMASTERS EQUIP.

CO.
MILL FINISH

LIGHT EXTERIOR LIGHT FIXTURE RE: ELECTRICAL DRAWINGS AND DETAIL 18/A7 FOR
MOUNTING

MTPN2 METAL PANEL PIONEER ARCHITECTURAL
SYSTEMS

PAINT TO MATCH DOORS, P1

OFS STAINLESS STEEL 8" X 16" OVERFLOW
SCUPPER

ATAS INTERNATIONAL INC. NATURAL MILL FINISH ALTERNATE: PETERSEN PAC CLAD

OVH METAL OVERHANG FACING ATAS INTERNATIONAL INC. RAPID-LOK FASCIA, CUSTOM EDGE-LOK FASCIA, COLOR: #17 BRITE
RED

RE: A3.1 FOR DETAILS. ALTERNATE: PETERSEN PAC CLAD.

CI
VI

L S
UB

MI
TT

AL
08

/26
/19

1/8" = 1'-0"A4.0
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1/8" = 1'-0"A4.0
4 REAR (EAST) ELEVATION

1/8" = 1'-0"A4.0
2 LEFT (NORTH) ELEVATION
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