
King Luminaire   StressCrete   Est. 1953

Burlington, Ontario 1-800-268-7809

Northport, Alabama 1-800-435-6563

Atchison, Kansas 1-800-837-1024

Jefferson, Ohio 1-800-268-7809

Manufacturing Locations:

THE VEAZEY GROUP

HOLLYWOOD BEACH BROADWALK

HOLLYWOOD, FL

APPROVAL / MFG DWG SC2-19-010

BBOYD SC2 1/21/19

CUSTOMER APPROVAL & DATE:

-

SC2-19-010.1

SPECIFICATIONS:

CATALOG NO.: KT21-G-T-E43

C/W 140 (40/60)

SECTION: OCT FLUTED

COLOR: COH WHITE

FINISH: ETCHED

POLE TOP: 6 3/8"

POLE BUTT: 9 5/8"

POLE LENGTH: 21' 0"

APPROX. WT.: 950 lbs.

QUANTITY: 2

[A] 2 5/8" x 8" RECESSED ZINC H.H. BOX

(GROUNDED) & STAINLESS STEEL-316L

COVERPLATE  C/W #6 COPPER WIRE &

STAINLESS STEEL ALLENHEAD SCREWS

[A] SMALL ALUMINUM NAMEPLATE

[A-B] 2 1/2" X 5" APERTURES

4" O.D. X 6" TALL STAINLESS

STEEL TENON

CAST IN 1.9" O.D. X 12" LONG STAINLESS

STEEL PIPE C/W (3) 3/8" X 18" LONG

STAINLESS STEEL LEGS

LABEL AS:

#3

²

EPOXY THE

ENTIRE END

OF POLE

PRIOR TO

WELDING ON

FINAL TENON

Pole Type A
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King Luminaire   StressCrete   Est. 1953

Burlington, Ontario 1-800-268-7809

Northport, Alabama 1-800-435-6563

Atchison, Kansas 1-800-837-1024

Jefferson, Ohio 1-800-268-7809

Manufacturing Locations:

THE VEAZEY GROUP

HOLLYWOOD BEACH BROADWALK

HOLLYWOOD, FL

APPROVAL / MFG DWG SC2-19-010

BBOYD SC2 1/21/19

CUSTOMER APPROVAL & DATE:

[A] 2 5/8" x 8" RECESSED ZINC H.H. BOX

(GROUNDED) & STAINLESS STEEL-316L

COVERPLATE  C/W #6 COPPER WIRE &

STAINLESS STEEL ALLENHEAD SCREWS

[A] SMALL ALUMINUM NAMEPLATE

[A-B] 2 1/2" X 5" APERTURES

4" O.D. X 6" TALL STAINLESS

STEEL TENON

CAST IN 2

3

8

" O.D. X 12" LONG STAINLESS

STEEL PIPE C/W (3) 3/8" X 18" LONG

STAINLESS STEEL LEGS

SPECIFICATIONS:

CATALOG NO.: KT14-G-T-E43

C/W 140 (40/60)

SECTION: OCT FLUTED

COLOR: COH WHITE

FINISH: ETCHED

POLE TOP: 8.1

POLE BUTT: Ø10

1

2

"

POLE LENGTH: 21' 0"

APPROX. WT.: 1,449 lbs.

QUANTITY: 10

LABEL AS:

#2

²

-

SC2-19-010.2

EPOXY THE

ENTIRE END

OF POLE

PRIOR TO

WELDING ON

FINAL TENON

Pole Type B
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King Luminaire   StressCrete   Est. 1953

Burlington, Ontario 1-800-268-7809

Northport, Alabama 1-800-435-6563

Atchison, Kansas 1-800-837-1024

Jefferson, Ohio 1-800-268-7809

Manufacturing Locations:

THE VEAZEY GROUP

HOLLYWOOD BEACH BROADWALK

HOLLYWOOD, FL

APPROVAL / MFG DWG SC2-19-010

BBOYD SC2 1/21/19

CUSTOMER APPROVAL & DATE:

-

SC2-19-010.3

[A]  ZINC DUPLEX RECEPTACLE BOX C/W

NON-GFI 15amp/120v DUPLEX RECEPTACLE

& WEATHERPROOF COVER & LOCKABLE

PAINT: WHITE

[B] 1/2" STAINLESS STEEL BANNER ARM

COUPLINGS

**MUST USE BREAK-AWAY DEVICE**

[B] 1/2" STAINLESS STEEL BANNER ARM

COUPLINGS

**MUST USE BREAK-AWAY DEVICE**

[A] 2 5/8" x 8" RECESSED ZINC H.H. BOX

(GROUNDED) & STAINLESS STEEL-316L

COVERPLATE  C/W #6 COPPER WIRE &

STAINLESS STEEL ALLENHEAD SCREWS

[A] SMALL ALUMINUM NAMEPLATE

[A-B] 2 1/2" X 5" APERTURES

4" O.D. X 5" TALL STAINLESS

STEEL TENON

CAST IN 2

3

8

" O.D. X 12" LONG STAINLESS

STEEL PIPE C/W (3) 3/8" X 18" LONG

STAINLESS STEEL LEGS

SPECIFICATIONS:

CATALOG NO.: KT14-G-T-E43-GFI

C/W 140 (40/50)

SECTION: OCT FLUTED

COLOR: COH WHITE

FINISH: ETCHED

POLE TOP: 8.1

POLE BUTT: Ø10

1

2

"

POLE LENGTH: 21' 0"

APPROX. WT.: 1,449 lbs.

QUANTITY: 1

LABEL AS:

#4

²

EPOXY THE

ENTIRE END

OF POLE

PRIOR TO

WELDING ON

FINAL TENON

Pole Type C
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Pole type for Harrison Street, Tyler Street 
and 21st Ave.
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